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		  Datasheet File OCR Text:


		  17 features na550 1u rackmount network appliance platform  with lga1155 intel? xeon? e3 processor,  intel? c216 and up to 26 lans   lga1155 socket 3rd/2nd generation intel? xeon? e3 family   processors   four dimm sockets support up to 32 gb non-buffer non-ecc/    ecc memory (ddr3-1333, dual channel)   supports lan modules expansion   supports bios redirected to com port   supports one 2.5" sata hdd    suitable for vpn, network bandwidth controller, firewall      applications ordering information packing list specifications rear view front view system cpu lga1155 socket for 3rd/2nd generation intel? xeon? e3  family processors, max 95 watt  chipset intel? c216 memory 4 x ddr3-1333 dimm sockets max. up to 32 gb  non-buffer non-ecc/ecc memory (dual channel) bios ami 64 mbit pnp flash bios with function of bios redirected  to com port  storage 1 x 2.5" sata hdd / 1 x cfast? network interface 14 x 10/100/1000mbps ethernet (default) 3 x lan modules (for optional) up to 26 lan ports i/o interface 1 x console (rj-type connector), 2 x usb connectors,  14 x rj-45 connector, 1 x vga connector, 1 x ps/2 keyboard/    mouse connectors (default) watchdog timer 255 stepping for system reset 8 stepping for lan bypass usb 2 x usb 2.0 ports on front side, rest are internal pin headers expansion slot (optional) 1 x external pci slot 1 x mini pci slot (32-bit/33 mhz) other features lan bypass function through software program power supply 300w atx power supply os compatibility linux redhat kernel 2.6 mechanical/ environmental form factor 1u rackmount led 4 x gpo led - (led 1: green color, normal working;  led 2: green color; management; led 3: yellow color;      master/slave; led 4: yellow color; log). while the bios      boots up, the led should be light off. while it boots up      successfully, these leds can be triggered and controlled     by software.  operating temp. 0c ~ 40c (32f ~ 104f)  storage temp. -20c ~ +70c (-4f ~ +158f) humidity 10% ~ 95% rh, non-condensing chassis material steel dimensions 44 mm (1.73") (h) x 427.8 mm (16.84") (w) x 523 mm (20.59") (d) weight (net/gross) 8.32 kg (18.34 lb)/12.76 kg (28.13 lb) certification fcc class a/ce class a standard NA550-REGI-RC-US  (p/n: e26e550100) 1u network appliance with lga1155 socket for 3rd/2nd  generation intel? core? processors and   14 gbe lans (ax93306-4gil & ax93306-8gil) na550-r2gi-rc-us  (p/n: e26e550101) 1u network appliance with lga1155 socket for 3rd/2nd  generation intel? core? processors and   2 gbe lans optional 59416112100e   cable db9 (m) - rj-45, l: 1.5m straight cable ax93306-4gi  4-port gigabit copper module ax93306-4gil  4-port gigabit copper module with lan bypass  ax93306-4fi  4-port gigabit sfp fiber module  ax93312-8fi 8-port gigabit sfp fiber module ax93306-8gi  8-port gigabit copper module  ax93306-8gil  8-port gigabit copper module with lan bypass ax93306-8mi  4-port gigabit copper & 4-port gigabit sfp fiber module ax93306-8mil 4-port gigabit copper & 4-port gigabit sfp fiber module with  lan bypass   * specifications and certifications are based on options and may vary. ** recommend ordering optional cable kit with first order. 1 x sata cable 1 x utility cd (user's manual and driver) 1 x power cord lan bypass nic module ddr3 ddr3 ddr3 cfast tm cfast 523.00 default 14 lan ports  up to 26 lan ports dimensions  www.axiomtek.com/na 
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