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		  Datasheet File OCR Text:


		  general purpose snap action switch gp series   features  ? ultra-small travel differential ? wide variety of actuators ? mechanical life tested to over 20 million cycles ? screw or solder terminals available ? current rating up to 20 amps ? vde standard on 15a switches with screw terminals electrical ratings  switch  series   ul508   vde approval to en60947  gp*b  20a 250vac  n/a  gp*c  15a 250vac  15a 250vac   (note:  only screw terminals have vde approval)  technical specifications   material specifications  case / cover  phenolic  temperature rating:      0c + 55c max  ul  - 5c to  + 40c    vde spring bery llium  coppe r dielectric strength  1000 vac 50/60 hz for 1 minute  contacts:  silver alloy  insulation resistance  100m ohms min at 500 vdc  initial contact resistance  15m ohms max  terminals:  screw terminals:  brass  solder terminals:  copper alloy  con tacts:  silver alloy  mounting:    us holes:  metric holes:  #6-32 fastener with 6.0 in-lb max torque  m4 fastener with 6.0 in-lb max torque  ul file number:  e184788  lever actuator:  nickel plated steel  rohs compliant   specifications subject  to change without notice  vde for 15 amp  with screw  terminals only 

     general purpose snap action switch   gp series       terminal types                                                                                                   mounting holes     u.s. version          screw terminal  solder terminal    metric version      dimensions inches(mm)          note: gp series switches are available with screw  or solder terminals and with u.s. or metric holes  x   for solder terminals, replace the ?t? in the third position  of the part number with an ?s? (e.g. gpscna11 was gptcna11)  ?                 

      

       specifications subject  to change without notice  contact   call, fax or visit our  website for more information.     zf electronics corporation  11200 88th avenue  pleasant prairie, wi 53158    phone: 262.942.6500  web:  www.cherrycorp.com   email:  cep_sales@zf.com   fax: 262.942.6566  the manufacturer accepts no liability  for errors or non-availability, and  reserves the right to change  specifications without prior notice.    technical data relates to product  specifications only. features may differ  from those described. only drawings  combined with product specifications  shall be deemed binding.      ? 2007 zf electronics corporation    last updated: 030912 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of GPTCLS11 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























