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		  Datasheet File OCR Text:


		  b-62 mil-dtl-38999 type hermetic connectors 237-153 hermetic dual flange jam nut mount receptacle for mil-dtl-38999 series iii type shell size (see table i) polarization a, b, c, d, e (n = normal) contact termination style c - pin face,       pcb termination d - socket face,       pcb termination connector series 237 -  d38999 series iii type 237 - 153 z1 15 - 18 c n connector type 153 - hermetic dual  flange jam nut mount connector material and finish z1 - cres, passivated zl - cres, nickel plate zw - cres, cadmium, o.d. insert arrangement per mil-dtl-38999 series iii mil-std-1560 u t sr p n m l k j h g f e d c b a "c " he x "d " f la t .131/.125 (3.3/3.2 ) master keywa y a b c d e fg h j k l m n p r s t u #4-40 thr u  typ 4 p l 45 ty p   4 pl    ? "l" interrupted    ? "j" interrupted    ? "k" interruped ? "e"   "p " typ 4 pl "f " ty p         see note 4   z 115- 18cn o-ring jam nu t "a " thread .100 (2.5 ) .250 (6.4 ) .172 (4.4) .132 (3.4) .510 (13.0) max full-mate indicato r .113/.108 (2.9/2.7 )  size 9 - 17 .145/.133 (3.7/3.4 )  size 19 - 2 5 .675 (17.1) .671 (17.0) .889 (22.6 ) ma x "b " thread see note 1  dimensions in inches (millimeters) are subject to change without notice. www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  ? 2013 glenair, inc.   u.s. cage code 06324  printed in u.s.a. b

 b-63 mil-dtl-38999 type  hermetic connectors   application notes 1.  assembly identifed with manufacturer's name and p/n, space permitting. 2.  performance test criteria:   hermeticity C 237-153 receptacle conector is designed to mate with and qpl   manufacturer's mil-dtl-38999 series iii plug connector having the same shell  size, insert arrangement, polarization and opposite contact gender . 4.  metric dimensions (mm) are indicated in parentheses. 5.  material/fnish:    shell, jam nut C  cres/per part number development.      pin contacts C nickel iron alloy 52/gold plated.            socket contacts C copper alloy/52 gold plated.   socket hoods C cres/passivate.   insulator, pins C full glass/n.a.   insulator, sockets C rigid dielectric/n.a.   seals C fluorosilicone/n.a.   o-ring C cho-seal 1298/ n.a. table i: shell size, thread  and connector dimensions (continued from above)   shell size h  .020 (0.51) ? j  .005 (0.13) ? k basic l  .005 (0.13) n  .020 (0.51) p  .010 (0.25) 9 .225   (5.7) 1.016 (25.8) .752 (19.1) .532 (13.5) .275   (7.0) .225   (5.7) 11 .250   (6.4) 1.062 (27.0) .850 (21.6) .595 (15.1) .290   (7.4) .250   (6.4) 13 .375   (9.5) 1.250 (31.8) .994 (25.2) .720 (18.3) .370   (9.4) .250   (6.4) 15 .438 (11.1) 1.375 (34.9) 1.119 (28.4) .843 (21.4) .440 (11.2) .325   (8.2) 17 .562 (14.3) 1.500 (38.1) 1.237 (31.4) 1.000 (25.4) .495 (12.6) .375   (9.5) 19 .875 (22.2) 1.625 (41.3) 1.379 (35.0) 1.125 (28.6) .540 (13.7) .500 (12.7) 21 1.170 (29.7) 1.750 (44.5) 1.489 (37.8) 1.240 (31.5) .625 (15.9) .562 (14.3) 23 1.250 (31.8) 1.875 (47.6) 1.619 (41.1) 1.328 (33.7) .660 (16.8) .688 (17.5) 25 1.375 (34.9) 2.000 (50.8) 1.744 (44.3) 1.453 (36.9) .740 (18.8) .750 (19.1) table i: shell size, thread  and connector dimensions (continued below)   shell size a thread -0.1p-0.03l-ts (plated) b thread metric (plated) c  .015 (0.38) d  .005 (0.13) ? e  .012 (0.30) f  .016 (0.41) 9 .6250 m17 x 1-6g-0.10r .875 (22.2) .651 (16.5) 1.250 (31.8) 1.063 (27.0) 11 .7500 m20 x 1-6g-0.10r 1.000 (25.4) .751 (19.1) 1.377 (35.0) 1.259 (32.0) 13 .8750 m25 x 1-6g-0.10r 1.187 (30.1) .937 (23.8) 1.500 (38.1) 1.374 (34.9) 15 1.0000 m28 x 1-6g-0.10r 1.375 (34.9) 1.063 (27.0) 1.625 (41.3) 1.500 (38.1) 17 1.1875 m32 x 1-6g-0.10r 1.437 (36.5) 1.187 (30.2) 1.750 (44.5) 1.625 (41.3) 19 1.2500 m35 x 1-6g-0.10r 1.562 (39.7) 1.311 (33.3) 1.937 (49.2) 1.822 (46.3) 21 1.3750 m38 x 1-6g-0.10r 1.750 (44.5) 1.434 (36.4) 2.063 (52.4) 1.940 (49.3) 23 1.5000 m41 x 1-6g-0.10r 1.875 (47.6) 1.561 (39.7) 2.190 (55.6) 2.073 (52.7) 25 1.6250 m44 x 1-6g-0.10r 2.000 (50.8) 1.687 (42.9) 2.311 (58.7) 2.189 (55.6) table iii: contact size and diameter contact size ? p 22 .022/.018 (0.56/0.46) 20 .027/.023 (0.69/0.58) 16 .042/.038 (1.07/0.97) 12 .052/.048 (1.32/1.22) k ? h recommended panel cut-out 237-153 hermetic dual flange jam nut mount receptacle for mil-dtl-38999 series iii type  dimensions in inches (millimeters) are subject to change without notice. www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  ? 2013 glenair, inc.   u.s. cage code 06324  printed in u.s.a. b
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