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		  Datasheet File OCR Text:


		  specifications subject to change without notice o o14 apem , po box 8288, haverhill, ma  usa  01835-0788   toll free: (877) 246-7890   fax: (978) 372-3534  e-mail: info@apem.com             1p2t          schematic                                   mechanical outline        p.c. board layout materials contacts & terminals:  silver plated brass housing:  tin plated steel actuator:  aluminum alloy base:  phenolic laminated sheet                        terminal seal:  epoxy specifications contact rating:  300 ma at  30 vdc initial contact resistance:  20 milliohms max. insulation resistance:  100 megohms min. at 500 vdc dielectric strength:  500 vac for 1 minute electrical life:  10,000 cycles min. operating temperature range:  -20c to +85c solder heat resistance:  260c max. for 3 seconds actuation force:  250 150 grams solvent washing permissible    features model no. mhs122k       vertical actuator .157 (4.0) travel/throw             1p3t          schematic                                   mechanical outline     p.c. board layout vertical actuator model no. mhs133k .079 (2.00) travel/throw mhs  series miniature slide switches with aluminum actuator                     miniature compact size.                     wash-through open frame construction.                     positive spring loaded ball detent mechanism.                     epoxy sealed terminals. .268 .268

 specifications subject to change without notice o o15 apem , po box 8288, haverhill, ma  usa  01835-0788   toll free: (877) 246-7890   fax: (978) 372-3534  e-mail: info@apem.com          schematic                                   mechanical outline        p.c. board layout             2p3t          schematic                                   mechanical outline     p.c. board layout             2p2t          schematic                                   mechanical outline        p.c. board layout model no. mhs222k model no. mhs223k model no. MHS233k       vertical  actuator       vertical actuator vertical actuator .079 (2.0) travel/throw .079 (2.0) travel/throw .157 (4.00) travel/throw mhs  series miniature slide switches with aluminum actuator             2p2t  w/center  off .268 .268 .268

 specifications subject to change without notice o o16 apem , po box 8288, haverhill, ma  usa  01835-0788   toll free: (877) 246-7890   fax: (978) 372-3534  e-mail: info@apem.com          schematic                                   mechanical outline          schematic                                   mechanical outline     p.c. board layout materials contacts & terminals:  silver plated brass housing:  tin plated steel actuator:  polyacetal base:  phenolic laminated sheet                        terminal seal:  epoxy specifications contact rating:  300 ma at  30 vdc initial contact resistance:  20 milliohms max. insulation resistance:  100 megohms min. at 500 vdc dielectric strength:  500 vac for 1 minute electrical life:  10,000 cycles min. operating temperature range:  -20c to +85c solder heat resistance:  260c max. for 3 seconds actuation force:  250 150 grams solvent washing permissible    features          schematic                                   mechanical outline     p.c. board layout vertical actuator            mhs  series         miniature slide switches new! model no. mhs122       vertical actuator model no. mhs123 .157 (4.0) travel/throw        p.c. board layout vertical actuator model no. mhs133 .079 (2.00) travel/throw .079 (2.00) travel/throw             1p2t  w/center            off             1p2t             1p3t                     positive spring loaded ball detent mechanism.              epoxy sealed terminals.                              wash-through open frame construction.                            miniature compact size.

 specifications subject to change without notice o o17 apem , po box 8288, haverhill, ma  usa  01835-0788   toll free: (877) 246-7890   fax: (978) 372-3534  e-mail: info@apem.com          schematic                                   mechanical outline          schematic                                   mechanical outline     p.c. board layout          schematic                                   mechanical outline model no. mhs222 model no. MHS233 vertical actuator mhs  series miniature slide switches             2p2t new! model no. mhs223       vertical  actuator        p.c. board layout        p.c. board layout       vertical actuator .268 .157 (4.00) travel/throw             2p2t  w/center  off .079 (2.0) travel/throw             2p3t .079 (2.0) travel/throw
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