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		  Datasheet File OCR Text:


		          features  small size  -  high voltage  -  general purpose      applications  inverters  ?  dc link  ?  ac/dc motor controls  ?  solar inverters        operating  temperature range  -40c to +85c   capacitance  tolerance  + 20% at 120 hz, 20c  wvdc  10 16 25 35 50  surge  voltage  svdc  13 20 32 44 63  wvdc  10 16 25 35 50  dissipation  factor  tan      .2 .16 .14 .12 .1    2 minutes  leakage current  .002cv or 0.4ua,  whichever is greater    wvdc  10 16 25 35 50  -25c to  +20c  3 2 2 2 2  low  temperature  stability  impedance  ratio  (120 hz)   -40c to  +20c  8 6 4 3 3    2000 hours at 105c with rated wvdc and ripple current applied  capacitance change  < 20% of initial measured value  dissipation factor  < 150% of maximum specified value  load life  leakage current  > 100% of maximum specified value  1000 hours at 105c with no voltage applied   capacitance change  < 20% initial measured value  dissipation factor  < 200% of maximum specified value  shelf life  leakage current  > 100% of maximum specified value  capacitance frequency  (hz)  temperature  (c)  uf 50 120 400 1k 10k 50k +85 +70 +60 +30  c< 10  .8 1.0 1.3 1.45 1.65 1.7 1.0 1.3 1.5 1.8  ripple current  multipliers  10 tls +85c, low leakage current 2000 hours capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (ma) 120 hz, +85c dims dxl (mm) 1 50 105tls050m 165.786 10 5x13 1.5 50 155tls050m 110.524 22 5x13 2.2 50 225tls050m 75.358 23 5x13 3.3 50 335tls050m 50.238 30 5x13 4.7 50 475tls050m 35.274 35 5x13 6.8 50 685tls050m 24.38 45 5x13 10 35 106tls035m 19.894 50 5x13 10 50 106tls050m 16.579 55 6.3x13 15 25 156tls025m 15.473 55 5x13 15 50 156tls050m 11.052 70 6.3x13 22 16 226tls016m 12.057 60 5x13 22 35 226tls035m 9.043 80 6.3x13 22 50 226tls050m 7.536 95 6.3x16 33 10 336tls010m 10.048 65 5x13 capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (ma) 120 hz, +85c dims dxl (mm) 33 25 336tls025m 7.033 90 6.3x13 33 35 336tls035m 6.0286 105 6.3x16 33 50 336tls050m 5.0238 130 8x16 47 16 476tls016m 5.644 100 6.3x13 47 25 476TLS025M 4.938 120 6.3x16 47 50 476tls050m 3.527 155 8x16 68 10 686tls010m 4.876 105 6.3x13 68 16 686tls016m 3.901 130 6.3x16 68 35 686tls035m 2.926 170 8x16 100 10 107tls010m 3.316 145 6.3x16 100 16 107tls016m 2.653 180 8x16 100 25 107tls025m 2.321 190 8x16 100 35 107tls035m 1.989 230 8x20
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