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		  Datasheet File OCR Text:


		  23 how to order series shell matl  and finish shell size - insert  arrangement contact type  and plating mounting  hole option key  position 970-003 square flange  panel mount  receptacle with  crimp contacts me aluminum,  electroless  nickel finish mt aluminum,  nickel-ptfe  finish nf aluminum,  olive drab  cadmium zr aluminum,  black zinc- nickel finish z1 passivated  stainless steel p1 pin contacts, silver  plating* p2 pin contacts, gold  plating s1 socket contacts,  silver plating* s2 socket contacts,  gold  plating a pin connector,  without contacts b socket connector,  without contacts   * size 12 and 16  contacts are gold- plated. size 8, 4 and  1/0 are silver plated. n thru-hole t clinch nuts  installed in  mounting holes  for back panel  mounting.  -1 position 1 -2 position 2 -3 position 3 -4 position 4 -5 position 5 -6 position 6 sample part number 970-003 mt 24-5 p1 n -1 series 970 powertrip? extreme environment receptacle connectors are intended for  high current applications where size 8 awg to size 1/0 awg wires are used. these  connectors feature high current louverband contacts. coupling threads are triple-start  acme type. emi protected with ground spring on mating plug and splined backshell  interface. standard contacts are  silver plated high conductivity copper alloy, or choose  gold-plated contacts for improved corrosion protection. fluorosilicone rubber gaskets  and grommet provide watertight sealing. contacts are packaged with connector.  970-003 square flange receptacles series 970 powertrip? connectors and accessories receptacle connectors 970-003 square flange receptacle product facts 2000 vac sea level dwv rating -65c to +200c operating temperature 6 feet water immersion, 48 hours 65 db min. attenuation, up to 10ghz 500 cycles mating durability mil-s 901 grade a high-impact shock 43 g random vibration ?  emi protected ?  high current contacts  ? submersible  ?  harsh environment contact arr. contact size and qty #16 #12 #8 #4 #1/0 18-2 2 18-4 2 2 20-3 3 20-4 4 20-5 2 3 20-7 4 3 24-2 2 24-3 3 24-5 5 24-6 4 2 24-a6 3 3 28-4 4 28-8 1 7 28-9 5 4 28-15 15 32-2 2 32-3 3 32-4 2 2 32-5 5 32-6 3 3 32-20 1 19 36-4 4 36-16 3 13 40-5 5 40-21 21  www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  receptacle  connectors b d  ? 2013 glenair, inc.   series 970 powertrip?   cage code 06324  printed in u.s.a. 

 24 dimensions shell  size a b mating thread c accessory thd d ? e e clinch nut thd ? f in. mm. in. mm. in. mm. in. mm. 18 1.383 35.13 1.125-.1p-.3l-ts-2a 1.125-18 unef-2a 1.015 25.78 .146 3.71 6-32 unc-2b 1.187 30.15 20 1.508 38.30 1.250-.1p-.3l-ts-2a 1.250-18 unef-2a 1.140 28.96 .146 3.71 6-32 unc-2b 1.374 34.90 24 1.718 43.64 1.500-.1p-.3l-ts-2a 1.4375-18 unef-2a 1.281 32.54 .146 3.71 6-32 unc-2b 1.562 39.67 28 2.138 54.31 1.750-.1p-.3l-ts-2a 1.8125-16 un-2a 1.568 39.83 .170 4.32 8-32 unc-2b 1.835 46.61 32 2.328 59.13 2.000-.1p-.3l-ts-2a 2.0625-16 uns-2a 1.734 44.04 .170 4.32 8-32 unc-2b 2.093 53.16 36 2.578 65.48 2.250-.1p-.3l-ts-2a 2.250-16 un-2a 1.984 50.39 .170 4.32 8-32 unc-2b 2.302 58.47 40 2.828 71.83 2.500-.1p-.3l-ts-2a 2.500-16 un-2a 2.234 56.74 .170 4.32 8-32 unc-2b 2.562 65.07 a typ f mounting  hole  cutout 2.070  (52.58) max 1.002/.972 (25.45/24.69) .130/.100  (3.30/2.54) ? e b mating thread .250 (6.35) maximum  mounting panel  thickness c accessory thread mounting hole option t clinch nut, 4 plcs ,  self-locking, stainless  steel  red full mate  indicator stripe red master key  location stripe d typ key positions position a b c d 1 80 142 196 293 2 135 170 200 310 3 49 169 200 244 4 66 140 200 257 5 62 145 180 280 6 79 153 197 272 a b c d master  keyway 970-003 square flange receptacle series 970 powertrip? connectors and accessories receptacle connectors 970-003 square flange receptacle  www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  receptacle  connectors d ? 2013 glenair, inc.   series 970 powertrip?   cage code 06324  printed in u.s.a.
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