

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						KBPC3501			B204B			68HC9			H8050S			RNP10SA0			364089			GBU10			AD233			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				WL12C-3P2432A70 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  online data sheet www.mysick.com photoelectric sensors w12-3, photoelectric retro-reflective sensor, autocollimation WL12C-3P2432A70 

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa3/2/2016 3:55:36 am  photoelectric sensors  w12-3, photoelectric retro-reflective sensor, autocollimation              type > WL12C-3P2432A70 part no. > 1067775  at a glance retro-reflective with autocollimation principle ? rugged housing designed to withstands harsh environments ? pinpoint led technology with highly visible light spot ? rugged die-cast zinc housing, optional teflon? coating ? dovetail mounting - mounting holes and oblong holes ? highly visible status leds ? sensing range adjustment via potentiometer ? your benefits high immunity to ambient light and crosstalk ensures fewer false readings and less downtime quick and easy setup due to highly visible pinpoint led light spot highly visible status leds simplify sensitivity adjustments and reduce installation time rugged metal housing (optional teflon? coating available) requires fewer maintenance costs due to its resistance to high-pressure cleaning increased reliability in harsh wash down environments easy installation using sick accessories            illustration may differ features sensor/detection principle: photoelectric retro-reflective sensor, autocollimation dimensions (w x h x d): 15.6 mm x 48.5 mm x 42 mm housing design (light emission): rectangular sensing range max.: 0 m ... 5 m 1) sensing range: 0 m ... 4 m 2) type of light: visible red light light source: pinpoint led 3) wave length: 640 nm angle of dispersion: ca. 1.5  adjustment: single teach-in button light spot size (distance): ? 100 mm (3 m) io-link functions: advanced functions, standard functions io-link advanced functions: decentralized debouncing, time measurement M timer 

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa3/2/2016 3:55:36 am  1) 2) pl80a  3) average service life: 100,000 h at tu = +25 c             with light M dark ratio 1:1, valid for q \ on pin2, if configured with software;   valid for q \ on pin2, if configured with software;        1) limit values when operated in short-circuit protected network: max. 8 a  2) may not exceed or fall below uv tolerances  3) without load  4) a = vs connections reverse-polarity protected  5) b = inputs and output reverse-polarity protected  6) c = interference suppression  7) d = outputs overcurrent and short-circuit protected  8) signal transit time with resistive load  9) valid for q \ on pin2, if configured with software                      time measurement accuracy: iol: - 0,9 ... + 0,9 ms  0,5 % of time measurement value, sio direct: ---, sio logic: - 0,7 ... + 0,7 ms  0,5 % of time measurement value min. time between two process events (switches): iol: 700 s, sio direct: ---, sio logic: 500 s debounce time max.: iol: 30.000 ms, sio direct: ---, sio logic: 30.000 ms time measurement accuracy (e.g. accuracy for time measuremen: iol: - 5,8 ... + 5,8 ms, sio direct: ---, sio logic: - 5,6 ... + 5,6 ms mechanics/electronics supply voltage: 10 v dc ... 30 v dc 1) ripple:  5 vpp 2) power consumption:  30 ma 3) output type: pnp switching mode: light/dark switching output current imax.:  100 ma connection type: m12, 4-pin male connector circuit protection:::: a, b, c, d 4) 5) 6) 7) protection class: ii weight: 120 g polarisation filter:  io-link:  special device: - enclosure rating: ip 66 ip 67 ambient operating temperature: -40 c ... +60 c ambient storage temperature: -40 c ... +75 c ul file no.: nrkh.e181493 & nrkh7.e181493 signal voltage pnp high/low: > uv - 2,5 v M ca. 0 v housing material: metal response time q/ on pin 2:: 250 s ... 350 s 8) 9) switching frequency q \ on pin2:  1,500 hz repeatability q/ on pin 2:: 100 s transmission rate: com2

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa3/2/2016 3:55:36 am  dimensional drawing connection diagram

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa3/2/2016 3:55:36 am  characteristic curve

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa3/2/2016 3:55:36 am  sensing range diagram
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