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		  Datasheet File OCR Text:


		  high frequency, high q c hip  induct or        hfq02 900 900 850 850 800 760 640 510 680 640 620 600 550 500 460 430 415 405 400 500 480 460 450 415 415 410 405 400 355 350 335 320 320 360 350 335 315 325 325 idc max (ma) hfq02-0n6_-rc hfq02-0n7_-rc hfq02-1n0_-rc hfq02-1n1_-rc hfq02-1n2_-rc hfq02-1n3_-rc hfq02-1n4_-rc hfq02-1n6_-rc hfq02-1n7_-rc hfq02-1n8_-rc hfq02-1n9_-rc hfq02-2n0_-rc hfq02-2n1_-rc hfq02-2n2_-rc hfq02-2n3_-rc hfq02-2n4_-rc hfq02-2n5_-rc hfq02-2n6_-rc hfq02-2n7_-rc hfq02-2n8_-rc hfq02-2n9_-rc hfq02-3n0_-rc hfq02-3n1_-rc hfq02-3n2_-rc hfq02-3n3_-rc hfq02-3n4_-rc hfq02-3n5_-rc hfq02-3n6_-rc hfq02-3n8_-rc hfq02-3n9_-rc hfq02-4n0_-rc hfq02-4n1_-rc hfq02-4n3_-rc hfq02-4n6_-rc hfq02-4n7_-rc hfq02-5n0_-rc hfq02-5n4_-rc hfq02-5n6_-rc hfq02-5n9_-rc allied part number i nduct ance (nh) t oler an ce designator q min. srf min. (mhz) rdc max. ( ) 0.6 0.7 1.0 1.1 1.2 1.3 1.4 1.6 1.7 1.8 1.9 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.0 3.1 3.2 3.3 3.4 3.5 3.6 3.8 3.9 4.0 4.1 4.3 4.6 4.7 5.0 5.4 5.6 5.9 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 14 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 10000 9500 9300 9100 8900 8700 8600 8400 8200 8100 7800 7700 7600 7500 6500 6500 6400 6200 5900 5500 5500 0.06 0.06 0.07 0.07 0.08 0.09 0.12 0.19 0.11 0.12 0.13 0.15 0.16 0.20 0.24 0.26 0.28 0.30 0.32 0.20 0.22 0.24 0.25 0.28 0.28 0.29 0.30 0.32 0.40 0.41 0.44 0.48 0.48 0.39 0.42 0.44 0.40 0.47 0.47 l, q test freq. (mhz) b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s b, c, s  c, s c, s c, s c, s c, s c, s c, s rohs allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com dimensions: inches (mm) 600 hfq02-1n5_-rc 1.5 500mhz, 500mv 14 10000 0.15 b, c, s 900 900 hfq02-0n8_-rc hfq02-0n9_-rc 0.8 0.9 500mhz, 500mv 500mhz, 500mv 14 14 10000 10000 0.06 0.06 b, c, s b, c, s 370 hfq02-3n7_-rc 3.7 500mhz, 500mv 14 8000 0.36 b, c, s  320 hfq02-4n2_-rc 4.2 500mhz, 500mv 14 7300 0.48 b, c, s 330 hfq02-5n1_-rc 5.1 500mhz, 500mv 14 6100 0.45 c, s 305 305 305 hfq02-6n2_-rc hfq02-6n5_-rc hfq02-6n8_-rc 6.2 6.5 6.8 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 14 14 14 5100 5100 4800 0.52 0.52 0.55 c, s c, s h, j all  specif icat ions  subject t o  change  wit hout not ice. features ?  0201 eia size smd     ?  high frequency ?  marked for polarity     electrical inductance range: .6nh to 22nh tolerance: available in: b= 0.1nh, c= 0.2nh,    s= 0.3nh, h= 3%, j= 5% storage temp: -55oc ~ +125oc (after assembly) operating temp:  -55oc ~ 125oc rated current: based on 10% inductance drop   pre-heat 150oc, 1 minute physical packaging: 15000 pieces per 7 inch reel. ?  available in several inductances tolerances ?  multi layer technology solderability  solder composition: sn/ag3.0/cu0.5  minimum of 95% of electrode covered with solder. marking: polarity mark -5oc ~ +40oc @ 40%~70% humidity (before assembly)  from the inital value.  peak temp: 245oc  5oc  for 4 sec. 1sec. revised 05/06/13          1 of 2 to complete part number insert tolerance designator: b=0.1nh, c=0.2nh, s=0.3nh, h=3%, j=5% 305 hfq02-7n1_-rc 7.1 500mhz, 500mv 14 4800   0.55 h, j ?  high q  0.0240.001 (0.600.03)  0.0120.001 (0.300.03)  0.0120.001 (0.300.03)  0.0060.002 (0.150.05) 

 high frequency, high q c hip  induct or       hfq02 305 310 270 250 230 230 220 190 idc max (ma) hfq02-7n5_-rc hfq02-7n8_-rc hfq02-9n1_-rc hfq02-9n4_-rc hfq02-10n_-rc hfq02-12n_-rc hfq02-15n_-rc hfq02-22n_-rc allied part number i nduct ance (nh) t oler an ce designator q min. srf min. (mhz) rdc max. ( ) 7.5 7.8 9.1 9.4 10 12 15 22 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 500mhz, 500mv 14 14 14 14 14 14 14 14 4600 4600 4000 4000 3800 3300 2600 1900 0.55 0.51 0.65 0.73 0.85 0.85 0.89 1.29 l, q test freq. (mhz) h, j h, j h, j h, j h, j h, j h, j h, j rohs allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com dimensions: inches (mm) 205 hfq02-18 n_-rc 18 500mhz, 500mv 14 2300 1.08 h, j 290 290 hfq02-8n2_-rc hfq02-8n5_-rc 8.2 8.5 500mhz, 500mv 500mhz, 500mv 14 14 4300 4300 0.57 0.57 h, j h, j all  specif icat ions  subject t o  change  wit hout not ice. features ?  0201 eia size smd     ?  high frequency ?  marked for polarity     electrical inductance range: .6nh to 22nh tolerance: available in: b= 0.1nh, c= 0.2nh,    s= 0.3nh, h= 3%, j= 5% storage temp: -55oc ~ +125oc (after assembly) operating temp:  -55oc ~ 125oc rated current: based on 10% inductance drop   pre-heat 150oc, 1 minute physical packaging: 15000 pieces per 7 inch reel. ?  available in several inductances tolerances ?  multi layer technology solderability  solder composition: sn/ag3.0/cu0.5  minimum of 95% of electrode covered with solder. marking: polarity mark -5oc ~ +40oc @ 40%~70% humidity (before assembly)  from the inital value.  peak temp: 245oc  5oc  for 4 sec. 1sec. revised 05/06/13           2 of 2 to complete part number insert tolerance designator: b=0.1nh, c=0.2nh, s=0.3nh, h=3%, j=5% ?  high q  0.0240.001 (0.600.03)  0.0120.001 (0.300.03)  0.0120.001 (0.300.03)  0.0060.002 (0.150.05) 
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