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		  Datasheet File OCR Text:


		  l-12 series 811 mighty mouse high density (hd) jam nut pcb receptacle connectors 811-005-07 and 811-006-07 with pc tails jam nut pc tail receptacles  series 811 mighty mouse high density jam nut pcb  receptacles have straight pc tails for termination to fex circuits or rigid boards.  these receptacles are backpotted with epoxy. the twistpin contact system meets  requirements of mil-dtl-83513 and provides outstanding resistance to high  levels of shock and vibration. choose solder-dipped or gold-plated tails. select  811-006-07 with enhanced waterblocking for open face (unmated) immersion  requirements. molded plastic endcap has standofs. 3a current rating, 600 vac  dielectric withstanding voltage. dimensions shell  size ? a b c d thread e thd un-2a ? f in. mm. in. mm. in. mm. in. mm. 5 .575 14.61 .350 8.89 .545 13.84 .3125-.05p-.1l-2a .375-28 .350 8.89 6 .635 16.13 .410 10.41 .602 15.29 .3750-.05p-.1l-2a .4375-28 .490 12.45 7 .755 19.18 .536 13.61 .723 18.36 .4375-.05p-.1l-2a .5625-32 .600 15.24 8 .755 19.18 .536 13.61 .723 18.36 .5000-.05p-.1l-2a .5625-32 .670 17.02 9 .830 21.08 .596 15.14 .791 20.09 .5625-.05p-.1l-2a .625-28 .770 19.56 panel cutout shell  size g h ? in..002 mm.0.05 in..002 mm.0.05 5 .356 9.04 .385 9.78 6 .416 10.57 .447 11.35 7 .542 13.77 .572 14.53 8 .542 13.77 .572 14.53 9 .602 15.29 .635 16.13 ?.018/.022  (0.46/0.56) 4x .020 (0.51) .325 (8.26) ? f tail length  .015 (0.38) master keyway cavity #1 pin insert .870 (22.10) .060 (1.52) c d thd jam nut b ? a cavity #1 socket insert red full mate  indicator stripe .100 (2.54) max panel thickness plastic endcap w/  molded standoffs e thd o-ring g ? h how to order sample part number 811-005-07 mt 5-7 p a 3 -.125 series 811-005-07  series 811 rear panel mount jam nut receptacle, straight pc  tails, standard epoxy sealing 811-006-07  series 811 rear panel mount jam nut receptacle, straight pc  tails, enhanced water blocking for open face (unmated) water immersion material/finish* me =  aluminum/electroless nickel  znu  = aluminum/black zinc-nickel  mt  = aluminum/nickel-ptfe   zr  = aluminum/black zinc-nickel  z1 =  stainless steel/passivated shell size - insert arr. 5-7  = 7 contacts     7-22  = 22 contacts     9-42  = 42 contacts 6-12  = 12 contacts     8-30  = 30 contacts contact type p  = pin contacts  s  = socket contacts key position a  = normal  alternate key positions:  b, c, d, e, f pc tail finish 3  = solder-dipped in 63/37 tin-lead  4  = gold plated pc tail length .090, .125, .250  (other lengths are readily available) * zr  plating is rohs compliat and non-refective, znu  plateing is non-refective and passes 1,00 hours salt spray testing  mighty mouse    high density www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912  ? 2014 glenair, inc.   series 80 mighty mouse  u.s. cage code 06324  printed in u.s.a. dimensions in inches (millimeters) are subject to change without notice. l 
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