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		  Datasheet File OCR Text:


		  graphite ?  advanced rugged hmis red lion automation series graphic operator interface panels with modular i/o product highlights   > protocol conversion with over 300 drivers   > up to eight plug-in i/o and communication  module slots   > built-in web server for remote access   > on-board data logging to sd card or via ftp   >   industrial construction, die-cast aluminum  housing provides extreme protection   > wide -20 to 60c operating temperature range   > outdoor sunlight readable models available    > dual usb host capability graphite hmis are the industrys frst rugged    hmi solution to combine plug-in modules with  protocol conversion, data logging and    web-based monitoring and control.  from factories to extreme locations, graphite hmis allow customers  to easily connect, monitor and control their processes and equipment.   graphite hmis provide powerful protocol conversion between 300 drivers  providing up to 13 simultaneous protocol conversions ensuring every device  is integrated. available in eight different models with sizes ranging from 7  to 15, graphites sleek design provides full-color touchscreen displays that  consume minimal panel space.  applications   > machine automation   > oil and gas   > water/wastewater   > plastic extrusion   > data acquisition c us u l r liste d features & benefits   >   plug-in i/o, pid control and communication modules  ?    minimizes equipment complexity with an    all-in-one solution   > full-color touchscreen display ?    outdoor sunlight readable models ?  optional widescreen ?  narrow bezel reduces installation space   > rugged construction ?  wide -20 to 60c operating temperature ?  high tolerance to shock and vibration ?    ul class 1, division 2, abs, atex and iecex  approvals for hazardous locations   > confgured via crimson ?  3 software ?    intuitive drag-and-drop graphical software for  easy setup ?    quickly create simple applications using    step-by-step process ?    over 300 built-in drivers can be mapped to plcs,  drives and scanners in seconds   > powerful integration features ?    ethernet, usb and serial ports make  communication simple ?    built-in data logging for all connected equipment  ensures equipment uptime ?    robust web server provides remote access    and control

 communication properties usb ports   programming port: one (1) usb type b adheres to usb specification 1.1   host ports: two (2) usb type a complies with usb specification 2.0     supports full-speed data transfers     hardware over current protected (0.5 a max per port) serial ports: format/baud rates independently configurable   programming port: one (1) rs-232 port with rj12 connector   communication ports:      one (1) rs-232 port via rj12 connector     one (1) rs-422/485 port via rj45 connector   optional serial ports:     one (1) rs-232 port via rj12 connector     one (1) rs-422/485 port with via rj45 connector ethernet ports: 1500 vrms network isolation   one (1) 10/100base-t(x) port via rj45 connector   optional ethernet port: one (1) 10/100base-t(x) port via rj45 connector power input 24 vdc  20%  model typical max with modules g07c 9 w 16 w 37 w g07s 10 w 17 w 38 w g09 13 w 20 w 45 w g10c/r 12 w 19 w 48 w g10s 18 w 24 w 53 w g12 16 w 23 w 56 w g15 20 w 27 w 60 w must use a class 2 circuit according to national electrical code (nec),  nfpa-70 or canadian electrical code (cec), part i, c22.1 or a limited  power supply (lps) according to iec 60950-1 or limited-energy circuit  according to iec 61010-1. power connection via removable three  position terminal block. battery: lithium coin cell   typical lifetime of 10 years power connection high compression cage-clamp terminal block wire strip length: 0.3 (7.5 mm) wire gauge capacity: one 14 awg (1.63 mm) solid,    two 18 awg (1.02 mm) or four 20 awg (0.81 mm) lcd display touchscreen: resistive analog  model size pixels brightness backlight g07c 7 in 800 x 480 500 cd/m 2 50,000 hr typ. g07s 7 in 800 x 480 1000 cd/m 2 70,000 hr typ. g09 9 in 800 x 480 400 cd/m 2 70,000 hr typ. g10c 10 in 640 x 480 450 cd/m 2 70,000 hr typ. g10r 10 in 800 x 600 400 cd/m 2 70,000 hr typ. g10s 10 in 640 x 480 1500 cd/m 2 35,000 hr typ. g12 12 in 1280 x 800 400 cd/m 2 70,000 hr typ. g15 15 in 1024 x 768 400 cd/m 2 70,000 hr typ. network media 10baset:  cat3 cable 100basetx:  cat5 cable environmental operating temperature: -20 c to 60 c storage temperature: -20 c to 70 c operating humidity: 0 to 85% (non condensing) operating altitude: up to 2000 meters shock: 40 g per iec 68-2-27 vibration: 4 g @ 5-500 hz (7 model see lit) per iec 68-2-6 certification & compliance product safety:    ul safety: class i, division 2, groups a, b, c, d , class ii, division 2,  groups f and g , class iii hazardous locations certificate number  #e317425   ce approved: en 61326-1 immunity to industrial locations  emission cispr 11 class a, iec/en 61010-1, rohs compliant abs type approval for shipboard applications outdoor enclosure rating: ip40, ul50 (face only) enclosure rating: ip66 (face only) enclosure rating: ip20 (rear of unit) mechanical construction: cast aluminum enclosure with nema 4x/ip66 rating for  indoor/outdoor use when correctly fitted with the gasket provided.  installation category ii, pollution degree 2. weight:    g07 C 2.26 lb. (1.03 kg)   g09 C 3.39 lb. (1.54 kg)   g10 C 4.80 lb. (2.18 kg)   g12 C 5.06 lb. (2.29 kg)   g15 C 7.73 lb. (3.50 kg) graphite specifications

 graphite dimensions  in inches (mm) (mounting clips installed) 5.51 (139.9) 7.70 (195.5) 2.00 (50.8) 5.7 (146) 7.9 (202) 2.06 (52.4) 10.06 (255.6) 6.47 (164.4) 6.7 (171) (mounting clips installed) 10.3 (262) 10.84 (275.2) 8.57 (217.7) 2.06 (52.4) 8.8 (224) (mounting clips installed) 11.1 (281) 12.10 (307.3) 8.20 (208.3) 2.06 (52.4) 8.4 (215) (mounting clips installed) 12.3 (314) 11.10 (281.8) 14.03 (356.3) 2.14 (54.3) 11.3 (288) (mounting clips installed) 14.3 (363) g07 g09 g10 g12 g15

 part number description g07c0000 7" operator interface terminal for indoor use g07s0000 7" operator interface terminal for outdoor use g09c0000 9 operator interface terminal for indoor use g10c0000 10 operator interface terminal for indoor use g10s0000 10 operator interface terminal for outdoor use g10r0000 10 operator interface terminal, high resolution display for indoor use g12c0000 12 operator interface terminal for indoor use g12c1100 12 operator interface terminal with aux. ethernet and dual rs485 ports g15c0000 15 operator interface terminal for indoor use g15c1100 15 operator interface terminal with aux. ethernet and dual rs485 ports graphite ordering guide mobile phone database red lion switch red lion switch scada opc remote programming/control cloud web-enabled phone send and receive files via ftp drive serial red lion  modular controller square d plc mitsubishi plc red lion  panel meter siemens? plc drive allen-bradley plc usb barcode reader usb keyboard usb thumb sd card transfer logging text msg (sms) ethernet #1 part number description gmp1ra00* graphite module, single pid, relay and analog outputs gmp1rm00* graphite module, single pid, relay outputs, heater current monitor gmp1sa00 graphite module, single pid, ssr and analog outputs gmp1sm00 graphite module, single pid, ssr outputs, heater current monitor gmp2r000* graphite module, dual pid, relay outputs gmp2rm00* graphite module, dual pid, relay outputs and heater current monitor gmp2s000 graphite module, dual pid, ssr outputs gmp2sm00 graphite module, dual pid, ssr outputs and heater current monitor www.redlion.net connect. monitor. control. americas        sales@redlion.net asia-pacifc         asia@redlion.net  europe    middle east    africa        europe@redlion.net +1 (717) 767-6511 as the global experts in communication, monitoring and control for  industrial automation and networking, red lion has been delivering  innovative solutions for over forty years. our automation, ethernet and  cellular m2m technology enables companies worldwide to gain real-time  data visibility that drives productivity. product brands include red lion,  n-tron ?  and sixnet ? . with headquarters in york, pennsylvania, the company  has offces across the americas, asia-pacifc and europe. red lion is  part of spectris plc, the productivity-enhancing instrumentation and  controls company. for more information, please visit  www.redlion.net . adld0346 082415 ?2015 red lion controls, inc. all rights reserved. red lion, the red lion logo, n-tron and sixnet are  registered trademarks of red lion controls, inc. all other company and product names are trademarks of their respective owners. part number description gmdior00* graphite module, digital i/o, 8 inputs and 6 relays outputs gmdios00 graphite module, digital i/o, 8 inputs and 6 solid state outputs gmuin400 graphite module, 4 universal analog inputs GMOUT400 graphite module, 4 analog outputs gmini800 graphite module, 8 dc current inputs gminv800 graphite module, 8 dc voltage inputs gmtc8000 graphite module, 8 thermocouple inputs gmrtd600 graphite module, 6 rtd inputs gmsg10r0* graphite module, 1 strain gage input, relay output gmsg10s0* graphite module, 1 strain gage input, ssr output gmsg11r0* graphite module, 2 strain gage input, relay output gmsg11so* graphite module, 2 strain gage input, ssr output  part number description gmcan000* graphite module, can protocol interface gmj19390* graphite module, j1939 protocol interface gmdn0000* graphite module, devicenet protocol interface gmpbdp00* graphite module,  profibus dp protocol interface gmhspa00* graphite module, hspa+ cellular * non atex approved modules graphite operator panels data acquisition modules pid controller modules communication modules  
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