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		  Datasheet File OCR Text:


		  c-3 how to order circular nano connectors sample part number 893 -009 1-7 n a2 -0 d3 -s1 series 893    - nano circular with pcb  termination shell style -009    - rear panel mount  threaded coupling receptacle shell size/contact  arrangement 1-4 - shell size 1 with 4 contacts   3-37   - shell size 3 with 37 contacts 1-7 - shell size 1 with 7 contacts   4-44  - shell size 4 with 44 contacts 2-19 - shell size 2 wih 19 contacts   4-55  - shell size 4 with 55 contacts  see table i polarization n    - normal     a     - alternate shell material/finish a2    -  aluminum/electroless nickel   a5   -  aluminum/gold over nickel   s1    - stainless steel/zinc cobalt (bla ck)   s 2    - stainless steel/passivated wire gauge  -0    - 30  awg wire type d3    - single strand copper  alloy wire uninsulated, pre-tinned pc tail length (inches) -s1    - .080 straight lead     -s2    - .1 10 straight lead     -s3    - .140 straight lead     -s4    - .170 straight lead 893-009 circular threaded, rear panel mount receptacle  connector with straight pcb termination glenair rear panel mount threaded coupling  receptacle connectors  feature gold alloy twistpin contacts,  ofering premium performance and reliability for demanding  applications.  available with or without backshell, overmolded  or shirink boot. choose aluminum or stainless steel shells  in 6 layouts  from 4 to 55 contacts. these connectors are intermateable with   nanominiature plug connectors 892-006 plug connectors. pre-tinned pc tails  are coated with sn63-pb37 tin-lead for  excellent solderability. material/finish:  ?   shell/spanner nut - see par t number breakdown ?   i nsulator - lcp/na ?   s ocket contacts - gold alloy ?   o -rings - fuorosilicone/na ?   i nternal latching spring - stainless steel/gold plated ?   pcb tr ay(s) - lcp/na ?   pc tails - c opper alloy/pre-tinned sn63/pb37 mates with 892-006 table 1: circular receptacle mating face views size 1-4  4 contacts size 1-7 7 contacts size 2-19 19 contacts size 3-37 37 contacts size 4-44 44 contacts size 4-55 55 contacts 3 4 2 1 7 6 5 3 2 1 19 17 16 13 12 8 7 4 3 1 37 34 33 29 28 23 22 16 15 10 9 5 4 1 44 40 39 34 33 27 19 26 12 18 6 11 5 1 41391016172425313239404647525355 55 53 52 47 46 40 39 32 31 25 24 17 16 10 9 3 1 4  www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  circular  nanominiatures  ? 2013 glenair, inc.   series 89 nano catalog  u.s. cage code 06324/0ca77  printed in u.s.a. dimensions in inches (millimeters) and are subject to change without notice.  a c

 c-4 table ii: dimensions size ? a +/-.005 b thread 1-4 .429 (10.9) m7.0 x 0.75 - 6g 1-7 .429 (10.9) m7.0 x 0.75 - 6g 2-19 .488 (12.4) m8.5 x 0.75 - 6g 3-37 .528 (13.4) m9.5 x 0.75 - 6g 4-44 .567 (14.5) m10.5 x 0.75 - 6g  4-55 .567 (14.5) m10.5 x 0.75 - 6g table iii: rear panel mount panel cut-out ?d c size c  +.002 / -.001 ? d  +.002 / -.001 1-4 .260 (6.7) .280 (7.1) 1-7 .260 (6.7) .280 (7.1) 2-19 .318 (7.8) .340 (8.7) 3-37 .361 (9.2) .378 (9.6) 4-44 .401 (10.2) .470 (10.7)  4-55 .401 (10.2) .470 (10.7) table iv : recommended pcb layouts per view z   z size 1-4 size 1-7 size 2-19 .050 (1.27) typ .025 (0.6) typ .050 (1.2)  .025 (0.6)  ? .016 (0.4)  .013 (0.3) typ #1 .025 (0.6) typ .050 (1.3) typ .0433 (1.1) typ #1 ? .016 (0.4) .013 (0.3) typ #1 .050 (1.3) typ .025 (0.6) typ ? .016 (0.4) .013 (0.3) typ .0433 (1.1) typ .0866 (2.2) typ size 3-37 size 4-44 size 4-55 .050 (1.3) typ .025 (0.6) typ #1 ? .016 (0.4) .013 (0.3) typ .0866 (2.2) typ .0433 (1.1) typ .050 (1.3) typ .025 (0.6) typ #1 ? .016 (0.4) .013 (0.3)  typ .0866 (2.2) typ .0433 (1.1) typ .050 (1.3) typ .025 (0.6) typ #1 ? .016 (0.4) .013 (.33)  typ .0866 (2.2) typ .0433 (1.1) typ thread flat ? a typ b thread .340 (8.6) +/-.005 (0.1) .580 (14.7) +/-.005 (0.1) .025 (.635) +/-.005 (0.1) "l" length  .015 (0.38) .045 (1.2) min panel thickness 893-009 circular threaded, rear panel mount receptacle  connector with straight pcb termination z z  www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  circular  nanominiatures  ? 2013 glenair, inc.   series 89 nano catalog  u.s. cage code 06324/0ca77  printed in u.s.a. dimensions in inches (millimeters) and are subject to change without notice.  b c




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 893-009 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























