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		  Datasheet File OCR Text:


		        switch mode power supplies  encapsulated constant current      web: www.triadmagnetics.com  phone 951-277-0757  fax 951-277-2757  460 harley knox blvd.  perris, california 92571   publish date: december 4, 2013     tld1040-36-c1050       description:  the tld1040-36-c1050 is a compact and lightweight constant current switch mode power supply.    waterproof design within a 2x4 j box, ip66, nema 4 suitable for dry and damp locations.    convection cooled plastic housing. designed for outdoor and indoor applications. some typical    applications include led?s, lighting, etc.               specifications (@25c)    electrical specifications:   input voltage:      100-304vac 1   input frequency range:       47-63hz  max input current:              0.5a @ 115vac; 0.25a @ 230vac  max inrush current:            0.9 at full load, 115vac  output:     1.050adc5%, 18-36vdc  crest factor (ipk):      1.5 max.     leakage current:      300a typical  efficiency:       84% typical at full load  current accuracy:     1% (when applicable)  load regulation:      3%  hold up time:      half cycle minimum at 120 vac and 80% of rated voltage   protection:  over-voltage, over current and short circuit protection:  auto-recovery        environmental specifications:   operating temperature:     -30 to 60c (de-rating: 1%/c from 60-70c)  storage temperature:    -40 to 85c  operating humidity:    5 to 95% rh (non-condensing)  cooling:     convection cooling  vibration:     5 to 50hz  mtbf:       >100,000 hours at full load and 25c ambient conditions   emc:  compliant to 47cfr, part 2, part 15 and cispr pub, 22    class b        general specifications:   connections:     5in leads -   input: 18 awg; output: 18 awg    dimensions (wxlxh):    70.0x95.0x32.0mm  weight:     220g  warranty:         3 years @ 40c, 100% load      safety standards:   standards:         ul (cul) 1310, ul48       ce             rohs compliance:  as of manufacturing date february 2005, all standard products meet the requirements    of 2011/65/eu, known as the rohs initiative.    * upon printing, this document is considered ?uncontrolled?. please contact triad magnetics? website for the    most current version.                                                     1   parts manufactured before november, 2010 have an input voltage range of 90 ? 264vac.  95 (3.74) 10 (0.39) (2x) dc output wires ac output wires 32 (1.26) 70 (2.76) 3.6 (0.14) (2x) 10 (0.39) (2x) 5 (0.20) (2x) (2x) 5 (0.20) bottom 4 (0.16) (2x)
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