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		  Datasheet File OCR Text:


		  voltage controlled oscillator TOM9330 available as:   TOM9330, 4 pin to-8 (t4) ton9330, 4 pin surface mount (sm3) bxo9330, connectorized housing (h1) features ! ! ! ! ! low noise bipolar transistor ! ! ! ! ! operating case temp. 0 oc to + 70 oc ! ! ! ! ! environmental screening available characteristic typical min/max ta = 25 oc ta = 0 oc to +70 oc specifications maximum ratings ambient operating temperature ........... -55oc to + 100 oc storage temperature ............................ -62oc to + 125 oc case temperature .............................................. +  125 oc dc voltage ...................................................... + 20 volts maximum dc tuning voltage ........................... + 22 volts minimum dc tuning voltage .................................. 0 volts output power (dbm) frequency (mhz) legend                    +25 oc                     +70 oc                      0 oc note: care should always be taken to effectively ground the case of each unit. typical performance data 03/02/05                                                                1700 - 2700 mhz   frequency                                1700 - 2700 mhz           1700 - 2700 mhz    output power (dbm)                             +12.0                          +10  min.    power flatness (dbm)                            1.5                           1.5 max.    tuning voltage range (v)                       3 to 17                        0 to 20    tuning voltage    sensitivity (mhz/v)                            80                            30  min.    harmonics (dbc)                             -20                            -14 max.    spurious (dbc)                             
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