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		  Datasheet File OCR Text:


		  ita-2230 intel ?  core? i7 fanless 2u rackmount system with 3 itam module   ? built-in intel ?  core? i7-3555le, 2.5 ghz cpu   ? onboard 4gb ddr3 memory   ? 2u fanless rackmount system   ? support 3 itam module for i/o expansion   ? support easy-swap power module   ? 4 usb 3.0 & 4 usb 2.0   ? hdmi & vga display output   ? compliance with railway applications (en50121-4) rohs compliant 2002/95/ec ? u l system specifcations processor system cpu intel ?  core? i7-3555le(25w) max speed 2.5 ghz l2 cache 6 mb chipset intel ?  hm76 bios ami spi 16 mb memory technology ddr3 1600 max. capacity onboard 4 gb graphics chipset intel ?  hd4000 vram shared system memory up to 512 mb sdram dual display 1 x vga, 1 x hdmi, 1 x edp (optional) ethernet interface 10/100/1000 mbps controller 2 x intel ?  i210it connector 2 x rj-45 storage ssd 1 x full size msata hdd 1 x 3.5 or 2 x 2.5" hdd bay i/o interface vga 1 hdmi 1 lan 2 usb 4 x usb 3.0, 4 x usb 2.0 serial 2 x db9 (rs-232/422/485) digital i/o 1 x 8-ch ttl gpio audio 1 x speaker-out with 2 x4w amp, 1 x mic-in  expansion slots itam slot 3 pc104+ 1 mini pcie 1 power module single power module  dual power module  input range ac 100 ~ 240v or dc 110v dual ac 100 ~ 240v or dc 110v connector 1 x 3pin 5.08mm terminal block 2 x 3pin 5.08mm terminal block wattage (60 c) 110 w 110w (load balance) watchdog timer output system reset interval programmable 1~255 sec/min environment operating (with ssd) operating (with hdd) non-operating temperature -25 ~ 60 c 0 ~ 40 c -40 ~ 85 c physical characteristics dimensions (w x h x d) 427 x 88 x 325 mm certifcation emc ce/fcc class a safety ul,cb,ccc compliance en 50121-4,level 4 ems  all product specifications are subject to change without notice  last updated : 14-jul-2015  intelligent transportation platforms features 

 dimensions ita-2230 unit: mm 482.60 44.45 325 76.20 88 465.10 427 front view rear view packing list  part no. description quantity 200k223000 startup manual 1 206k223000 driver cd 1 1700008941 sata cable*7p 2 1700017929 sata power cable*4p 1 1700022322-01 sata power cable*5p 1 1990001365 hdd rubber 4 1960018229n100 2.5 hdd bracket 2 1656303100 terminal block*3p 2 1960018229n100 2u rack mount ear 2 1960021557s000 handle bracket  2 itam i/o module & power module through itam i/o module to get lan & serials amount expansion, its for customer  optional requirement. pic shows in below: ordering information part no. description ita-2230-00a1e intel core i7, 4g on board memory, single ac/dc power  input 2u rackmount ITA-2230-10A1E intel core i7, 4g on board memory, dual ac/dc power  input 2u rackmount optional accessories part no. description itam-sr01-10a1e  8-port rs-232/422/485 itam module  itam-sr01-00a1e 8-port rs-232/422/485 itam module with 2.5kv isolation itam-nc01-c0a1e 8-port gbe itam module with rj45 connector itam-nc02-c0a1e 4-port gbe itam module with rj45 connector itam-nc02-f0a1e 4-port gbe itam module with sfp connector 1700023045-01 a cable power 3p(f)/1*3p-5.08 10cm for ita-2210 reset button usb power button com led hdd led hdd led lan led alert led alert led itam power led hdmi audio dio com vga usb lan power supply itam power module itam i/o module  www.advantech.com/products online download
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