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		  Datasheet File OCR Text:


		  alpha wire   customer product specification   part number: 25483   issue:    13   page  1   of  2   pages   issue date:    12/20/2012       effective date:    1/4/2013     although alpha wire company ("alpha") makes every reasonable effort to ensure their accuracy at the time of publication, info rmation and specifications  described herein are subject to errors or omissions and to changes without notice, and the listing of su ch information and specifications does not ensure  product availability.      alpha provides the information and specifications herein on an "as is" basis, with no representations or warranties, whether  express, statutory or implied. in  no event will alpha be  liable for any damages (including consequential, indirect, incidental, special, punitive, or exemplary) whatsoever, even if a lpha has  been advised of the possibility of such damages, whether in an action under contract, negligence or any other theory, aris ing out of or in connection with the  use, or inability to use, the information or specifications described herein.     711 lidgerwood ave elizabeth, nj 07207 - 0711  toll free 1 - 800- 52 alpha ? t: 1 - 908 - 925- 8000 ? f: 908 - 925- 5411 ? email: info@alphawire.com    www. alphawire.com    a.   construction    diameters (in)   1)   component 1   3 x 1 pair   a)   conductor   22 (7/30) awg tc   0.030   b)   insulation   0.010" wall, nom. pvc, semi rigid   0.050   (1)   color code   alpha wire color code b     pair    color   pair    color   pair    color   1   white - black   2   white - brown   3   white - red     c)   pair   2/cond cabled together   (1)   twists:   8.0 twists/foot (min)   2)   cable assembly   3 components cabled   a)   twists:   6.0 twists/foot (min)   b)   core wrap   nonwoven polyester tape, 25% overlap, min.   3)   shield:   alum/mylar tape, 25% overla p, min.   a)   foil direction   foil facing in   b)   drain wire   22 (7/30) awg tc   4)   jacket   0.032" wall, nom.,polyurethane (tpu)    0.249 (0.263 max.)   a)   color(s)   slate, black, yellow, orange, blue, green, red, sand beige, white    b)   ripcord   1 end 810 denier nylon   c)   print   alpha wire - * p/n 25483      xtraguard(r) 2    ru awm 20668 vw - 1  ---   llxxxxxx csa     awm i/ii a/b 90c 300 volts ft1          ce     rohs     (seq footage)       * = factory code     [note: product may have c(ul) or csa markings depending upon plant of manufacture.]   b.   appl icable specifications   1)   ul     a)   component 1    awm/style 10002   105c / 300 v rms   b)   overall   awm/style 20668   90c / 300 v rms     vw -1   2)   csa international   awm i/ii a/b   90c / 300 v rms     ft1   3)   ce:   eu low voltage directive 2006/95/ec   c.   environmental compliance   1)   ce:   eu directive 2011/65/eu(rohs2):     this product complies with european directive 2011/65/eu (rohs directive) of the  european parliament and of the council of 8 june 2011.    no exemptions are  required for rohs compliance on this item.    consult alpha wire's   web site  for  rohs c of c .   2)   reach regulation (ec 1907/2006):     this product does not contain substances of very high concern (svhc) list ed on  the european union's reach candidate list in excess of 0.1% mass of the item. for  up-to - date information, please see  alpha's   reach svhc declaration .    3)   california proposition 65:   the outer surface materials used in the manufacture of this part meet the  requirements of california proposition 65.   d.   physical & mechanical properties   1)   temperature range   - 30 to 90c   2)   bend rad ius   10x cable diameter   3)   pull tension   38 lbs, maximum   4)   sunlight resistance   yes   e.   electrical properties   (for engineering purposes only)   1)   voltage rating   300 v rms   2)   mutual capacitance   27 pf/ft @1 khz, nominal  

 alpha wire   customer product specification   part number: 25483   issue:    13   page  2   of  2   pages   issue date:    12/20/2012       effective date:    1/4/2013     although alpha wire company ("alpha") makes every reasonable effort to ensure their accuracy at the time of publication, info rmation and specifications  described herein are subject to errors or omissions and to changes without notice, and the listing of su ch information and specifications does not ensure  product availability.      alpha provides the information and specifications herein on an "as is" basis, with no representations or warranties, whether  express, statutory or implied. in  no event will alpha be  liable for any damages (including consequential, indirect, incidental, special, punitive, or exemplary) whatsoever, even if a lpha has  been advised of the possibility of such damages, whether in an action under contract, negligence or any other theory, aris ing out of or in connection with the  use, or inability to use, the information or specifications described herein.     711 lidgerwood ave elizabeth, nj 07207 - 0711  toll free 1 - 800- 52 alpha ? t: 1 - 908 - 925- 8000 ? f: 908 - 925- 5411 ? email: info@alphawire.com    www. alphawire.com    3)   ground capacitance   49 pf/ft @1 khz, nominal   4)   characteristic impedance   70       5)   inductance   0.18 h/ft, nominal   6)   conductor dcr   16.7   /1000ft @20c, nominal   7)   oa shield dcr   11.8   /1000ft @20c, nominal   f.   other   1)   packaging   flange x traverse x barrel (inches)   a)   bulk(made -to - order)   
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