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		  Datasheet File OCR Text:


		  remote sensing   provided on all models; open sense lead protection built-in (except ha & htaa  series). stability   0.05% for 24 hours after warmup. temperature rating   0 to 50c full rated, derated linearly to 40% at 70c. temperature coefcient   0.01%/c maximum. efciency   5 v units: 45%; 12 and 15 v units: 55%; 20 and 24 v units: 60%. logic inhibit and current-share   f & g models. medical stock and vibration   per mil-std-810d, method 514.3, category 1, procedure 1.   per mil-std-810d, method 516.3, procedure iii. storage   -40 to +85 c. ac input   100, 120 and 240 vac: +10%, -13%; 215 vac: +12%, -11%; 47 to 63hz. toler - ance for 230 vac operation is +15%, -10%. derate output current 10% for 50  hz operation. dc output   see voltage rating chart. adjustment range 5% minimum except ha series. line regulation   0.05% for a 10% change. load regulation    0.05% for a 50% load change. output ripple   3 mv +0.05% of output voltage, peak to peak maximum. all 3-terminal regu - lator outputs: 3 mv +0.2% peak to peak maximum. transient response    commercial model (single) medical model voltage current case hb2-3-a+g 2 v 3 a b hc2-6-a+g 2 v 6 a c he2-18-a+g 2 v 18 a e ml5-1-ov-a 5 v 1.0 a l ha5-1.5-ov-a+g 5 v 1.5 a b hb5-3-ov-a+g 5 v 3 a b hc5-6-ov-a+g 5 v 6 a c hn5-9-ov-a+g 5 v 9 a n hd5-12-ov-a+g 5 v 12 a d he5-18-ov-a+g 5 v 18 a e f5-25-ov-a+*g 5 v 25 a f g5-35-ov-a+ *  (1) 5 v 35 a g cp197-a+g 5 v 50 a g ml12-0.5-a 12 v 0.5 a l ha15-0.9-a+ (12 v)g 12 v 0.9 a b hb12-1-7-a+g mb12-1-7-a 12 v 1.7 a b hc12-3.4-a+g mc12-3.4-a 12 v 3.4 a c hn12-5.1-a+g 12 v 5.1 a n hd12-6.8-a+g md12-6.8-a 12 v 6.8 a d he12-10-2-a+g 12 v 10.2 a e ml15-0.4-a 15 v .4 a l ha15-0.9-a+g 15 v 0.9 a b hb15-1.5-a+g mb15-1.5-a  15 v 1.5 a b hc15-3-a+g mc15-3-a 15 v 3 a c hn15-4.5-a+g 15 v 4.5 a n hd15-6-a+g md15-6-a 15 v 6 a d he15-9-a+g * 15 v 9 a e f15-15-a+g * 15 v 15 a f ha24-0.5-a+g  24 v 0.5 a b hb24-1.2-a+g mb24-1.2-a  24 v 1.2 a b hc24-2.4-a+g mc24-2.4-a  24 v 2.4 a c hn24-3.6-a+g 24 v 3.6 a n hd24-4.8-a+g  md24-4.8-a  24 v 4.8 a d he24-7.2-a+g * 24 v 7.2 a e f24-12-a+g * 24 v 12 a f ha24-0.5-a+ (28 v)g 28 v 0.5 a b hb28-1-a+g mb28-1-a  28 v 1 a b hc28-2-a+g mc28-2-a 28 v 2 a c hn28-3-a+g 28 v 3 a n hd28-4-a+g md28-4-a  28 v 4 a d he28-6-a+g *  28 v 6 a e f24-12-a+(28 v)g * 28 v 10 a f hb48-0.5-a+g 48 v 0.5 a b hc48-1-a+g 48 v 1 a c hd48-3-a+g ** 48 v 3 a d he48-4-a+g 48 v 4 a e f48-6-a+g * 48 v 6 a f  notes: 1.  all single output models have isolated outputs. 2.  model g5-50-ov-a+ not rohs compliant

 ** may require fan cooling *** no. 2 output usable at -5 v, rate at 1/2 of 15 v current rating. commercial model (dual) medical model output 1 output 2 case haa5-1.5-ov-a+g 5 v @ 1.5 a 5 v @ 1.5 a aa hbb5-3-ov-a+g 5 v @ 3 a 5 v @ 3 a bb hcc5-6-ov-a+g 5 v @ 6 a 5 v @ 6 a cc haa512-a+g maa512-a 5 v @ 2 a 9 to 15 v (adj) @ 0.5 a aa hbb512-a+g mbb512-a 5 v @ 3 a 9 to 15 v (adj) @ 1.2 a bb hcc512-a+g ** mcc512-a 5 v @ 6 a 9 to 15 v (adj) @ 2.5 a cc haa524-a+g ** maa524-a 5 v @ 2 a 18 to 24 v (adj) @ 0.3 a aa hbb524-a+g mbb524-a 5 v @ 3 a 18 to 24 v (adj) @ 0.8 a bb hcc524-a+g mcc524-a 5 v @ 6 a 18 to 24 v (adj) @ 2 a cc had12-0.4-a+g +12 v @ 0.4 a -12 v @ 0.4 a b mll12-0.25-a +12 v @ 0.25 a -12 v @ 0.25 a l mll15-0.2-a +15 v @ 0.2 a -15 v @ 0.2 a l had15-0.4-a+g +15 v @ 0.4 a -15 v @ 0.4 a b haa15-0.8-a+g maa15-0.8-a +15 v @ 0.8 a -15 v @ 0.8 a *** aa hbb15-1.5-a+g mbb15-1.5-a +15 v @ 1.5 a -15 v @ 1.5 a *** bb hcc15-3-a+g mcc15-3-a +15 v @ 3 a -15 v @ 3 a *** cc hdd15-5-a+g +15 v @ 5 a -15 v @ 5 a *** e haa24-0.6-a+g +18 to 24 v @ 0.4/0.6 a -18 to 24 v @ 0.4/0.6 a aa cp323-a+g +5 v @ 2 a +12 v @ 4 a bb commercial model (triple) medical model output 1 output 2 output 3 case mtll-5w-a 5 v @ 0.5 a +12 to 15 v @ 0.1 a -12 to 15 v @ 0.1 a*** l htaa-16w-a+g mtaa-16w-a 5 v @ 2 a +12 to 15 v @ 0.4/0.4 a -12 to 15 v @ 0.4/0.4 a*** aa hbaa40w-a+g mbaa40w-a 5 v @ 3 a +12 to 15 v @ 1/0.8 a -12 to 15 v @ 1/0.8 a*** baa hcbb105w-a+g ** 5 v @ 3 a +12 to 15 v @ 3.4/3.0 a -12 to 15 v @ 3.4/3.0 a*** cbb hcaa60w-a+g mcaa60w-a 5 v @ 6 a +12 to 15 v @ 1/0.8 a -12 to 15 v @ 1/0.8 a*** d hcbb75w-a+g mcbb75w-a 5 v @ 6 a +12 to 15 v @ 1.7/1.5 a -12 to 15 v @ 1.7/1.5 a*** cbb cp131-a+g 5 v @ 8 a +12 to 15 v @ 1.7/1.5 a -12 to 15 v @ 1.7/1.5 a*** nbb hdbb105w-a+g * 5 v @ 12 a +12 to 15 v @ 1.7/1.5 a -12 to 15 v @ 1.7/1.5 a*** dbb hdcc150w-a+g * 5 v @ 12 a +12 to 15 v @ 3.4/3 a -12 to 15 v @ 3.4/3 a*** dcc *requires fan cooling ** may require fan cooling ***no. 3 output usable at -5 v, rate at 1/2 of 15 v current rating. outputs rated at 9 to 15v, 12 to 15v, or 18 to 24v are user adjustable outputs. all outputs without + or - sign are isolated outputs and may be referenced as either a positive or negative output. commercial model (dual) output 1 output 2 output 3 case cp379-a+g +5 v @ 6 a + 24 v @ 3.5/6 a pk -5 or -12 @ 1.2 a nbb cp498-a+g +5 v @ 6 a + 12 v @ 5/10 a pk -12 v @ 0.5 a nbb fffixedfdiskfseries both models without ul, csa or tuv sl power electronics, inc. 6050 king drive, bldg a, ventura, ca, 93003, usa. phone: (805) 486 4565 fax: (805) 487 8911 email: info@slpower.com. www.slpower.com   rev.  12/19/08.  data sheet ? 2008 sl power electronics, inc. the information and specifcations contained in this data sheet are believed to be correct at time of publication.    however, sl power accepts no responsibility for consequences arising from reproduction errors or inaccuracies. specifcations are subject to change without notice.

 internationalf+flinearfmechanicalfspecifications a case (wt. 1 lb.)             b case (wt. 2 lb.) c case (wt. 4 lb.)             d case (wt. 7.5 lb.)

 internationalf+flinearfmechanicalfspecifications e case (wt. 10 lb.)             f case    (wt. f5: 14 lb.; f15, 24: 18 lb.)) g case (wt. g5: 19 lb.) n case (wt. 7 lb.)             l case (wt. 1 lb.)

 internationalf+flinearfmechanicalfspecifications aa case (wt. 2 lb.)             bb case (wt. 4 lb.) cc case (wt. 7 lb.) baa case (wt. 5 lb.)

 sl power electronics, 6050 king drive, bldg. a, ventura, ca 93003, usa. phone:(805) 486-4565 fax:(805) 487-8911 www.slpower.com. rev. 4/710. data sheet ? 2010 sl power electronics corp. the information and specifcations contained in this data sheet are believed to be correct at time of publication.    however, sl power accepts no responsibility for consequences arising from reproduction errors or inaccuracies. specifcations are subject to change without notice. internationalf+flinearfmechanicalfspecifications dbb case (wt. 11 lb.) nbb case (wt. 12 lb.) cbb case (wt. 8 lb.)   dcc case (wt. 12 lb.)
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