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		  Datasheet File OCR Text:


		    features  high temperature  -  high voltage  ?  long life (10k hrs)      applications  switching po wer supplies  ?  electronic ballasts      operating temperature range  -40c to +105c (160 to 400 wvdc)  -25c to +105c (450 wvdc)   capacitance tolerance  + 20% at 120 hz, 20c  wvdc 160 200 250 350 400 450  surge voltage  svdc  200 250 300 400 450 500  wvdc 160 200 250 350 400 450  dissipation factor  120 hz, 20c  tan     .15 .15 .15 .24 .24 .24    .06cv+10ua   leakage current  2 minutes  rated wvdc  160 to 250  350 to 400  450  -25c to +20c  3 6  6  low temperature stability  impedance ratio  (120 hz)  -40c to +20c  4 6  -  10000 hours (8000 hours d=10mm) with rated voltage applied at 105c  capacitance change  < 20% of initial measured value  dissipation factor  < 200% of maximum specified value  load life    leakage current  > 100% of maximum specified value  1000 hours at 105c with no voltage applied   capacitance change  < 20% of initial measured value  dissipation factor  < 200% of maximum specified value  shelf life  leakage current  > 100% of maximum specified value  frequency (hz)  temperature (c)  120 1k 10k 100k 65 75 85 95  105  ripple current multipliers  0.5 0.8 0.9 1.0 1.8 1.65 1.5 1.25  1.0         lead spacing vs. case  diameter  d 10 12.5 16  s  5.0 5.0 7.5  d  0.6 0.6 0.8  b  1.5 1.5 1.5           l 1 =l+1.5mm max           d 1 =d+0.5mm max.           s 1 =s+0.5 mm     

 kfm +105c, high frequency low impedance/esr,8000 to 10000 hours capacitance (f) wvdc ic part number maximum esr (m) 120 hz, +20c maximum rms ripple current (a) 100 khz, +105c dims dxl (mm) 6.8 400 685kfm400m 58.513 220 10x16 6.8 450 685kfm450m 58.513 150 10x20 10 200 106kfm200m 24.868 250 10x16 10 400 106kfm400m 39.789 280 10x20 10 450 106KFM450M 37.789 320 12.5x20 22 200 226kfm200m 11.304 500 10x20 22 250 226kfm250m 11.304 600 12.5x20 22 350 226kfm350m 18.086 350 12.5x20 22 400 226kfm400mqu 18.086 430 16x20 22 400 226kfm400m 18.086 430 12.5x25 22 450 226kfm450m 18.086 560 16x25 22 450 226kfm450mru 18.086 560 18x20 33 160 336kfm160m 7.5357 500 10x20 33 250 336kfm250m 7.5357 600 12.5x20 33 350 336kfm350m 12.057 500 16x20 33 400 336kfm400m 12.057 640 16x25 33 400 336kfm400mru 12.057 640 18x20 33 450 336kfm450m 12.057 700 16x31.5 33 450 336kfm450mrv 12.057 700 18x25 47 200 476kfm200m 5.2911 660 12.5x20 47 250 476kfm250mqu 5.2911 720 16x20 47 250 476kfm250m 5.2911 720 12.5x25 47 350 476kfm350mru 8.4657 660 18x20 47 350 476kfm350m 8.4657 660 16x25 47 400 476kfm400m 8.4657 840 16x31.5 47 400 476kfm400mrv 8.4657 840 18x25 47 450 476kfm450m 8.4657 880 18x31.5 68 200 686kfm200m 3.657 760 12.5x25 68 200 686kfm200mqu 3.657 760 16x20 68 250 686kfm250m 3.657 920 16x25 68 250 686kfm250mru 3.657 920 18x20 68 350 686kfm350m 5.861 850 16x31.5 68 350 686kfm350mrv 5.861 850 18x25 68 400 686kfm400m 5.861 1000 18x31.5 68 450 686kfm450m 5.861 1150 18x35.5 100 200 107kfm200m 2.487 1120 16x25 100 200 107kfm200mru 2.487 1120 18x20 100 250 107kfm250mrv 2.487 1200 18x25 100 250 107kfm250m 2.487 1200 16x31.5 150 200 157kfm200m 1.658 1360 16x31.5 150 200 157kfm200mrv 1.658 1360 18x25 150 250 157kfm250m 1.658 1500 18x31.5 220 160 227kfm160m 1.13 1400 16x31.5 220 160 227kfm160mrv 1.13 1400 18x25 220 200 227kfm200m 1.13 1700 18x31.5
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