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		  Datasheet File OCR Text:


		    vinyl electrical tape 35    data sheet    july 2011         description    scotch ?  vinyl electrical tape 35 is a 7 mil (0,178 mm) polyvinyl chloride (pvc) color- coding tape.  outstanding electrical and mechan ical properties make this tape excellent  for use in phase identification, color coding of motor leads and piping systems, and for  marking safety areas.  scotch ?  tape 35 operates over a wide range of temperatures ?  up to 221f (105c); applies smoothly and conforms well above 32f (0c). this tape is  available in nine fade resistant colors.        agency  approvals & self  certifications    ul listed - ul 510 standard ?insulating tape? (product category oanz), file e129200;  meets ul 510 labeling for ?flame-retardant? for vinyl electrical tape.    csa certification; standard. c22.2 no. 197- m1983 ?pvc insulating tape,? file lr  48769.     rohs 2002/95/ec    rohs compliant 2002/95/ec? means that the product or part (?product?) does not contain any of the  substances in excess of the maximum concentration  values in eu directive 2002/95/ec, as amended by  commission decision 2005/618/ec, unless the substance is in  an application that is exempt under rohs. this  information represents 3m?s knowledge and belief, which  may be based in whole or in part on information  provided by third party suppliers to 3m.      applications    ?   color coding for phase identification, job identification and safety  ?   insulating electrical wiring  ?   protecting electrical conductors, motor leads  and piping from moisture, alkalis, acids,  corrosion, abrasion and weather       installation    ?   apply in half-lapped layers with sufficient tension to conform and produce a uniform  covering. in most applications, this tension will reduce the tape width to approximately  60% of its original width.  ?   on a pigtail splice, wrap the tape beyond the end of the wire and then fold back and  over-wrap, leaving a protective  cushion to resist cut-through.  ?   wrap uphill, taping from a smaller diameter  to a larger diameter surface. apply the  tape with no tension on the last wrap to prevent flagging .      specifications    scotch ?  tape 35 is based on polyvinyl chloride (pvc) and/or its copolymers and has a  rubber-based, pressure-sensitive adhesive. the tape shall be 7 mils thick, and be ul  listed and marked per ul standard 510 as ?f lame-retardant.?  the tape shall be  compatible with synthetic cable insulation s, jackets and splicing compounds.  the tape  will remain stable and will not telescope more than 0.1 inches when maintained at  temperatures below 122f (50c).          1 of 2                                                                      3

 scotch ?  vinyl electrical tape 35     2 of 2       typical  properties      not for specifications.  values are typical, not to be considered minimum or maximum.   properties measured at room temperatur e 73f (23c) unless otherwise stated.      physical property   (astm d1000, unless noted)  typical value  us units (metric)  color(s)   blue, brown, gray, green, orange, red,  violet, white, yellow  adhesive  pressure-sensitive rubber  thickness   7 mils (0,178  mm)  continuous operating temperature (max)  221of (105oc)  breaking strength   17 lb/in (30,3 n/10 mm)  elongation (% at break)  225%  adhesion to steel   20 oz/in (2,2 n/10 mm)  adhesion to backing  20 oz/in (2,2 n/10 mm)  flagging  0.1 in (2,5 mm)      electrical property  (astm d1000, unless noted)  typical value  us units (metric)  voltage rating (ul 510)  600 volts  dielectric breakdown     standard condition    wet condition (96 hrs @ 73.4of (23oc)    8,750 volts*  7875 volts  *note: dielectric strength 1250 v/mil  high humidity insulation resistance   > 1x 10 6  megohms    shelf life &  storage      scotch ?  vinyl electrical tape 35 has a 5-year shelf life from date of manufacture when  stored in a humidity controlled storage (10 c/50f to 27c/80f and 
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