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		  Datasheet File OCR Text:


		  design and specifications are each subject to change without notice.  ask factory for the current technical specifications befo re purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors  1 2 3 4 5   6 7 8 9  11 12   e z p e product code dielectric & construction suf?x rated voltage capacitance suf?x pin type 10  ta l 2-pin type m 4-pin type 50 500 v.dc 80 800 v.dc 1b 1100 v.dc 1d 1300 v.dc    high safety, self-healing and self-protecting function built-in    long product life, high reliability    low loss, low esr    flame retardant (case and sealing resin)    rohs directive compliant for dc ? ltering, dc link circuit    solar inverters    wind power generation    industrial power supplies    inverter circuit in appliances (air conditioners etc.)    dielectric  : polypropylene ? lm    electrodes  : metallized dielectric with segmented pattern    plastic case : ul94 v-0    sealing  : ul94 v-0    terminals  : tinned wires, 2-pin and 4-pin versions construction metallized polypropylene  film capacitor type :  ezpe  series specifi  cations category temperature range (t c )  ? 1 ?40 c to +85 c rated voltage(v r )  ? 2 500 v.dc, 800 v.dc, 1100 v.dc, 1300 v.dc (derating of rated voltage by more than 70 c  ? 3 ) rated capacitance (c r )   500 v.dc 10 f to 110 f   800 v.dc 10 f to 60 f 1100 v.dc 10 f to 40 f 1300 v.dc 10 f to 25 f capacitance tolerance 10 % withstanding dc voltage between terminals : rated voltage. (v.dc)  150 %, 10 s terminal to case : 2110 v.ac (50 hz or 60 hz), 10 s insulation resistance (cr)  cr  >  10000    ? f (20 c, 500 v.dc, 60 s) ? 1 : the temperature of capacitor surface (case) ? 2 : use for dc voltage only ? 3 : refer to the page of dc voltage derating features  recommended applications explanation of part number feb. 2016 01

 design and specifications are each subject to change without notice.  ask factory for the current technical specifications befo re purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors marking p11 l0.5 p21 0 0.2 4.02.0 h0.5 w0.5 marking p11 4.02.0 h0.5 0 0.2 l0.5 w0.5 dc v f (a) (a) rated voltage (b) capacitance (c)  lot no. (c) (b) panasonic marking  (ex.) unit : mm    rated voltage : 500 v.dc at 70 c (450 v.dc at 85 c)  ? 1 : when rising temperature of capacitor surface by continuous peak current (included pulse current),     use within limit specified for temperature of capacitor surface and self heating temperature rise. ? 2 : maximum rms current @70 c, 10 khz     use within limit for self heating temperature rise at capacitor surface. ? 3 : typical values @ 20 c, 10 khz esr : less than 2.5  esr  typ ? 4 : maximum dissipation factor @ 20 c, 1 khz ? 5 : minimum order quantity consists of 4 packing units. part no. cap. c r (f) dimensions (mm)  dv/dt [v/s] permissible current esr  typ  ? 3 (m  ) tan  d   ? 4 (%) mass (g) min.  order  q'ty  ? 5 (pcs) wh lp1p2 f peak current  ? 1 (a o-p ) rms current  ? 2 (a rms ) ezpe50106lta  10 20 42 41.5 37.5 C 1.2 21  210  5.0 22.0 0.28  45 600 ezpe50156lta  15 20 42 41.5 37.5 C 1.2 21  315  7.5 14.8 0.28  45 ezpe50206lta  20 20 42 41.5 37.5 C 1.2 21  420  9.5 11.0 0.28  44 ezpe50256lta  25 20 42 41.5 37.5 C 1.2 21  525 11.0  8.8 0.28  43 ezpe50306mta  30 20 42 41.5 37.5 10.2 1.2 21  630 12.5  7.0 0.28  43 ezpe50356mta  35 30 51 41.5 37.5 10.2 1.2 21  735 13.5  6.2 0.28  83 400 ezpe50406mta  40 30 51 41.5 37.5 10.2 1.2 21  840 14.5  5.4 0.28  82 ezpe50456mta  45 30 51 41.5 37.5 10.2 1.2 21  945 15.2  4.9 0.28  81 ezpe50506mta  50 30 51 41.5 37.5 20.3 1.2 21 1050 16.0  4.4 0.28  80 ezpe50556mta  55 30 51 41.5 37.5 20.3 1.2 21 1155 16.3  4.1 0.28  79 ezpe50606mta  60 30 51 41.5 37.5 20.3 1.2 21 1260 16.5  3.9 0.28  77 ezpe50656mta  65 30 51 57.5 52.5 10.2 1.2 14  910 15.0  6.8 0.44 111 200 ezpe50706mta  70 30 51 57.5 52.5 10.2 1.2 14  980 15.5  6.5 0.44 109 ezpe50756mta  75 30 51 57.5 52.5 20.3 1.2 14 1050 16.0  6.0 0.44 108 ezpe50806mta  80 30 51 57.5 52.5 20.3 1.2 14 1120 16.5  5.7 0.44 106 ezpe50856mta  85 35 56 57.5 52.5 20.3 1.2 14 1190 16.7  5.4 0.44 142 ezpe50906mta  90 35 56 57.5 52.5 20.3 1.2 14 1260 17.0  5.1 0.44 141 ezpe50956mta  95 35 56 57.5 52.5 20.3 1.2 14 1330 17.5  4.9 0.44 140 ezpe50107mta 100 35 56 57.5 52.5 20.3 1.2 14 1400 18.0  4.7 0.44 139 ezpe50117mta 110 35 56 57.5 52.5 20.3 1.2 14 1540 18.5  4.4 0.44 138 dimensions rating  dimensions  quantity feb. 2016 01

 design and specifications are each subject to change without notice.  ask factory for the current technical specifications befo re purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors    rated voltage : 800 v.dc at 70 c (700 v.dc at 85 c)     rated voltage : 1100 v.dc at 70 c (920 v.dc at 85 c)     rated voltage : 1300 v.dc at 70 c (1100 v.dc at 85 c)  ? 1 : when rising temperature of capacitor surface by continuous peak current (included pulse current),     use within limit specified for temperature of capacitor surface and self heating temperature rise. ? 2 : maximum rms current @70 c, 10 khz     use within limit for self heating temperature rise at capacitor surface. ? 3 : typical values @ 20 c, 10 khz esr : less than 2.5  esr  typ ? 4 : maximum dissipation factor @ 20 c, 1 khz ? 5 : minimum order quantity consists of 4 packing units. part no. cap. c r (f) dimensions (mm)  dv/dt [v/s] permissible current esr  typ  ? 3 (m  ) tan  d   ? 4 (%) mass (g) min.  order  q'ty  ? 5 (pcs) wh lp1p2 f peak current  ? 1 (a o-p ) rms current  ? 2 (a rms ) ezpe80106lta 10 20 42 41.5 37.5 C 1.2 22 220  7 15.8 0.22  44 600 ezpe80156mta 15 20 42 41.5 37.5 10.2 1.2 22 330  9 10.5 0.22  43 ezpe80206mta 20 30 51 41.5 37.5 10.2 1.2 22 440 11  7.7 0.22  82 400 ezpe80256mta 25 30 51 41.5 37.5 10.2 1.2 22 550 13  6.8 0.22  80 ezpe80306mta 30 30 51 41.5 37.5 20.3 1.2 22 660 15  5.3 0.22  78 ezpe80356mta 35 30 51 57.5 52.5 10.2 1.2 15 525 12  9.7 0.33 110 200 ezpe80406mta 40 30 51 57.5 52.5 20.3 1.2 15 600 13  8.3 0.33 107 ezpe80456mta 45 30 51 57.5 52.5 20.3 1.2 15 675 14  7.0 0.33 104 EZPE80506MTA 50 35 56 57.5 52.5 20.3 1.2 15 750 15  6.3 0.33 140 ezpe80556mta 55 35 56 57.5 52.5 20.3 1.2 15 825 16  5.9 0.33 138 ezpe80606mta 60 35 56 57.5 52.5 20.3 1.2 15 900 17  5.6 0.33 136 part no. cap. c r (f) dimensions (mm)  dv/dt [v/s] permissible current esr  typ  ? 3 (m  ) tan  d   ? 4 (%) mass (g) min.  order  q'ty  ? 5 (pcs) wh lp1p2 f peak current  ? 1 (a o-p ) rms current  ? 2 (a rms ) ezpe1b106mta 10 20 42 41.5 37.5 10.2 1.2 54  540  7.0 12.3 0.20  43 600 ezpe1b156mta 15 30 51 41.5 37.5 10.2 1.2 54  810  8.5  8.2 0.20  80 ezpe1b206mta 20 30 51 41.5 37.5 20.3 1.2 54 1080 10.0  6.3 0.20  76 400 ezpe1b256mta 25 30 51 57.5 52.5 10.2 1.2 35  875  8.0 10.7 0.28 107 ezpe1b306mta 30 30 51 57.5 52.5 20.3 1.2 35 1050  9.0  8.5 0.28 103 ezpe1b356mta 35 35 56 57.5 52.5 20.3 1.2 35 1225 10.0  7.2 0.28 137 200 ezpe1b406mta 40 35 56 57.5 52.5 20.3 1.2 35 1400 11.0  6.5 0.28 134 part no. cap. c r (f) dimensions (mm)  dv/dt [v/s] permissible current esr  typ  ? 3 (m  ) tan  d   ? 4 (%) mass (g) min.  order  q'ty  ? 5 (pcs) wh lp1p2 f peak current  ? 1 (a o-p ) rms current  ? 2 (a rms ) ezpe1d106mta 10 30 51 41.5 37.5 10.2 1.2 73  730 12.0 10.0 0.17  80 400 ezpe1d156mta 15 30 51 57.5 52.5 10.2 1.2 50  750 10.0 14.5 0.22 109 200 ezpe1d206mta 20 30 51 57.5 52.5 20.3 1.2 50 1000 14.0 11.1 0.22 103 ezpe1d256mta 25 35 56 57.5 52.5 20.3 1.2 50 1250 17.0  8.5 0.22 136 rating  dimensions  quantity feb. 2016 01
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