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		  Datasheet File OCR Text:


		  rha series ? realized higher voltage than rwf series (500 to 650v dc ) ? endurance with ripple current : 5,000 hours at 85  ? suitable for high voltage inverter ? rohs compliant  specifications items characteristics category temperature range -25 to +85  rated voltage range  500 to 650v dc capacitance tolerance  20% (m)  (at 20  , 120hz) leakage current i=0.02cv or 5ma, whichever is smaller. where, i : max. leakage current (a), c : nominal capacitance (f), v : rated voltage (v)  (at 20   after 5 minutes) dissipation factor (tan  ) 0.25 max.  (at 20  , 120hz) low temperature characteristics capacitance change   c(-25  )/c(+20  ) R 0.6  (at 120hz) insulation resistance when measured between the terminals that are connected to each other and to the mounting clamp on the insulating sleeve covering the case by using an insulation resistance meter of 500v dc , the insulation resistance shall not be less than 100m  . insulation withstanding voltage when a voltage of 2,000v ac  is applied for 1 minute between the terminals that are connected to each other and to the mounting clamp on the insulating sleeve covering the case, there shall not be electrical damage. endurance the following speci?cations shall be satis?ed when the capacitors are restored to 20   after subjected to dc voltage with the rated ripple current is applied (the peak voltage shall not exceed the rated voltage) for 5,000 hours at 85  . capacitance change Q 20% of the initial value d.f. (tan  ) Q 200% of the initial speci?ed value leakage current Q the initial speci?ed value shelf life the following speci?cations shall be satis?ed when the capacitors are restored to 20   after exposing them for 500 hours at 85   without  voltage applied. before the measurement, the capacitor shall be preconditioned by applying voltage according to item 4.1 of jis c 5101-4. capacitance change Q 20% of the initial value d.f. (tan  ) Q 200% of the initial speci?ed value leakage current Q the initial speci?ed value  dimensions (screw-mount) [mm]  d  d  5 0 &63.5 :  g=6   7 6.2 &89 :  g=5   1 00 :  g=10  mounting clamp code :  b l+4max. g  1 d +1.8max. f  1 sleeve (pb-free pvc : black) plastic disk 6 a  1 w  1 4.5 b  1 30  5 45  5 360 3 8 j k  1 e  1 4.5  mounting clamp code :  c 50 63.5 76.2 a 78.0 90.0 104.5 b 64.0 76.0 90.0 w 68.0 80.0 93.5 f 22.4 28.0 31.5 50 63.5 76.2 89 100 e 32.5 38.1 44.5 50.8 56.5 k 37.0 43.5 50.0 56.5 63.4 f 22.4 28.0 31.5 31.5 41.5 j 14.0 14.0 14.0 16.0 18.0  t er minal code :  lg vent  100     cross-recessed  head  (phillips) scre w :  m 8  1.2 5  16                spr ing w asher,w asher               maxim um scre w tightening torque :6.31nm   t o  89      plus he xagon-headed scre w :m5  0.8  10                maxim um scre w tightening torque :3.23nm   *  the scre w and the mounting clamp are separ ately supplied and not attached to the product.  part numbering system supplement code size code capacitance tolerance code capacitance code (ex. 6,800   f :682, 12,000   f :123) mounting clamp code (n, b, c) terminal code voltage code (ex. 500v:501, 650v:651) series code category e r h a a a a l g n a a a a a a m m 1 3 4 2 6 7 8 9 10 13 12 5 18 17 16 11 15 14 please   ref er t o  " product code  guide  ( s cre w-mount te r m inal type)" higher voltage rha rwf  p302 inverter-use screw terminal, 85 314  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001q large capacitance aluminum electrolytic capacitors

 rha series  standard ratings wv (v dc ) cap (f)  case size  d  l(mm) tan  rated ripple current (arms/ 85 ? ,120hz) part no. wv (v dc ) cap (f)  case size  d  l(mm) tan  rated ripple current (arms/ 85 ? ,120hz) part no. 500 1,200 50  95 0.25 5.90 erha501lgc122mc95m 550 5,600 89  150 0.25 18.2 erha551lgc562mff0m 1,500 50  115 0.25 7.20 erha501lgc152mcb5m 6,800 89  170 0.25 21.1 erha551lgc682mfh0m 1,800 50  130 0.25 8.30 erha501lgc182mcd0m 8,200 100  170 0.25 24.8 erha551lgc822mgh0m 2,200 50  150 0.25 9.80 erha501lgc222mcf0m 10,000 100  200 0.25 29.4 erha551lgc103mgl0m 2,700 63.5  120 0.25 11.2 erha501lgc272mdc0m 600 1,200 63.5  95 0.25 6.70 erha601lgc122md95m 3,300 63.5  140 0.25 13.3 erha501lgc332mde0m 1,500 63.5  110 0.25 8.00 erha601lgc152mdb0m 3,900 63.5  170 0.25 15.7 erha501lgc392mdh0m 1,800 63.5  125 0.25 9.30 erha601lgc182mdc5m 3,900 76.2  130 0.25 15.4 erha501lgc392med0m 1,800 76.2  95 0.25 9.10 erha601lgc182me95m 4,700 76.2  150 0.25 18.1 erha501lgc472mef0m 2,200 63.5  145 0.25 11.0 erha601lgc222mde5m 5,600 76.2  170 0.25 20.8 erha501lgc562meh0m 2,200 76.2  110 0.25 10.8 erha601lgc222meb0m 5,600 89  130 0.25 17.1 erha501lgc562mfd0m 2,700 63.5  170 0.25 13.1 erha601lgc272mdh0m 6,800 89  150 0.25 20.0 erha501lgc682mff0m 2,700 76.2  125 0.25 12.6 erha601lgc272mec5m 8,200 89  190 0.25 24.4 erha501lgc822mfk0m 3,300 76.2  145 0.25 14.9 erha601lgc332mee5m 10,000 89  210 0.25 28.2 erha501lgc103mfm0m 3,900 76.2  170 0.25 17.3 erha601lgc392meh0m 12,000 100  210 0.25 32.9 erha501lgc123mgm0m 3,900 89  130 0.25 14.2 erha601lgc392mfd0m 15,000 100  250 0.25 39.8 erha501lgc153mgr0m 4,700 76.2  190 0.25 20.0 erha601lgc472mek0m 550 1,000 50  95 0.25 5.40 erha551lgc102mc95m 4,700 89  150 0.25 16.6 erha601lgc472mff0m 1,200 50  110 0.25 6.30 erha551lgc122mcb0m 5,600 89  170 0.25 19.1 erha601lgc562mfh0m 1,500 50  130 0.25 7.60 erha551lgc152mcd0m 650 1,000 63.5  100 0.25 6.30 ERHA651LGC102MDA0M 1,800 63.5  105 0.25 8.60 erha551lgc182mda5m 1,200 63.5  110 0.25 7.20 erha651lgc122mdb0m 2,200 63.5  120 0.25 10.1 erha551lgc222mdc0m 1,500 63.5  130 0.25 8.60 erha651lgc152mdd0m 2,700 63.5  150 0.25 12.4 erha551lgc272mdf0m 1,800 63.5  150 0.25 10.1 erha651lgc182mdf0m 2,700 76.2  105 0.25 11.7 erha551lgc272mea5m 2,200 63.5  170 0.25 11.7 erha651lgc222mdh0m 3,300 63.5  170 0.25 14.5 erha551lgc332mdh0m 2,700 76.2  150 0.25 13.6 erha651lgc272mef0m 3,300 76.2  130 0.25 14.2 erha551lgc332med0m 3,300 76.2  170 0.25 15.8 erha651lgc332meh0m 3,900 76.2  140 0.25 15.9 erha551lgc392mee0m 3,900 89  155 0.25 15.3 erha651lgc392mff5m 4,700 76.2  170 0.25 19.1 erha551lgc472meh0m 4,700 89  190 0.25 18.4 erha651lgc472mfk0m 4,700 89  130 0.25 15.6 erha551lgc472mfd0m  rated ripple current multipliers ? frequency multipliers frequency (hz) 50 120 300 1k 3k coef?cient 0.8 1.0 1.2 1.3 1.4 note :  the endurance of capacitors is reduced with internal heating produced by ripple current at the rate of halving the lifetime with every    5 to 10   rise. when long life performance is required in actual use, the rms ripple current has to be reduced. also, for the rha series   capacitors, using them at operating voltage less than their rated voltage can extend their lifetime. for details, please contact a representative    of nippon chemi-con. inverter-use screw terminal, 85 315  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001q large capacitance aluminum electrolytic capacitors
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