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		  Datasheet File OCR Text:


		                top > JC26A-BBE   product list product name JC26A-BBE series name jc26c/jc26c2 series lead free yes connector types system side pin connector without frame description on pcb retention feature boss material of contact copper alloy mating side contact finish gold over nickel finish of contact in pcb mounting area tin or tin alloy over nickel pcb mounting style   stand off (mm) 0 ejector button   pcb boardlock feature hold-down applicable pin connector   applicable frame jc26a-f**e,jc26c*-***e remarks   related documents   170kbytes pair   notice: 1. the values specified in this web site are only for reference. the products and their  specifications are subject to change without notice. contact our sales staff for further  information before considering or ordering any of our products.  for purchase, a product specification must be agreed upon.  2. users are requested to provide protection circuits and redundancy circuits to ensure  safety of the equipment, and sufficiently review the suitability of jae's products to  the equipment.



 7 dimensions in mm (inches). jc26c2 series connectors 1.27mm (.050") contact spacing, connectors for compact flash type i/ii features ?  slot mechanism compliant with cfa (compact      flash association) type i/ii card. ?  board mounting dimensions are the same for     jc26a, jc26c, and jc26c2 making easy        changes between series easy ?  designed with spring-loaded mechanism to     prevent card from coming out ?  compared with existing jc26 series the jc26c2     series has an integrated frame structure allow-    ing for a tighter tolerance and preventing mis-    insertion ?  three types of eject buttons are available: fxed,      bendable, and double-push. button location op-    tion: right or left ?  standard or reverse mounting with stand-off     option ?  low-profle: 5.8mm height off board ?  1.6mm stand-off option: 7.4 mm height on board     ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  ?  ?   jc26 series is a frame connector with card retention mechanism  for compact flash.  it is offered in a low-profle design or with a  1.6mm (.063") stand-off to allow for components to be mounted  under the frame.  the connector is available for automatic mounting.  applications include digital still cameras, handheld pcs, and other  portable devices. 5 (.208) 54.2 (2.168) 51.4 (2.056) 5.5 (.22) connector profle (ref.) general specifications number of contacts 50 contact spacing 1.27mm (0.050"), 2 rows current rating 0.5 amp per contact dielectric withstanding voltage 500 vac r.m.s. (for one minute) insulation resistance 1000 megohms min.  contact resistance 40 milliohms max. operating temperature -20c to +60c contact life durability 10,000 cycles materials and finishes ?frame description materials/finishes spring stainless steel lock glass filled pbt button glass filled pbt earth lug copper alloy lever stainless steel plate stainless steel cover stainless steel frame glass flled pbt ?base components materials/finishes insulator glass flled pps (ul95v-0) contact copper alloy connecting area: gold flash over nickel-lead  smt: tin-lead plating over nickel hold down phosphorous bronze/tin-lead plating over nickel 4.1 (.164) 5.8 (.232) with bendable button

 8 dimensions and specifcations subject to change without notice. series base  positioning boss   b  C with boss   n  C  without boss stand-off code   none  C 0mm   16 C 1.6mm (.079")                          jc26a  b  b  *   ? base jc26a ordering information jc26c2 ordering information series frame   fixed/bendable button mounting type   s  C standard   r  C reverse button type   r  C right bendable button   l  C left bendable button   m C right fxed button   h C  left fxed button stand-off code   none C 0mm   16 C  1.6mm (.063") lead free version                          jc26c2  f   s  r  *  e   ? frame (fixed/bendable eject button) series frame    double push button mounting type   s C standard   r C reverse button type 1   r C right button (long)   l C left button (long)   m C right button (short)   h C left button (short) stand-off code   none C 0mm   16 C  1.6mm (.063") lead free version   note: total length of button (from bottom side of card      to top of button). long: 37.9mm, short 36.9mm                                 jc26c2  d  s  r  *  e ? frame (double push button) jc26c2 series connectors 1.27mm (.050") contact spacing, connectors for compact flash type i/ii
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