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		  Datasheet File OCR Text:


		  lec-6040 industrial box pc with intel? haswell cpu   for industrial cyber security gateway   features intel? haswell core? inside  for high performance the internal 4th generation  intel? cpu in haswell 22nm  microarchitecture delivers  ultra graphical and media  performance as well as advanced  security instructions, ideal for  industrial applications. enhanced protection for serial  com and ethernet ports lec-6040 serial com port  and ethernet ports are isolated  and engineered with esd/ surge protection to reinforce  communication reliability. overview lec-6040 is a fanless industrial box pc with high-performance  intel? haswell core? i5-4402e or i3-4102e cpu, installable  through din rail, wall-mount, or as desktop. to ensure operational  safety in gateway applications, its serial com port and ethernet  ports are isolated and come with surge/esd protection. lec-6040  continues lanners well-established traditions of wide temperature  workability and system reliability. for extended functionality,  lec-6040 offers multiple functional expansions for storage,  communication and display purposes. 8 x gbe lan 2 x usb 3.0 com power status led  

 expansion capability lec-6040 offers functional  expansions, including 1 x  compactflash socket, 2 x external  usb 3.0 ports, 1 x internal usb  2.0 port, 1 x internal pin header  for display purpose, 1 x sata  port, 1 x full-sized mini pcie slot,  1 x half-sized mini pcie slot (or  msata mini), and optionally 8 x  com ports.  fanless & wide temperature the fanless design allows  external environmental tolerance  and avoids mechanical failure.  in addition, lec-6040 is able  to operate in wide ambient  temperature from -20c to 55c. flexible i/o design lec-6040 series provides various  i/o confgurations such as 4 x  gbe lan ports, or 2 x gbe + 2  fiber sfp ports. dimensions: 68 x 210 x 190 mm button holes   190 210 68 sink 0.4mm for name pl a te  pa sted button holes   190 210 68 sink 0.4mm for name pl a te  pa sted button holes   190 210 68 43.82 200 sink 0.4mm for name pl a te  pa sted  

 processor options intel? core? i3-4102e or core? i5-4402e chipset intel qm87 bios ami spi flash bios system memory sockets 1 x 204-pin ddr3l sodimm socket technology ddr3l 1333 or 1600 mhz, unbuffered, non-ecc max. capacity 8 gb   usb 2x external usb 3.0 ports  1x internal usb 2.0 port   expansion bus 1 x full-sized mini pcie socket for wwan module (for pci express & usb & sim card) 1 x half-sized mini pcie, support wlan module (for usb) or msata storage os support microsoft windows 7 embedded, window 7, linux 2.6 storage nand flash none hdd support 2.5 sata* 1 + m sata mini * 1  expansion compactflash socket type i/ii x1 networking lan b1: 4x gbe lan ports, b2: 6x gbe lan ports, 2 sfp ports, b3: 8x gbe lan ports  controller -intel i210 gigabit ethernet controller magnetic isolation  protection 1.5 kv built-in serial interface serial standard -1x db9 supports software rs-232 (3 pin: rxd,txd,gnd) with isolation and protection esd protection 15 kv for all signals serial signals rs-232 rx, tx, gnd baudrate supports 50 bps to 115.2 kbps display graphics controller intel? hd 4600 display interface internal pinheader leds lcd connector for 1x power on for led in green, 1x storage access led in yellow 16x double stack led for ethernet active/link status, 1 x com for led in yellow/green 4x double stack led for programmable (green) physical  characteristics housing steel, aluminium weight 2.5 kg dimensions(wxhxd) 68 x 210 x 190 mm mounting options din rail and wall mount environment operating tempera - ture -20~55c storage temperature -40~80c ambient relative  humidity  5 to 95% (non-condensing) power input voltage single 12vdc power input w/ 2xpin phoenix contact connector power consumption tbd connector 2-pin terminal block standard and  regulation emc ce, fcc green product rohs reliability alter tool built-in buzzer and rtc (real-time clock) with lithium battery backup automatic reboot  trigger watchdog timer 1~255 level time interval system reset, software programmable warranty 2 years mtbf tbd  preliminary specifcations

 ordering information lec-6040h-b1 intel core? core? i5-4402e 2.7 ghz cpu, 4 x intel gbe, 1 x db9, 2 x usb, 1 x mini-pcie,  single 12v dc w/ 2-pin terminal block, din rail lec-6040h-b2 intel core? i5-4402e 2.7 ghz cpu, 6 x intel gbe+2 x sfp, 1 x db9, 2 x usb, 1 x mini-pcie,  single 12v dc w/ 2-pin terminal block, din rail lec-6040h-b3 intel core? i5-4402e 2.7 ghz cpu, 8 x intel gbe, 1 x db9, 2 x usb, 1 x mini-pcie, single  12v dc w/ 2-pin terminal block, din rail lec-6040m-b1 intel core? i3-4102e 1.60 ghz cpu, 4 x intel gbe, 1 x db9, 2 x usb, 1 x mini-pcie, single  12vdc w/ 2-pin terminal block, din-rail lec-6040m-b2 intel core? i3-4102e 1.60 ghz cpu, 6 x intel gbe+ 2 x sfp, 1 x db9, 2 x usb, 1 x mini- pcie, single 12vdc w/ 2-pin terminal block, din rail LEC-6040M-B3 intel core? i3-4102e 1.60 ghz cpu, 8 x intel gbe, 1 x db9, 2 x usb, 1 x mini-pcie, single  12vdc w/ 2-pin terminal block, din rail v1.0.2
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