

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CY7C141			T281N			S0303			PE3231LF			R1E10			10003			175PS48			SL6236			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				1393122-1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  general purpose relays industrial relays kha series panel plug-in relay 07-2016, rev. 0716 www.te.com ? 2015 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  1 potter & brumfeld coil data     coil voltage range    5 to 240vdc         6 to 240vac coil insulation system according ul     class b coil versions, dc coil      coil  rated  operate  releasecoil  rated coil    code  voltage  voltagevoltage  resistance   power      vdc  vdc  ?10%  mw  5  5  3.75  32  800     6  6  4.5 40 900     12  12  9.0 160 900     24  24 18.0 650 850     48  48  36.0 2600 900    110  110  82.5  11000  1100       220/240       use 110v relay with series dropping            5w resistor of 11k? all fgures are given for coil without preenergization, at ambient temperature +23c.   coil versions, ac coil      coil  rated  operate  coil  rated coil    code  voltage  voltage  resistance   power      vac   vac   ?15%  va  6  6  5.1  10.5  1.2    12  12  10.2  43  1.2     24  24 20.4 160  1.25     48  48 40.8 668  1.2    120  120  102.0  3900  1.35    240  240  204.0  12000  1.5 all fgures are given for coil without preenergization, at ambient temperature +23c. insulation data     initial dielectric strength     between open contacts     1000v rms     between contact and coil     1500v rms     between adjacent contacts     1500v rms     between coil and frame     1500v rms  initial insulation resistance         between insulated elements     100m? at 500vdc other data     material compliance: eu rohs/elv, china rohs, reach, halogen content       refer to the product compliance support center at       www.te.com/customersupport/rohssupportcenter ambient temperature     -45oc to 70oc   category of environmental protection     iec 61810    rti - dust protected n   compact package                           n   two and four pole form c contact arrangements n   polycarbonate or nylon dust cover                                                             n   various mounting confgurations n   indicator lamp and push-to-reset options available                  n   various contact materials available for specifc load requirements  typical applications   industrial sewing/stitching machines, ftness, elevators, pumps, robotics,  solar panels approvals    ul e22575; csa lr15734 technical data of approved types on request     contact data       contact arrangement    2 form c (2co), 4 form c (4co) rated voltage    240vac     rated current     1-5a  contact material  ag, agcdo, au-agni,        au overlay ag, au diffused ag contact style  single contact or bifurcated crossbar min. recommended contact load       ag (single contact)    100ma, 12vdc     agcdo (single contact)     300ma, 12vdc     au-agni (single contact)     10ma, 12vdc     au overlay ag (bifurcated crossbar)    dry circuit     au diffused ag (single contact)     50ma, 12vdc   initial contact resistance         ag, adcdo     100m?     au-agni, au overlay ag, au diffused ag    200m? frequency of operation     360 ops./hour operate/release time max.     13/6ms contact ratings type  load  cycles ul 508   ag  5a, 120vac, general purpose     2.5a, 240vac, general purpose     1/10hp, 120/240vac     180va, 250vac, pilot duty     42va, 28vdc, pilot duty     agcdo  5a, 240vac, general purpose     5a, 28vdc, resistive     1/10hp, 120/240vac     180va, 250vac, pilot duty     42va, 28vdc, pilot duty   au-agni  2a, 120vac, resistive     au overlay ag  1a, 120vac     1a, 30vdc    au diffused ag   5a, 120vac, general purpose     2.5a, 240vac, general purpose     1/10hp, 120/240vac     180va, 250vac, pilot duty     42va, 28vdc, pilot duty     note: the relay should only carry 15a continuously (all poles combined).   mechanical endurance    10x10 6  ops.  c u

 general purpose relays industrial relays kha series panel plug-in relay  (continued) 07-2016, rev. 0716 www.te.com ? 2015 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  2 potter & brumfeld accessories   for details see datasheet  sockets and accessories, kha relays   product code   description 27e894   din socket (use 20c426 clip)   27e166   panel/track mount socket (use 20c297 clip)   27e006   solder/grounding socket (use 20c217 clip)   27e007   pcb/grounding socket (use 20c217 clip)   note:  relays with contact current  general purpose relays industrial relays kha series panel plug-in relay  (continued) 07-2016, rev. 0716 www.te.com ? 2015 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  3 potter & brumfeld product code arrangement contact material coil terminals options part number khau-11a11-120 2 form c, 2 co ag 120vac solder/plug-in none 1-1393122-0 khau-11d11-24 24vdc 1-1393122-5 khae-17d12-24 4 form c, 4 co  agcdo pcb 1393122-1 khau-17a11-12   ag 12vac solder/plug-in 1-1393122-9 khau-17a11-24   24vac solder 2-1393122-1 khau-17a11-120   120vac 2-1393122-0 khau-17a11n-120   indicator 2-1393122-6 khau-17a12-120   agcdo none 2-1393122-8 khau-17a13-120   au-ag-ni 3-1393122-6 khau-17a16-24   bifurcated, au overlay ag 24vac 3-1393122-8 khau-17a16-120   ag 120vac 3-1393122-7 khau-17a18-120   au diffused ag 3-1393122-9 khau-17d11-6   ag 6vdc 4-1393122-7 khau-17d11-12   12vdc 4-1393122-3 khau-17d11-24 24vdc 4-1393122-4 khau-17d11-48   48vdc 4-1393122-5 khau-17d11-110   110vdc 4-1393122-2 khau-17d12-12   agcdo 12vdc 5-1393122-5 khau-17d12-24   24vdc 5-1393122-7 khau-17d12-48   48vdc 5-1393122-8 khau-17d12-110   110vdc 5-1393122-4 khau-17d16-12   bifurcated, au overlay ag 12vdc 7-1393122-0 khau-17d16-24   24vdc 7-1393122-1 khu-17a11n-120   ag 120vac indicator, old const. 2-1393123-8 khu-17d11-12   12vdc old construction 4-1393123-0 khu-17d12-24   agcdo 24vdc 4-1393123-8 product code structure                                          typical product code kha u -17 a 1 1 b -120 type        kha        general purpose multi-contact relay                      note: some kha models available in kh construction. specify kh instead of kha. version      e   printed circuit terminals, nylon dust cover, contacts rated opposite polarity (ul & csa)        u   solder terminals, clear polycarbonate dust cover, contacts rated same polarity (ul & csa)        f   printed circuit terminals, nylon dust cover, contacts rated same polarity (ul & csa)        x   solder terminals, clear polycarbonate dust cover, contacts rated opposite polarity (ul & csa) contact arrangement      11   2 form c (2co)                            17   4 form c (4co) coil input      a   ac                                               d  dc mounting and termination      1   socket mount, solder terminals on u versions; printed circuit terminals on e versions        t   top fange mount, solder terminals on u versions: printed circuit terminals on e versions      note 1: mounting options with solder terminals and stud on narrow, broad and end side on request  contact material      1   ag                                                2  agcdo        3   au-agni (note 2)                          6   bifurcated crossbar, au overlay ag        8   au diffused ag       note 2: contact material code 3 is not available with relay version e options      b   push to test button. (not available on version e relays with 4 form c contacts)         n   neon indicator. only available with version u, 120vac or 110vdc coils.        h   neon indicator and push to test button. only available with version u, 120vac or 110vdc coils        l   led indicator. only available with version u, 6-48vac or vdc coils.        m   led indicator and push to test button. only available with version u, 6-46vac or vdc coils. coil voltage     coil code: please refer to coil versions table
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