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		  Datasheet File OCR Text:


		  molded chip inductors   mc20a MC20A-R010K-RC    .010 10 15 100 2500 0.13 450 mc20a-r012k-rc   .012 10 17 100 2300 0.14 450 mc20a-r015k-rc   .015 10 19 100 2100 0.16 450 mc20a-r018k-rc  .018 10 21 100 1900 0.18 450 mc20a-r022k-rc    .022 10 23 100 1700 0.20 450 mc20a-r027k-rc    .027 10 23 100 1500 0.22 450 mc20a-r033k-rc    .033 10 25 100 1400 0.24 450 mc20a-r039k-rc    .039 10 25 100 1300 0.27 450 mc20a-r047k-rc    .047 10 26 100 1200 0.30 450 mc20a-r056k-rc    .056 10 26 100 1100 0.33 450 mc20a-r068k-rc    .068 10 27 100 1000 0.36 450 mc20a-r082k-rc     .082 10 27 100 900 0.40 450 mc20a-r10k-rc   .10 10 28 100 700 0.44 450 mc20a-r12k-rc   .12 10 30 25.2 500 0.22 450 mc20a-r15k-rc   .15 10 30 25.2 450 0.25 450 mc20a-r18k-rc   .18 10 30 25.2 400 0.28 450 mc20a-r22k-rc   .22 10 30 25.2 350 0.32 450 mc20a-r27k-rc   .27 10 30 25.2 320 0.36   450 mc20a-r33k-rc   .33 10 30 25.2 300 0.40   450 mc20a-r39k-rc   .39 10 30 25.2 250 0.45   450 mc20a-r47k-rc   .47 10 30 25.2 220 0.50  450 mc20a-r56k-rc   .56 10 30 25.2 180 0.55   450 mc20a-r68k-rc   .68 10 30 25.2 160 0.60   450 mc20a-r82k-rc   .82 10 30 25.2 140 0.65   450 available in tighter tolerances. allied part number   idc (ma) inductance (h) tolerance (%) q min. test freq. (mhz) srf min. (mhz) dcr max. (?) rohs allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com all  specif icat ions  subject t o  change  wit hout not ice. dimensions: inches (mm) features ?  1210 molded chip inductor ?  welded internal lead frame to coil  ?  excellent solder heat resistance electrical      inductance range:  .01h ~ 330h      tolerance:  10% over entire range      test frequency:      .01h ~ .1h measured at 100mhz,      operating temp:   -25oc ~ +85oc @ 75% rh      idc:  the current at which inductance will drop no       more then 10% of it?s orginial value at 1mhz, 1v.   resistance to soldering heat      pre-heating: 150oc, 1min       solder composition: sn/ag3.0/cu0.5      solder temperature: 245  5oc       test equipment       (l/q): .01h~82h hp4287a + hp16034e       (l/q): 100h~470h hp4292a + hp16034e       (rdc): chen hwa 502      (srf):  hp4291a physical packaging:  2000 pieces per 7 inch reel. marking:  eia inductance code. test ocs @ 200mv       l/q:       also available in 5% & 20%     wire connection      immersion time: 4  1sec       .12h ~ .82h measured at 25.2mhz,       1h ~ 8.2h measured at 7.96mhz,       10h ~ 82h measured at 2.52mhz,       100h ~ 330h measured at .796mhz,       (idc): hp4284a + hp42841a/wk3260b revised 02/23/12   additional values continued on page 2 page 1 of 2      

 molded chip inductors   mc20a mc20a-1r0k-rc      1.0 10 30 7.96 120 0.70 400 mc20a-1r2k-rc   1.2 10 30 7.96 100 0.75 390 mc20a-1r5k-rc   1.5 10 30 7.96 85 0.85 370 mc20a-1r8k-rc   1.8 10 30 7.96 80 0.90 350 mc20a-2r2k-rc    2.2 10 30 7.96 75 1.00 320 mc20a-2r7k-rc    2.7 10 30 7.96 70 1.10 290 mc20a-3r3k-rc    3.3 10 30 7.96 60 1.20 260 mc20a-3r9k-rc    3.9 10 30 7.96 55 1.30 250 mc20a-4r7k-rc    4.7 10 30 7.96 50 1.50 220 mc20a-5r6k-rc    5.6 10 30 7.96 45 1.60 200 mc20a-6r8k-rc    6.8 10 30 7.96 40 1.80 180 mc20a-8r2k-rc     8.2 10 30 7.96 35 2.00 170 mc20a-100k-rc   10 10 30 2.52 30 2.10 150 mc20a-120k-rc   12 10 30 2.52 20 2.50 140 mc20a-150k-rc   15 10 30 2.52 20 2.80 130 mc20a-180k-rc   18 10 30 2.52 20 3.30 120 mc20a-220k-rc   22 10 30 2.52 20 3.70 100 mc20a-270k-rc   27 10 30 2.52 20 5.00   80 mc20a-330k-rc   33 10 30 2.52 17 5.60   70 mc20a-390k-rc   39 10 30 2.52 16 6.40   65 mc20a-470k-rc   47 10 30 2.52 15 7.00   60 mc20a-560k-rc   56 10 30 2.52 13 8.00   55 mc20a-680k-rc   68 10 30 2.52 12 9.00   50 mc20a-820k-rc   82 10 30 2.52 11 10.0   45 mc20a-101k-rc 100 10 20 .796 10 10.0   40 mc20a-121k-rc 120 10 20 .796   10 11.0   70 mc20a-151k-rc 150 10 20 .796 8 15.0   65 mc20a-181k-rc 180 10 20 .796 7 17.0   60 mc20a-221k-rc 220 10 20 .796 7 21.0   50 mc20a-271k-rc 270 10 20 .796 6 28.0   45 mc20a-331k-rc 330 10 20 .796 5 34.0   40 available in tighter tolerances. allied part number   idc (ma) inductance (h) tolerance (%) q min. test freq. (mhz) srf min. (mhz) dcr max. (?) rohs allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com all  specif icat ions  subject t o  change  wit hout not ice. dimensions: inches (mm) features ?  1210 molded chip inductor ?  welded internal lead frame to coil  ?  excellent solder heat resistance electrical      inductance range:  .01h ~ 330h      tolerance:  10% over entire range      test frequency:      .01h ~ .1h measured at 100mhz,      operating temp:   -25oc ~ +85oc @ 75% rh      idc:  the current at which inductance will drop no       more then 10% of it?s orginial value at 1mhz, 1v.   resistance to soldering heat      pre-heating: 150oc, 1min       solder composition: sn/ag3.0/cu0.5      solder temperature: 245  5oc       test equipment       (l/q): .01h~82h hp4287a + hp16034e       (l/q): 100h~470h hp4292a + hp16034e       (rdc): chen hwa 502      (srf):  hp4291a physical packaging:  2000 pieces per 7 inch reel. marking:  eia inductance code. test ocs @ 200mv       l/q:       also available in 5% & 20%     wire connection      immersion time: 4  1sec       .12h ~ .82h measured at 25.2mhz,       1h ~ 8.2h measured at 7.96mhz,       10h ~ 82h measured at 2.52mhz,       100h ~ 330h measured at .796mhz,       (idc): hp4284a + hp42841a/wk3260b revised 02/23/12   page 2 of 2      
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