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		  Datasheet File OCR Text:


		  in most applications, a signal booster (model number: b120-000) should be used with this cable to ensure a signal strong enough for your display. an alternate solution is to use a tripp lite dvi over cat5 extender (model number: b140-101x) in place of a 100 ft. dvi cable and signal booster. note that tripp lite's dvi over cat5 extender products support dvi single link resolutions only. dvi dual link cable, digital tmds monitor cable (dvi-d m/m), 100-ft. model number:  p560-100   description tripp lite's 100-ft. dvi dual link tmds cable delivers the high performance, high bandwidth needed for today's digital video displays. gold plated contacts ensure excellent conductivity, while double shielding (foil and braid) provides maximum emi/rfi protection. use in conjunction with dvi video cards that are specified as dual or single link. both dvi connectors are molded, have integral strain relief for long life reliability, and ferrite collars to drain off extraneous electrical interference. in most applications, a signal booster ( b120-000 ) will need to be used with this cable to ensure a signal strong enough for your display.  features for use with dual or single link tmds specified equipment compatible with flat panel displays, digital crt displays and projectors provides bandwidth for resolutions up to 2560 x 1600 high speed digital transmission to 9.9gbps superior molded cables with foil/braid shielding for maximum emi/rfi protection in most applications, a signal booster ( b120-000 ) will need to be used with this cable to ensure a signal strong enough for your display specifications overview chromebook compatible no style dvi model type dvi highlights for use with dual or single link tmds specified equipment compatible with flat panel displays, digital crt displays and projectors  provides bandwidth for resolutions up to 2560 x 1600 high speed digital transmission to 9.9gbps superior molded cables with foil/braid shielding for maximum emi/rfi protection system requirements dvi monitor cpu with dvi dual link capabilities package includes 100-ft. dvi dual link tmds cable (dvi-d m/m) 1 / 2   

 cable types dvi input cable length (ft.) 100 cable length (m) 30.48 physical color black connections connector a dvi-d dual link (male) connector b dvi-d dual link (male) number of connectors 2 certifications certifications rohs warranty product warranty period (worldwide) lifetime limited warranty ? 2015 tripp lite. all rights reserved. all trademarks are the sole property of their respective owners. tripp lite has a policy of continuous improvement. specifications are subject to change without notice. photos may differ slightly from final products. 2 / 2   
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