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		  Datasheet File OCR Text:


		  a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity dim l dim s dim u 1600606-8 6acp 3.450 2.960 .450 2.400 .300 2.050 1-1600606-0 7p 3.450 2.960 .450 2.400 .250 2.050 1 2 4 5 6 7 8 9 10 11 d6 rev per ecr-12-018227 24oct2012 cz sz d8 added new dash number 1-2 30may2016 cz sz d9 added new dash number 1-3 12aug2016 cz sz customer drawing 1600606 r.grzybowski 23jul2003 m.correll 23jul2003 - - 4:1 1 3 d9 108-2157 114-13112 - - - inches - - .01 .005 .0020 2$ es 00 panel mount cable receptacle housing, with guides, multi-beam xl, all power - 20 - - 20 00779 by - .450 .750 .400 dim s typ r .full 2 plc 2 plc .366 2 plc ref .525 dim f .470  ref 1.150 ref .065 .640 dim k ref .385 ref .280 2 plc ref .175 dim e dim u dim l #.010 part number description dim f dim e dim k 1600606-1 5p 2.950 2.460 .450 1.900 .250 1.550 1600606-2 3acp 2.600 2.110 .475 1.550 .300 1.200 1600606-3 9acp 4.400 3.910 .475 3.350 .300 3.000 1600606-4 5acp 3.300 2.810 .525 2.250 .300 1.900 1600606-5 7acp 3.900 3.410 .525 2.850 .300 2.500 1600606-6 6acp 4.225 3.735 .525 3.175 .425 2.825 1600606-7 6acp 3.500 3.010 .475 2.450 .300 2.100 1600606-9 4p 3.125 2.635 .475 2.075 .375 1.725 1-1600606-1 5acp 3.200 2.710 .475 2.150 .300 1.800 1-1600606-2 2p 2.200 1.710 .450 1.150 .250 .800 1-1600606-3 3acp 2.600 2.110 .475 1.550 .300 1.200  dim s is centerline spacing of power modules.  company trademark, part number, and date code to be marked in area shown     parts under 2.00 long may be marked on both sides.  3. material: thermo plastic, ul94 v-0.black.  datum locations and basic dimensions to be established by the customer.  bulkhead thickness range:  .031 -  .100.  connector mated to panel from opposite side.  no burrs allowed on opposite (mating) side.   connector keep out zone.  mount connector with tyco hardware kit p/n 1600914-1 for     .050 (1.27mm) min radial float.  location of ground symbol on mfbl cavity, for 1600606-2 only.  the special bulkhead layout is only for pn:1600606-2 with restrict floating. d9 ref: power secondary lock part number- 1600903-1 power position p1 scale   2:1 1 1 2 10

 a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity -b- -a- -b- -a- - see sheet 1 - - -                               customer drawing 1600606 r.grzybowski 23jul2003 m.correll 23jul2003 - - 4:1 2 3 d9 108-2157 114-13112 - - - inches - - .01 .005 .0020 2$ es 00 panel mount cable receptacle housing, with guides, multi-beam xl, all power - 20 - - 20 00779 by - -d- 2 plc .141 .002 .810 bsc bsc r  max 6 plc .060 .200 .003 .200 .003 bsc dim e ref dim f +.180 min .185 .003 .170 .003  min 2 plc .440 2.780 min .268 .003 .268 .003 r  max 6 plc .060 bsc bsc 2.110 .655 .170 .003 -d- .141 .002 .185 .003  min 2 plc .440 bsc 2 plc contact table code description ra mfbl power contact rm standard power contact reference wire chart and contacts housing module contact insulation diameter range .300 power 8-10 1600960 ref [.176-.272] .250 power 8-10 1600960 ref [.176-.203] 12-14 1600961 ref [.156-.176] .200 power 12-14 1600961 ref [.120-.156] .100 signal 22 - 26 531216-5 ref [.036 - .069] no contacts loaded p/n: 1600606-2  special bulkhead layout    for p/n:1600606-2 restrict a ,b floating only                   scale 2:1 general bulkhead layout scale   2:1   2 plc 9 4 4 4 4 4 4 4 9 4 5 8 11 4 4 4 4 5 6 7 8 8 7 9 4 6 7 7 4 4 4 4 9 4 8

 a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity - see sheet 1 - - -                               customer drawing 1600606 r.grzybowski 23jul2003 m.correll 23jul2003 - - 4:1 3 3 d9 108-2157 114-13112 - - - inches - - .01 .005 .0020 2$ es 00 panel mount cable receptacle housing, with guides, multi-beam xl, all power - 20 - - 20 00779 by - d d9
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