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		  Datasheet File OCR Text:


		  ec5bu 15 watt 2:1 input   dc-dc converters s     e     r     i     e     s 49  model  number ec5bu-12s33 ec5bu-12s05 ec5bu-12s12 ec5bu-12s15 ec5bu-12d05 ec5bu-12d12 EC5BU-12D15 ec5bu-24s33 ec5bu-24s05 ec5bu-24s12 ec5bu-24s15 ec5bu-24d05 ec5bu-24d12 ec5bu-24d15 ec5bu-48s33 ec5bu-48s05 ec5bu-48s12 ec5bu-48s15 ec5bu-48d05 ec5bu-48d12 ec5bu-48d15 9-18 vdc 18-36 vdc 36-75 vdc 3.3 vdc 5 vdc 12 vdc 15 vdc 5 vdc 12 vdc 15 vdc 3.3 vdc 5 vdc 12 vdc 15 vdc 5 vdc 12 vdc 15 vdc 3.3 vdc 5 vdc 12 vdc 15 vdc 5 vdc 12 vdc 15 vdc 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 0 ma 4000 ma 3000 ma 1250 ma 1000 ma 1500ma 625ma 500ma 4000 ma 3000 ma 1250 ma 1000 ma 1500ma 625ma 500ma 4000 ma 3000 ma 1250 ma 1000 ma 1500ma 625ma 500ma 90 ma 85 ma 70 ma 70 ma 45 ma 45 ma 45 ma 50 ma 50 ma 20 ma 20 ma 25 ma 25 ma 25 ma 25 ma 30 ma 20 ma 20 ma 20 ma 20 ma 20 ma 1280 ma 1453 ma 1420 ma 1420 ma 1470ma 1436ma  1420ma 640 ma 718 ma 695 ma 695 ma 726 ma 710 ma 702 ma 320 ma 359 ma 347 ma 351 ma 363 ma 355 ma 351 ma 85 88 88 88 85 87 88 86 89 90 90 86 88 89 86 88 90 90 86 88 89 4000uf 3000uf 1330uf 1000uf 1470uf 660uf 550uf 4000uf 3000uf 1330uf 1000uf 1470uf 660uf 550uf 4000uf 3000uf 1330uf 1000uf 1470uf 660uf 550uf % eff. capacitor load max. input voltage  output current input current no load full load min. max. output voltage note: 1. nominal input voltage 12, 24 or 48 vdc ? 15w isolated output  ? efficiency to 90% ? 2:1 input range ? regulated outputs ? fixed switching frequency ? input under voltage protection ? over current protection   features ? conductive emi meets en55022 class a ? continuous short circuit protection ? without tantalum capacitors inside ? ce mark meets 2004/108/ec ? safety meets ul60950-1, en60950-1, and     iec60950-1

 all specifications typical at nominal line, full load and 25 ? c unless otherwise noted. 0.800 (20.32) 0.60 (15.2) 0.040 dia (1.02) 0.22 min. (5.6) bottom view 21 543 0.400 (10.16) 0.400 (10.16) 1.00 (25.4) 0.40 (10.2) 0.200 (5.08) 0.40 (10.2) 2.00(50.8) 6 0.300 (7.62)   case b all specifications typical at nominal line, full load and 25 ? c unless otherwise noted. 50 ec5bu series derating curve ec5bu note: 1. measured from high line to low line 2. measured from full load to min. load 3. maximum case temperature under any operating condition should     not be exceeded 105 ? c. -40 -20 0 40 60 80 20 120 100 output load(%)  120%  100%  80%  60%  40%  20%  0%  ambient tem p erature(?c)  others xxd05 -40  78 73 105 pin connection pin function 1 2 3 4 5 6 +input -input +output common/np/trim(option) -v output np/remote(option) *np-no pin on single output specifications input specifications: input voltage range..............................12v.........................................9-18v                                                                   24v.......................................18-36v                                                                    48v.......................................36-75v under voltage lockout ??12vin power up: 8.4v, ...?. power down: 8v                                                24vin power up: 17v, ?... power down: 16v                                                48vin power up: 34v, ?... power down: 32v input surge voltage (100ms max.)?...12vin ???????.25vdc max.                                                                   24vin ??????? 50vdc max.                                                                  48vin ??????.. 100vdc max. input filter ????????????..?.....................????....... pi type output specifications: voltage accuracy ??????....??????.......???.? 1.5% max. voltage balance (dual) ??.?????????????.?. 2.0% max. transient response: 25% step load change ............?....?? 5.5vdc to 75vdc or open circuit     module off ??????????????????.????.  mouser electronics    authorized distributor      click to view pricing, inventory, delivery & lifecycle information:         cincon:     ? ec5bu-12s05? ec5bu-12s15? ec5bu-12d05? ec5bu-12d12? ec5bu-24s33? ec5bu-24s05? ec5bu-24s12? ec5bu-24d05? ec5bu-48s33? ec5bu-48s05? ec5bu-48d05? ec5bu-48d15? EC5BU-12D15? ec5bu-12s12? ec5bu-12s33? ec5bu-24d12? ec5bu-24d15? ec5bu-24s15? ec5bu-48d12? ec5bu-48s12? ec5bu-48s15
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