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		  Datasheet File OCR Text:


		  a0 4806 (3/13) revisions p ltr date apvd dwn description 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. restricted to this drawing is a controlled document. te connectivity rev material   werkstoff surface   oberflaeche dgb   mm2 insulationn    isolationsn   mm crimp dimension mm crimpabmessungen mm extraction tool ausdrueckwerkzeug no. 968107-1 a b c d te   order-no. single wire seal einzeldichtungssystem   (cavity diameter) (kammerdurchmesser) te   order-no.   sealing plug   blindstopfen strip form wire crimp    insul. crimp  drahtcrimp     isolationscrimp bandware wire crimp heigth ch drahtcrimphoehe ch application tool anschlagwerkzeug hand tool handzange 1-963860-1 b cusn4 0.2 - 0.5   flr 1.3 - 1.6 e = 2.1   g = 2.1   d dr  = 0.8 h = 2.9   k = 2.9   d = 1.4 0.5 mm2 = 1.12   0.35 mm2 = 1.05   0.2 mm2 = 0.98 mqc applicator   2-878549-2 734538-1 2.5 3.7 5.8 25.5 1-963860-2 b 2 1-963860-3 b 2 2-963860-1 b 2 cufe 2-963860-2 b 2 2-963860-3 b 2 1-962841-1 f 1 cusn4 0.5 - 1.0   flr 1.4 - 2.1 e = 2.6   g = 2.8   d dr  = 1.1 h = 3.2   k = 3.4   d = 1.8 1.0 mm2 = 1.36   0.75 mm2 = 1.27   0.5 mm2 = 1.18 mqc applicator   2-878550-2 734417-1 3.0 4.6 7.0 26.7 1-962841-2 f 1 1-962841-3 f 1 2-962841-1 f 1 cufe 2-962841-2 f 1 2-962841-3 f 1 1-962842-1 e 1 cusn4 >1.0 - 2.5   flr 2.1 - 2.9 e = 3.6   g = 3.8   d dr  = 1.7 h = 4.3   k = 4.5   d = 2.6 2.5 mm2 = 1.88   2.0 mm2 = 1.73   1.5 mm2 = 1.58 mqc applicator   2-878551-2 734417-2 3.6 5.2 8.2 27.9 1-962842-2 e 1 1-962842-3 e 1 2-962842-1 e 1 cufe 2-962842-2 f 1 2-962842-3 e 1 1-962843-1 c 1 cusn4 >1.0 - 2.5   flk 2.4 - 3.7 e = 3.6   g = 3.8   d dr  = 1.7 h = 5.5   k = 5.7   d = 3.2 2.5 mm2 = 1.88   2.0 mm2 = 1.73   1.5 mm2 = 1.58 mqc applicator   2-878552-2 734417-3 3.6 5.2 8.9 28.6 1-962843-2 c 1 1-962843-3 c 1 2-962843-1 c 1 cufe 2-962843-2 c 1 2-962843-3 c 3 3 3 3 single wire seal / einzeldichtungssystem 1-965982-1 a 5 cusn4 0.2 - 0.5   flr max. 2.1 e = 2.1 g = 2.1 d dr  = 0.8 h = 4.7 k = 4.5 d = 3.2 0.5 mm2 = 1.12 0.35 mm2 = 1.05 0.2 mm2 = 0.98 mqc applicator   2-878558-2 539635-1 matrize : 539737-2 2.5 4.9 6.5 26.8 828904   (n5.0) 828922-1 1-965982-3 a 1-962915-1 e 4 cusn4 0.5 - 1.0   flr max. 2.1 e = 2.6   g = 2.9   d dr  = 1.2 h = 5.0   k = 4.8   d = 3.3 1.0 mm2 = 1.36   0.75 mm2 = 1.27   0.5 mm2 = 1.18 mqc applicator   2-878559-2 734438-1 3.0 5.4 7.0 26.8 828904   (n5.0) 1-962915-2 e 4 1-962915-3 e 4 6-962915-6 e 4 2-962915-1 e 4 cufe 2-962915-2 e 4 2-962915-3 e 4 1-962916-1 e 4 cusn4 >1.0 - 2.5   flr max. 3.0 e = 3.6   g = 3.8   d dr  = 1.7 h = 5.3   k = 5.0   d = 3.6 2.5 mm2 = 1.88   2.0 mm2 = 1.73   1.5 mm2 = 1.58 mqc applicator   2-878560-2 734440-1 3.5 6.0 7.6 26.8 828905   (n5.0) 1-962916-2 e 4 1-962916-3 e 4 2-962916-1 e 4 cufe 2-962916-2 e 4 2-962916-3 e 4 1-968947-1 a 6 cusn4 >2.5 - 4.0   flr max. 3.7 e = 4.5   g = 4.7   d dr  = 2.3 h = 6.2   k = 6.0   d = 4.3 4.0 mm2 = 2.25 mqc applicator   2-541537-2 539635-1   matrize :   539727-2 4.3 6.9 8.5 28.5 828985   (n6.4) 828986-1 1-968947-2 a 6 2-968947-1 a 6 cufe 2-968947-2 a 6 3-968947-1 a cusn0.20 1-1719504-1 a 4 cusn4 12 awg max. 3.0 e = 4.0  g = 4.2  d dr  = 2.0 h = 5.3 k = 5.0 d = 3.6 awg 12 = 2.0 1852291-3 - 3.5 6.0 7.6 26.8 828922-1 1-1719504-2 a see / siehe section a-a schnitt a-a see / siehe section b-b schnitt b-b see / siehe wire crimp drahtcrimp customer drawing 1355052 k.gerlach 14jun1999 m.bleicher - - - 10:1 1 1 a17 108-18063 114-18051 - - - mm - - - - - 1.5$ product group drawing for tab 2.8x0.8 produktgruppenzeichnung fuer flachstecker 2.8x0.8 - 2007 2007 00779 - - - a14 wrong dimensions in area b5-6 corrected to h=4.6 and k=5.1 27jul2010 kirs. schus a15 design 2 added. 21dec2011 kirs. schus a16 designs adapted. crimp heigth to pn 962843 added. drawing corrected. 01oct2012 kirs. merz a17 ecr-15-012070 13aug2015 jbjh bk 2.8 4.1 8.7 9.5 a b c d #0.5 0.5 3.85 +0.05 -0.10 0.8 3.1 0.7 max. 0.6 50$#5$ e #0.25 g #0.25 d dr  #0.15 h #0.25 k #0.25 d #0.15 h #0.25 k #0.25 d #0.2 ch #0.05 1 0.32 te   order-no.   stripform   bandware design   ausfuehrung unsealed / ungedichtet 2 1 1-968946-1 a 3 cusn4 >2.5 - 4.0   flr 2.7 - 3.7 e = 4.5   g = 4.7   d dr  = 2.3 h = 5,7   k = 5,9   d = 3,3 4.0 mm2 = 2.25 mqc applicator   2-541534-2 539635-1   matrize :   539723-2 4.3 6.6 8.5 28.5 1-968946-2 a 2-968946-1 a cufe 2-968946-2 a 3-968946-1 a cusn0.20 5 6 4 a a a a a a a a b wire crimp drahtcrimp strip form bandware  contact area pre silver min. 3m     cantilever spring plain     kontaktzone vorversilbert min, 3m     ueberfeder blank  contact body ni-plating min. 0.5m; contact area pre-gold min. 0.6m     over nickel; crimp area  pre-tin     cantilever spring plain     kontaktkoerper vernickelt min. 0.5m; kontaktzone vorvergoldet min. 0.6m  ueber nickel     crimpzone vorverzinnt; ueberfeder blank           in this area crack shaping at the surface permissible              in diesem bereich rissbildung in der oberflaeche zulaessig  pre-tin min. 1m; cantilever spring plain     vorverzinnt min. 1m; ueberfeder blank single wire seal einzeldichtungssystem a  awg 12 txl 828905-1 or / oder 282536-1     awg 12 gxl 638865-1  attention! construction of the contact cavity in the area     of the single wire seal is n6.4 +0.1 -0.05     achtung!  die kammer ist im bereich  der einzeldichtung     auf n6.4 +0.1 -0.05  auszulegen  punched with volatilizing stamping-oil     gestanzt mit verfluechtigendem stanzoel design 1 ausfuehrung 1 design 4 ausfuehrung 4 flr-/flk-wire flr-/flk-leitung  x10crni18-8 d-d e-e a-a b-b a b-b b 2:1 design 2 ausfuehrung 2 design 3 ausfuehrung 3 design 5 ausfuehrung 5 design 6 ausfuehrung 6 1 2 3 4 5 6 7 4 1 2 4 1 2 4 1 2 4 1 2 4 1 2 4 1 2 1 4 1 4 4 4 1 2 4 1 2 4 2 4 7 2 1 2 4 1 2 4 1 2 4 1 4 1 4 4 1 6 5 2 1 4 3
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