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		  Datasheet File OCR Text:


		  a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity ( ) 27.75 ( ) typ 2.5 ( ) typ 2.03 ( ) typ 1.24 10 left indicator down 2227226-6 10 left indicator up 2227226-5 10 no lightpipe 2227226-4 2 left indicator down 2227226-3 2 left indicator up 2227226-2 2 no lightpipe 2227226-1 contact finish description part number 3 5 6 7 8 9 10 a released for production 02mar2016 tx sh customer drawing 2227226 m.shirk 01aug2012 d.szczesny 01aug2012 - - 4:1 1 4 a 108-60102 114-60015 - - - mm - 0.25 0.15 - - - gp 00 cage and connector assembly, with emi gasket, 2x3, zqsfp+ stacked - 20 see note 1 see note 2 20 00779 by tyco electronics corporation ( ) 12.08 57.57 0.25 ( ) 28.5 57 ( ) typ 2 ( ) 25.4 ( ) typ 2.3 ( ) 29.59 25.22 0.25 ( ) 73.16 ( ) 62.05  1. materials:     cage assembly- nickel silver alloy per  astm b 122.     bracket- nickel silver alloy per  astm b 122.     emi spring- copper alloy, nickel plated.     emi gasket- plated filled silicone.     housing- polyester lcp with 94 v-0     chicklet- polyester lcp with 94 v-0     contact- copper alloy.     lightpipe- polycarbonate with 94 v-0  2. contact finish: 0.76m gold on mating end, 1.25m     tin on solder tail, all over 1.27m nickel.  datum and basic dimension established by customer.  4. minimum pcb thickness of 1.57.  the entire area of the connector footprint, indicated     by the dashed line, to be considered the keepout     area for components.  cross-hatched areas represent zones on the pcb that     come in contact with or be in close proximity to the     plastic housing or the connector cage. indicated     areas to be considered trace free.  part number and date code maked in approximate area     shown.  these holes are optional when pins on back of cage     are removed.  hatched area is placement zone for led.  led should     be centered within zone.  recommend 0805 package.  contact finish: 0.08m minimum gold over 0.68m palladium-nickel      on mating end, 1.25m tin on solder tail, all over 1.27m nickel. emi spring emi gasket bracket cage assembly contact housing chicklet dimensioning and tolerancing  per asme y14.5m-2009

 a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity - see sheet 1 - - - customer drawing 2227226 m.shirk 01aug2012 d.szczesny 01aug2012 - - 4:1 2 4 a 108-60102 114-60015 - - - mm - 0.25 0.15 - - - cage and connector assembly, with emi gasket, 2x3, zqsfp+ stacked - 20 see note 1 see note 2 20 00779 by tyco electronics corporation 57.85 ( ) 4.65 25.51 62.5 bottom of cutout in panel to top of pc board 0.19 distance between back of panel and front of pc board 6 0.3 ( ) 45.59  min pcb 1.57 ( ) height of light pipe 0.81 2227226-1/4 no lightpipe in assembly scale   3:1 2227226-3/6 left lightpipe indicator pointing to lower port scale   3:1 view   y-y recommended panel cutout and pc board, panel position scale   3:1 section   u-u 2227226-2/5 left lightpipe indicator pointing to upper port scale   3:1 section   v-v scale   3:1 lightpipe dimensioning and tolerancing  per asme y14.5m-2009 7

 a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity 4x  0 4x  0 9x  0 9x  0 - see sheet 1 - - - customer drawing 2227226 m.shirk 01aug2012 d.szczesny 01aug2012 - - 4:1 3 4 a 108-60102 114-60015 - - - mm - 0.25 0.15 - - - cage and connector assembly, with emi gasket, 2x3, zqsfp+ stacked - 20 see note 1 see note 2 20 00779 by tyco electronics corporation 1.05 0.05 bsc 19x  1.05 0.05 4.65 4x  9 4x  18 4x  27 4x  37.7 12x  42.85 4x  44.3 4x  49.15 4x  53.15 4x  57.15 9x  60.95 4.7 9.5 14.3 8x  19 23.7 28.5 33.3 8x  38 42.7 47.5 52.3 8x  57 12x  0.56 0.05 9x  0.56 0.05 19 4.375 3x  3.5 2.5 0.05 2.5 0.05 0.52  typ 0.7  typ 1.4 4x  4 4x  2.5  typ 0.8  typ 1.6  typ 2.4 4x  0.81 0.05 76x  0.37 0.05 b a c e d 1 2 3 4 5 19 18 17 16 15 38 37 36 35 34 20 21 22 23 24 1 2 3 4 5 19 18 17 16 15 38 37 36 35 34 20 21 22 23 24 recommended pc board layout component side of board pcb tolerance: #0.05 scale   5:1 see detail   g detail   g 3x individually scale   8:1 dimensioning and tolerancing  per asme y14.5m-2009 3 3 8 8 8 8 8 8 8 8 8 8 8

 a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity - see sheet 1 - - - customer drawing 2227226 m.shirk 01aug2012 d.szczesny 01aug2012 - - 4:1 4 4 a 108-60102 114-60015 - - - mm - 0.25 0.15 - - - cage and connector assembly, with emi gasket, 2x3, zqsfp+ stacked - 20 see note 1 see note 2 20 00779 by tyco electronics corporation 3.15 ( ) 4.65 66 4 13.5 32.35 6x  61 2x  19 57.5 6x  18.7 1.98 3x  7.1 3x  4.8 2x  3.76 2x  1.98 3x  15.24 1.78 6x  1.28 6x  2 6x  59.55 6x  3.3 6x  1 6x  1.4 6x  2.6 6x ( ) 2 4x  1.75 4x  4  typ 1.5  typ 3  typ 0.3 4x  4 4x  1.75 b a keepout areas component side of board scale   5:1 see detail   j see detail   l see detail   k see detail   h detail   j scale   10:1 detail   l scale   10:1 detail   k scale   10:1 detail   h scale   10:1 dimensioning and tolerancing  per asme y14.5m-2009 5 5 6 6 5 8 6 6 6 6
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