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		  Datasheet File OCR Text:


		  americas: +1.847 839.6907 ias-americaseastsales@lairdtech.com europe: +44.(0).1628.858941 ias-eusales@lairdtech.com asia: +86.21.5855.0827.127  ias-asiasales@lairdtech.com www.lairdtech.com typical electrical specifications  frequency 698 C 960 mhz / 1710 C 2700 mhz vswr 2.0:1 max. gain 698 C 960 mhz:   7.5 C 9.0 dbi ,  1700 C 2700 mhz:  5.7 C 9.5 dbi average efciency 698 C 960 mhz:   80% - 87%,   1700 C 2700 mhz:  60% - 85% 3 db beamwidth (vertcal plane) 698 C 960 mhz:   55 C 70 ,  1700 C 2700 mhz:   50 C 80 3 db beamwidth (horizontal plane) 698 C 960 mhz:   55 C 70 ,  1700 C 2700 mhz:   50 C 80 f/b rato , co-pol 698 C 960 mhz:  > 23 db,  1700 C 2700 mhz:   > 17 db cross polarizaton, axial 698 C 960 mhz:  > 25 db,  1700 C 2700 mhz:   > 17 db, typical 23 db isolaton > 25 db polarizaton slant  45o nominal impedance 50 ohms power 2 x 10 wats rf connector dual type n female ip class ip55 environmental conditons etsi en 300 019-2-4, class 4.1e. mount style wall/mast  w/mountng hardware (wall mount) radome and base plastc ul94 v0 rated (uv resisted) radome & base color: white, color code (sabic) wh9b034 material substance compliance rohs compliant temperature -40c to +70c dimensions 295 x 295 x 82 mm weight 1.46 kg multi-band directional panel antenna  the pas69278 antenna is a wide band dual port directional panel antenna with slant 45  polarization that covers the domestic lte700/cellular/pcs/aws/mds and global gsm900/ gsm1800/umts/lte2600 bands. the antenna is ideal for both indoor and outdoor applications.  it includes a uv stable radome enclosure that provides years of use without degradation to  either mechanical properties or aesthetics.  pas69278 698-960 mhz/1710-2700 mhz pole mount directonal panel antenna features & benefits ?   applicable for both 3g and 4g solutons ?  domestc lte 700 band and      global lte 2600 band ?  wimax 2300/2500 bands ?  domestc cellular and global gsm ?  weatherproof uv stable radome ?  wall mountng hardware included      (optonal mast mount kit available) ?  conformance to rohs applications ?  wireless terminal, point-of-sale,      machine to machine, ?  automatc meter reading and      home security specifications cables and connectors part number cable length connector PAS69278-91NF dual 91 cm (36) dual type n- female pas69278-fnf n/a (direct connect) dual type n- female 

  pas69278 698-960 mhz/1710-2700 mhz pole mount directonal panel antenna ant-ds-pas69278 090414  any information furnished by laird and its agents is believed to be accurate and reliable. all specifications are subject to change without notice. responsibility for the use and application of laird  materials rests with the end user, since laird and its agents cannot be aware of all potential uses.  laird makes no warranties as to the fitness, merchantability or suitability of any laird materials or  products for any specific or general uses.  laird, laird technologies, inc or any of its affiliates or agents shall not be liable for incidental or consequential damages of any kind.  all laird products are  sold pursuant to the laird technologies terms and conditions of sale in effect from time to time, a copy of which will be furnished upon request.  ? copyright 2014 laird technologies, inc.  all rights  reserved.  laird, laird technologies, the laird logo, and other marks are trademarks or registered trademarks of laird technologies, inc. or an affiliate company thereof.  other product or service  names may be the property of third parties.  nothing herein provides a license under any laird or any third party intellectual property rights. typical radiation patterns low band 698-960 mhz 698 mhz 960 mhz 1710 mhz 2700 mhz 2200 mhz 900 mhz high band 1710-2700 mhz 
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