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		  vf600  - g2 C 20.05.2015                                    page  1 of  4 www.osram.com osram apac                                           value flex  C vf600 - g2 technical datasheet technical operating data product color no. of  leds voltage [v dc]* power [w]* current [a]* wavelength color temp  [k]* lum. flux [lm]/meter * lum. flux [lm]/chain* vf600 - g2 - 827 - 06 white 216 24 46.0 1.92 2700 k 600 3600 vf600 - g2 - 830 - 06 white 216 24 46.0 1.92 3000 k 600 3600 vf600 - g2 - 840 - 06 white 216 24 46.0 1.92 4000 k 700 4200 vf600 - g2 - 865 - 06 white 216 24 46.0 1.92 6500 k 700 4200 ? size of printed circuit board (l x w x h): 5998 mm x 8 mm x 1.8 mm  ? size of smallest unit : 166mm ? the led pitch is 27.78mm ? connection possible at the reel end or at the cut points ? 24v constant voltage led modules ? colour consistency  vf600  - g2 C 20.05.2015                                    page  2 of  4 www.osram.com osram apac                                           minimum / maximum ratings product operating  temperature at  tc - point [  c]* storage temperature  [  c]* voltage range [v dc]* reverse voltage [v dc]* vf600 - g2 - 827 - 06 - 10  60 - 20  65 23  25 25 vf600 - g2 - 830 - 06 - 10  60 - 20  65 23  25 25 vf600 - g2 - 840 - 06 - 10  60 - 20  65 23  25 25 vf600 - g2 - 865 - 06 - 10  60 - 20  65 23  25 25 *) exceeding maximum ratings for operating and storage temperature will reduce expected life time or destroy the led modules. exceeding maximum ratings for operating voltage will cause hazardous overload and will likely destroy the led modules. the temperature of the led modules must be measured at the tc - point according to en60598 - 1 in a thermally constant status with a temperature sensor or a temperature sensitive label.  dimension safety information ? the led module itself and all its components must not be mechanically stressed. ? assembly must not damage or destroy conducting paths on the circuit board. ? to avoid mechanical damage, the led modules should be attached securely to the intended substrate. heavy vibration  should be avoided. the led module incorporates no protection against short circuits, overload or overheating. in  order to drive osram led - modules safely, it is absolutely necessary to operate them with an electronically  stabilized power supply protecting against short circuits, overload and overheating. for dimming applications attention should be paid to specific references in optotronic ? technical guide. to  also ease the luminaire/installation approval, electronic control gear for led or led modules must carry the ce mark. in europe the declarations of conformity must include the following standards: ce: en 61347 - 2 - 13, en 55015, en 61547 and en 61000 - 3 - 2. also check for the mark of an independent authorized certification institute. please see the relevant application guides for more detailed information . when using power supplies other than optotronic ? the following basic safety features are required, in addition to any  other application specific concerns and local safety codes. osram optotronic? electronic control gear complies to all relevant standards and guarantees safe operation.

 vf600  - g2 C 20.05.2015                                    page  3 of  4 www.osram.com osram apac                                           ? installation of led modules (with power supplies) needs to be made with regard to all applicable electrical and safety  standards . only qualified personnel should be allowed to perform installations. ? observe correct polarity!  incorrect  polarity will lead to no light  emission and may cause damage of the led module.    ? parallel connection is highly recommended as safe electrical operation mode. serial connection is not recommended.  unbalanced voltage drop can cause hazardous overload and damage the led module. ? the maximum length of vf600 - g2 is 6m with power feed at one end.     ? when mounting on metallic or otherwise conductive surfaces, there needs to be a electrical isolation at soldering points  between module and the mounting surface,  ? pay  attention to esd steps when mounting the module . ? please ensure that the power supply is of adequate power to operate the total load. ? led  modules are dimmable by means of pwm (pulse width modulation). it is recommended using the following osram  control gears: optotronic? ot dim, ot dali dim, ot dali dim  li. ? damage by corrosion will not be honored as a materials defect claim.  it is the users responsibility to provide suitable  protection against corrosive agents such as moisture and condensation and other harmful elements. ? for applications involving exposure to humidity and dust the module must be protected by a fixture or housing with a  suitable protection class.   assembly information ? the smallest electrical unit (seu) (166mm  - 6 leds) can be removed by cutting at the printed marks at the side. ? after cutting connect the module via ip20  connectsystem . insert module into connector and apply pressure on a hard  surface until locked. ? the mounting of the single led coupons is facilitated by means of the double - sided adhesive on the back surface of the  module. care must be taken to provide a clean and dry mounting surface, free of oils or silicone coatings as well as dirt  particle. the mounting substrate must have sufficient structural integrity. take care to completely remove the adhesive  backing. once the module is appropriately positioned, press on the module with about 20n/cm2 (refer to application  techniques of  tesa adhesive transfer tapes). to support adhesion at higher temperatures, use additional mounting brackets  if temperature exceeds tc = 60  c. ? the minimum bending radius is 5 cm. ? when installing in environments with large variations in temperature (e.g. outdoor applications) and operating length of  more than 2 m, the use of adequate mounting surfaces is necessary . otherwise it is advisable to use an additional thicker  adhesive tape to absorb the stress of any mismatch in expansion. ? if temperature exceeds tc = 60  c, additional mounting brackets are needed. ? pay attention to avoid highly corrosive atmospheres, e.g. permanent high humidity or hydrogen sulfide (h2s). with current  led technology, h2s is causing accelerated corrosion which will lead to shortened time life or premature failure. sources  for h2s may be rubber, foamed rubber, soft - foam - tapes, sealing on rubber basis, natural sources (e.g. sulfur springs), etc.  to avoid h2s from sulfur - vulcanized rubber it is necessary to switch to silicon based materials or rubber that is peroxid - crossl inked. ? indication may be found in the material datasheet of the rubber supplier.

 vf600  - g2 C 20.05.2015                                    page  4 of  4 www.osram.com osram apac                                           product code product name ean 10* s - unit* vf600 - g2 - 827 - 06 value  flex 600lm/m g2  2700k 4052899316706 20 vf600 - g2 - 830 - 06 value flex 600lm/m g2  3000k 4052899316720 20 vf600 - g2 - 840 - 06 value flex 600lm/m g2  4000k 4052899316744 20 vf600 - g2 - 865 - 06 value flex 600lm/m g2  6500k 4052899316768 20 sales and technical support ordering  guide *  ean 10:  ordering number per single sale unit * s - unit: modules / accessory number per shipping unit note: typical performance data are subject to change without any further notice, particularly as led technology evolves. osram asia pacific  5/f, hantang building, oct shennan ave, nan shan district, 518053, shenzhen, guangdong, p.r.  china www.osram.com sales and technical support is given by the  local osram subsidiaries.                                           on our world wide homepage all osram  subsidiaries are listed with complete address  and phone numbers. slimconnect system  product code ean 10* s - unit* lf - 2pin flex sc 4008321832436 10 lf - conn flex sc 4008321832467  25
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