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		  Datasheet File OCR Text:


		      agamem microelectronics inc.   AA88048   preliminary  ccd signal process & digital interface  ic    ? copyright agamem microelectronics inc.    www.agamem.com.tw         2009/03/24      ver  1.0   agamem  microelectronics  incoperation  reserves  the  r ight  to  make  changes  without  further  notice to  any  products  herein  to  improve  reliability,  func tion  or  design.  agamem  does  not  assume  any          liability  arising  out  of  the  application  or  use  of  any  products  or  circuit  described  herein;  neither   does  it  convey  any  license  under  its  patent  rights ,  nor  the  rights  of  others.     1      description     the AA88048 is a cmos single-chip signal processing  ic for ccd area sensors which includes correlated  double  sampling  circuit  (cds),  clamp  circuit,  programmable   gain  amplifier  (pga),  reference  voltage  generator,   black  level  detection  circuit,  18  mhz  10-bit  analog-to-di gital  converter  (adc),  timing  generator  for  interna lly  required  pulses, and serial interface for internal function  control and pga gain control,      features    ?low power consumption: 80 mw (typ.)  wide gain range:    1.94 to 36 db (gain step: 0.047 db/step)  high speed sample-and-hold circuits: pulse width 11  ns (min.)  independent cds and pga gain control    cds : ?1.94/0/6/12 db  pga: 0 to 24 db  black level canceller  settling target: 16 to 127 lsb  capable of independent input of adc conversion cloc k and data output clock  power down mode: less than 1 mw  built-in serial interface  10-bit adc operating up to 18 mhz  dnl: 0.6 lsb (typ.)  maximum input level of ccd signals: 1.1 vp-p  accepts a direct signal input to adc or pga (input  level: 1.0 vp-p (typ.))  single 2.7 to 3.6 v power supply  package: 48-pin qfp* (p-qfp048-0707) 0.5 mm pin-pit ch      block diagram      	
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