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		  Datasheet File OCR Text:


		  1   1   macom technology solutions inc. (macom) and its affiliates reserve the right to make changes to the product(s) or information   co ntained herein without notice.    visit  www.macom.com   for additional data sheets and product information.       for further information and support please visit:   https://www.macom.com/support   1   step recovery diode       rev.  v1   msd7xx series   features   ?   low transition time   ?   high efficiency   ?   high cutoff frequency   ?   high reliability   ?   rohs* compliant     description   the  msd7xx  series  of  step  recovery  diodes  are  designed  with  epitaxial  silicon  which  provides  high  output  power  and  efficiency  in  harmonic  generator  applications.  these  diodes  are  manufactured  using  a  proven  diode  fabrication  process  for  high  reproducibility.  a  unique  silicon  dioxide  passivation  process  assures  greater  stability  reliability  and  low  leakage currents at high temperatures.      these  diodes  are  available  in  various  package  outlines  with  capacitance  ranges  for  each  of  the  4  voltage ratings.     this rugged device is capable of reliable operation in  all military, commercial and industrial applications.   * restrictions on hazardous substances, european union directive 2011/65/eu.   electrical specifications @ t a   = 25c:   voltage breakdown (v b ) = 15 v min. @ 10 a   lifetime (t l ) = 8 ns min. and transition time (t t ) = 60 ps max. @ i f   6 ma / i r   10 ma   junction capacitance (c j )   @ 6 v, 1 mhz   series resistance (r s )   @ 25 ma   thermal resistance (  jc )   pulsed   model    minimum   maximum   maximum   pf      c/w   MSD700   0.2  -   0.4   1.20   125   msd701   0.4  -   0.6   1.00   100   msd702   0.6  -   0.8   0.70   100   msd703   0.8  -   1.0   0.50   75   msd704   1.0  -   1.4   0.40   75   msd705   1.4  -   2.0   0.30   60   msd706   2.0  -   3.0   0.25   60  

 2   2   macom technology solutions inc. (macom) and its affiliates reserve the right to make changes to the product(s) or information   co ntained herein without notice.    visit  www.macom.com   for additional data sheets and product information.       for further information and support please visit:   https://www.macom.com/support   2   step recovery diode       rev.  v1   msd7xx series   electrical specifications @ t a   = 25c:   voltage breakdown (v b ) = 20 v min. @ 10 a   lifetime (t l ) = 11 ns min. and transition time (t t ) = 70 ps max. @ i f   6 ma / i r   10 ma   junction capacitance (c j )   @ 6 v, 1 mhz   series resistance (r s )   @ 25 ma   thermal resistance (  jc )   pulsed   model    minimum   maximum   maximum   pf      c/w   msd710   0.2  -   0.4   1.00   100   msd711   0.4  -   0.6   0.70   75   msd712   0.6  -   0.8   0.60   75   msd713   0.8  -   1.0   0.50   75   msd714   1.0  -   1.4   0.40   75   msd715   1.4  -   2.0   0.30   60   msd716   2.0  -   3.0   0.25   60   electrical specifications @ t a   = 25c:   voltage breakdown (v b ) = 30 v min. @ 10 a   lifetime (t l ) = 17 ns min. and transition time (t t ) = 100 ps max. @ i f   6 ma / i r   10 ma   junction capacitance (c j )   @ 6 v, 1 mhz   series resistance (r s )   @ 25 ma   thermal resistance (  jc )   pulsed   model    minimum   maximum   maximum   pf      c/w   msd720   0.2  -   0.4   0.80   75   msd721   0.4  -   0.6   0.60   60   msd722   0.6  -   0.8   0.50   60   msd723   0.8  -   1.0   0.40   60   msd724   1.0  -   1.4   0.30   60   msd725   1.4  -   2.0   0.25   50   msd726   2.0  -   3.0   0.20   50  

 3   3   macom technology solutions inc. (macom) and its affiliates reserve the right to make changes to the product(s) or information   co ntained herein without notice.    visit  www.macom.com   for additional data sheets and product information.       for further information and support please visit:   https://www.macom.com/support   3   step recovery diode       rev.  v1   msd7xx series   absolute maximum ratings   parameter   absolute maximum   junction temperature   +150c   operating temperature   - 55c to +150c   storage temperature   - 65c to +200c   environmental capabilities   the  msd7xx  series  of  step  recovery  diodes  are    capable  of  meeting  the  environmental  requirements  of mil - std - 750 and mil - std - 883.     esd & moisture sensitivity level rating   these  electronic  devices   are  sensitive  to  electrostatic  discharge  (esd)  and  can  be  damaged  by  static  electricity.  proper  esd  prevention  proce- dures  should  be  followed.  the  esd  rating  for  this  device is class 0 (hbm).   assembly instructions   die attach of the msd7xx srd chip diodes may be  accomplished  with  eutectic  solders,  such  as            80 au / 20 sn, or conductive epoxy. the leads of the  beam lead device may be attached to a hybrid circuit  using  thermo  compression  bonding  or  conductive  epoxy.   electrical specifications @ t a   = 25c:   voltage breakdown (v b ) = 15 v min. @ 10 a   lifetime (t l ) = 8 ns min. and transition time (t t ) = 60 ps max. @ i f   6 ma / i r   10 ma   junction capacitance (c j )   @ 6 v, 1 mhz   series resistance (r s )   @ 25 ma   thermal resistance (  jc )   pulsed   model    minimum   maximum   maximum   pf      c/w   msd730   0.2  -   0.4   0.80   50   msd731   0.4  -   0.6   0.60   50   msd732   0.6  -   0.8   0.50   50   msd733   0.8  -   1.0   0.40   50   msd734   1.0  -   1.4   0.30   50   msd735   1.4  -   2.0   0.25   40   msd736   2.0  -   3.0   0.20   40  

 4   4   macom technology solutions inc. (macom) and its affiliates reserve the right to make changes to the product(s) or information   co ntained herein without notice.    visit  www.macom.com   for additional data sheets and product information.       for further information and support please visit:   https://www.macom.com/support   4   step recovery diode       rev.  v1   msd7xx series   macom technology solutions inc. all rights reserved.   information  in  this  document  is  provided  in  connection  with  macom  technology  solutions  inc  ("macom") products.  these  materials  are  provided  by  macom  as  a  service  to  its  customers  and  may  be  used  for              informational purposes only. except as provided in macom's terms and conditions of sale for such products or  in  any  separate  agreement  related  to  this  document,  macom  assumes  no  liability  whatsoever.  macom         assumes  no  responsibility  for  errors  or  omissions  in  these  materials.  macom  may  make  changes  to            specifications  and  product  descriptions  at  any  time,  without  notice.  macom  makes  no  commitment  to  update  the  information  and  shall  have  no  responsibility  whatsoever  for  conflicts  or  incompatibilities  arising  from future  changes to its specifications and product descriptions. no license, express or implied, by estoppels or otherwise,  to any intellectual property rights is granted by this document.     these materials are provided "as is" without warranty of any kind, either express or  implied,  relating  to  sale  and/or  use  of  macom  products  including  liability  or           warranties  relating  to  fitness  for  a  particular  purpose,  consequential  or                  incidental  damages,  merchantability,  or  infringement  of  any  patent,  copyright  or  other  intellectual  property  right.  macom  further  does  not  warrant  the  accuracy  or completeness of the information, text, graphics or other items contained within  these  materials.  macom  shall  not  be  liable  for  any  special,  indirect,  incidental,  or  consequential damages, including without limitation, lost revenues or lost profits,  which may result from the use of these materials.     macom  products  are  not  intended  for  use  in  medical,  lifesaving  or  life  sustaining  applications.  macom         customers using or selling  macom  products for use in such applications do so  at their own risk and agree to  fully indemnify macom for any damages resulting from such improper use or sale.  
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