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		  Datasheet File OCR Text:


		  long life snap-ins, 105 lxg series ? endurance with ripple current : 5,000 hours at 105  ? non solvent resistant type ? rohs compliant  specifications category temperature range rated voltage range capacitance tolerance leakage current dissipation factor low temperature characteristics (max. impedance ratio) endurance shelf life items - 40 to +105 10 to 100v dc  20% (m) i=0.02cv or 3ma, whichever is smaller. where, i : max. leakage current (  a), c : nominal capacitance (  f), v : rated voltage (v) rated voltage (v dc ) capacitance change : capacitance at the lowest operating temperature shall not be less than 70% of the 20 value. rated voltage (v dc ) z( - 25)/z(+20) z( - 40)/z(+20) t he f ollowing  specif icat ions  shall  be  sat isf ied  when t he  capacit ors  are  rest ored t o   2 0  a fter  subject ed t o   dc  volt age  wit h   rat ed  ripple current  is  applied (the peak voltage shall not exceed the rated voltage) for  5 , 000  hours  a t  105. capacitance change Q 25% of the initial value Q 250% of the initial specified value leakage current Q the initial specified value the following specifications shall be satisfied when the capacitors are restored to 20   after exposing them for 500 hours at 105   without  volt age  applied.  bef ore t he  measurement, the  capacit or  shall  be  precondit ioned  by  applying  volt age  according t o  item  4 . 1   o f  j i s  c   5101-4. capacitance change Q 20% of the initial value d.f. (tan  ) Q 150% of the initial specified value leakage current Q the initial specified value characteristics 10v 0.60 16v 0.45 25v 0.30 35v 0.25 50v 0.20 63v 0.15 80 & 100v 0.15 80 & 100v 2 5 10v 4 15 16v 4 15 25v 3 10 35v 3 8 50v 2 6 63v 2 6 (at 20, 120hz) (at 20 after 5 minutes) (at 20, 120hz) (at 120hz) (tan  ) tan   (max.) d.f. (tan  )  dimensions [mm]  t er minal code :   vs (  22 to  35) :  standard  pc board pin-out 2 - 1.2  6 5  0.5 14.2  1 4.2  0.5 v ent 4.5  1 l  2  d+1max. negative mark slee v e (pet :  bro wn)  t er minal code :  li (  35) * 4.0  0.5  d +1max. l  2 negative mark slee v e (pet :  bro wn) pc board pin-out 10 2 -  2 *  d=35mm :  3.5  0.5mm the standard design has no plastic disc. vent  part numbering system p leas e  r e f e r to  "product code  guide (snap- in type) " supplement code size code capacitance tolerance code capacitance code (ex. 390f:391, 3,300 f:332) dummy terminal code terminal code (vs, li) voltage code (ex. 10v:100, 100v:101) series code category e l x g a a a v s n a a a a a a s m 1 3 4 2 6 7 8 9 10 13 12 5 18 17 16 11 15 14  rated ripple current multipliers  f requency multipliers  50 0.95 0.92 120 1.00 1.00 300 1.03 1.07 1k 1.05 1.13 10k 1.08 1.19 50k 1.08 1.20 frequency (hz) 10 to 50v dc   63 to 100v dc the endurance of capacitors is reduced with internal heating produced by ripple current at the rate of halving the lifetime with every 5   rise. when long life performance is required in actual use, the rms ripple current has to be reduced. longer life lxg kmq  p215 252  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001n large capacitance aluminum electrolytic capacitors

 long life snap-ins, 105 lxg series  standard ratings 10 6,800 2225 0.60  1.30  elxg100vsn682mp25s 10,000 2230 0.60  1.65  elxg100vsn103mp30s 10,000 25.425 0.60  1.64  elxg100vsn103mq25s 12,000 2235 0.60  1.85  elxg100vsn123mp35s 12,000 25.430 0.60  1.85  elxg100vsn123mq30s 12,000 3025 0.60  1.89  elxg100vsn123mr25s 15,000 2240 0.60  2.12  elxg100vsn153mp40s 15,000 25.435 0.60  2.16  elxg100vsn153mq35s 18,000 2250 0.60  2.45  elxg100vsn183mp50s 18,000 25.440 0.60  2.43  elxg100vsn183mq40s 18,000 3030 0.60  2.37  elxg100vsn183mr30s 18,000 3525 0.60  2.42  elxg100vsn183ma25s 22,000 3035 0.60  2.73  elxg100vsn223mr35s 22,000 3530 0.60  2.79  elxg100vsn223ma30s 27,000 25.450 0.60  3.11  elxg100vsn273mq50s 27,000 3040 0.60  3.13  elxg100vsn273mr40s 33,000 3535 0.60  3.49  elxg100vsn333ma35s 39,000 3050 0.60  3.99  elxg100vsn393mr50s 39,000 3540 0.60  3.96  elxg100vsn393ma40s 47,000 3550 0.60  4.62  elxg100vsn473ma50s 16 5,600 2225 0.45  1.44  elxg160vsn562mp25s 6,800 2230 0.45  1.66  elxg160vsn682mp30s 6,800 25.425 0.45  1.66  elxg160vsn682mq25s 8,200 2235 0.45  1.87  elxg160vsn822mp35s 10,000 2240 0.45  2.12  elxg160vsn103mp40s 10,000 25.430 0.45  2.07  elxg160vsn103mq30s 10,000 3025 0.45  2.11  elxg160vsn103mr25s 12,000 25.435 0.45  2.37  elxg160vsn123mq35s 12,000 3030 0.45  2.37  elxg160vsn123mr30s 12,000 3525 0.45  2.42  elxg160vsn123ma25s 15,000 2250 0.45  2.74  elxg160vsn153mp50s 15,000 25.440 0.45  2.71  elxg160vsn153mq40s 18,000 25.450 0.45  3.11  elxg160vsn183mq50s 18,000 3035 0.45  3.02  elxg160vsn183mr35s 18,000 3530 0.45  3.09  elxg160vsn183ma30s 22,000 3040 0.45  3.46  elxg160vsn223mr40s 22,000 3535 0.45  3.49  elxg160vsn223ma35s 27,000 3050 0.45  4.07  elxg160vsn273mr50s 27,000 3540 0.45  4.04  elxg160vsn273ma40s 39,000 3550 0.45  5.16  elxg160vsn393ma50s 25 3,900 2225 0.30  1.31  elxg250vsn392mp25s 4,700 2230 0.30  1.51  elxg250vsn472mp30s 4,700 25.425 0.30  1.51  elxg250vsn472mq25s 5,600 2235 0.30  1.70  elxg250vsn562mp35s 6,800 2240 0.30  1.92  elxg250vsn682mp40s 6,800 25.430 0.30  1.87  elxg250vsn682mq30s 6,800 3025 0.30  1.90  elxg250vsn682mr25s 8,200 25.435 0.30  2.14  elxg250vsn822mq35s 8,200 3030 0.30  2.15  elxg250vsn822mr30s 8,200 3525 0.30  2.19  elxg250vsn822ma25s 10,000 2250 0.30  2.45  elxg250vsn103mp50s 10,000 25.440 0.30  2.43  elxg250vsn103mq40s 12,000 25.450 0.30  2.78  elxg250vsn123mq50s 12,000 3035 0.30  2.70  elxg250vsn123mr35s 12,000 3530 0.30  2.76  elxg250vsn123ma30s 15,000 3040 0.30  3.13  elxg250vsn153mr40s 15,000 3535 0.30  3.16  elxg250vsn153ma35s 18,000 3050 0.30  3.64  elxg250vsn183mr50s 18,000 3540 0.30  3.61  elxg250vsn183ma40s 27,000 3550 0.30  4.70  elxg250vsn273ma50s 35 2,200 2225 0.25  1.10  elxg350vsn222mp25s 3,300 2230 0.25  1.42  elxg350vsn332mp30s 3,300 25.425 0.25  1.41  elxg350vsn332mq25s 3,900 2235 0.25  1.58  elxg350vsn392mp35s 3,900 25.430 0.25  1.58  elxg350vsn392mq30s 4,700 2240 0.25  1.78  elxg350vsn472mp40s 4,700 3025 0.25  1.77  elxg350vsn472mr25s 35 5,600 25.435 0.25  1.98  elxg350vsn562mq35s 5,600 3030 0.25  1.98  elxg350vsn562mr30s 5,600 3525 0.25  2.03  elxg350vsn562ma25s 6,800 2250 0.25  2.26  elxg350vsn682mp50s 6,800 25.440 0.25  2.24  elxg350vsn682mq40s 8,200 25.450 0.25  2.57  elxg350vsn822mq50s 8,200 3035 0.25  2.50  elxg350vsn822mr35s 8,200 3530 0.25  2.55  elxg350vsn822ma30s 10,000 3040 0.25  2.86  elxg350vsn103mr40s 10,000 3535 0.25  2.88  elxg350vsn103ma35s 12,000 3050 0.25  3.32  elxg350vsn123mr50s 12,000 3540 0.25  3.30  elxg350vsn123ma40s 18,000 3550 0.25  4.29  elxg350vsn183ma50s 50 1,500 2225 0.20  1.02  elxg500vsn152mp25s 1,800 2230 0.20  1.17  elxg500vsn182mp30s 1,800 25.425 0.20  1.17  elxg500vsn182mq25s 2,200 2235 0.20  1.33  elxg500vsn222mp35s 2,700 2240 0.20  1.51  elxg500vsn272mp40s 2,700 25.430 0.20  1.47  elxg500vsn272mq30s 2,700 3025 0.20  1.50  elxg500vsn272mr25s 3,300 25.435 0.20  1.70  elxg500vsn332mq35s 3,300 3030 0.20  1.70  elxg500vsn332mr30s 3,300 3525 0.20  1.74  elxg500vsn332ma25s 3,900 2250 0.20  1.91  elxg500vsn392mp50s 3,900 25.440 0.20  1.89  elxg500vsn392mq40s 4,700 3035 0.20  2.11  elxg500vsn472mr35s 4,700 3530 0.20  2.16  elxg500vsn472ma30s 5,600 25.450 0.20  2.38  elxg500vsn562mq50s 5,600 3040 0.20  2.39  elxg500vsn562mr40s 5,600 3535 0.20  2.41  elxg500vsn562ma35s 6,800 3050 0.20  2.79  elxg500vsn682mr50s 6,800 3540 0.20  2.78  elxg500vsn682ma40s 10,000 3550 0.20  3.57  elxg500vsn103ma50s 63 1,000 2225 0.15  1.00  elxg630vsn102mp25s 1,200 2230 0.15  1.15  elxg630vsn122mp30s 1,200 25.425 0.15  1.15  elxg630vsn122mq25s 1,50 0 2235 0.15  1.32  elxg630vsn152mp35s 1,800 2240 0.15  1.49  elxg630vsn182mp40s 1,800 25.430 0.15  1.45  elxg630vsn182mq30s 1,800 3025 0.15  1.48  elxg630vsn182mr25s 2,200 25.435 0.15  1.67  elxg630vsn222mq35s 2,200 3030 0.15  1.68  elxg630vsn222mr30s 2,200 3525 0.15  1.71  elxg630vsn222ma25s 2,700 2250 0.15  1.92  elxg630vsn272mp50s 2,700 25.440 0.15  1.90  elxg630vsn272mq40s 2,700 3035 0.15  1.93  elxg630vsn272mr35s 3,300 25.450 0.15  2.20  elxg630vsn332mq50s 3,300 3530 0.15  2.18  elxg630vsn332ma30s 3,900 3040 0.15  2.41  elxg630vsn392mr40s 3,900 3535 0.15  2.43  elxg630vsn392ma35s 4,700 3050 0.15  2.80  elxg630vsn472mr50s 4,700 3540 0.15  2.78  elxg630vsn472ma40s 6,800 3550 0.15  3.55  elxg630vsn682ma50s 80 680 2225 0.15  0.97  elxg800vsn681mp25s 820 2230 0.15  1.12  elxg800vsn821mp30s 1,000 2235 0.15  1.27  elxg800vsn102mp35s 1,000 25.425 0.15  1.23  elxg800vsn102mq25s 1,200 2240 0.15  1.42  elxg800vsn122mp40s 1,200 25.430 0.15  1.39  ELXG800VSN122MQ30S 1,200 3025 0.15  1.41  elxg800vsn122mr25s 1,500 25.435 0.15  1.62  elxg800vsn152mq35s 1,800 2250 0.15  1.84  elxg800vsn182mp50s 1,800 25.440 0.15  1.82  elxg800vsn182mq40s 1,800 3030 0.15  1.78  elxg800vsn182mr30s 1,800 3525 0.15  1.82  elxg800vsn182ma25s 2,200 25.450 0.15  2.11  elxg800vsn222mq50s 2,200 3035 0.15  2.05  elxg800vsn222mr35s wv (v dc ) cap (f) case size  d  l(mm)  d  l(mm) t a n  rate d r ipple   current (arms/ 105,120hz) p ar t no. wv (v dc ) cap case size rate d r ipple   current (arms/ 105,120hz) p a r t no. t a n  (f) 253  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001n large capacitance aluminum electrolytic capacitors

 long life snap-ins, 105 lxg series  standard ratings wv (v dc ) cap (f) case size  d  l(mm) t a n  rate d r ipple   current (arms/ 105,120hz) p ar t no. 80 2,200 35  30 0.15  2.09  elxg800vsn222ma30s 2,700 30  40 0.15  2.35  elxg800vsn272mr40s 2,700 35  35 0.15  2.37  elxg800vsn272ma35s 3,300 30  50 0.15  2.75  elxg800vsn332mr50s 3,300 35  40 0.15  2.73  elxg800vsn332ma40s 4,700 35  50 0.15  3.46  elxg800vsn472ma50s 100 390 22  25 0.15  0.78  elxg101vsn391mp25s 560 22  30 0.15  0.99  elxg101vsn561mp30s 560 25.4  25 0.15  0.98  elxg101vsn561mq25s 680 22  35 0.15  1.12  elxg101vsn681mp35s 820 22  40 0.15  1.26  elxg101vsn821mp40s 820 25.4  30 0.15  1.23  elxg101vsn821mq30s 820 30  25 0.15 1.25  elxg101vsn821mr25s wv (v dc ) cap case size rate d r ipple   current (arms/ 105,120hz) p ar t no. 100 1,000 25.4  35 0.15  1.41  elxg101vsn102mq35s 1,000 30  30 0.15  1.42  elxg101vsn102mr30s 1,000 35  25 0.15  1.45  elxg101vsn102ma25s 1,200 22  50 0.15  1.60  elxg101vsn122mp50s 1,200 25.4  40 0.15  1.59  elxg101vsn122mq40s 1,200 30  35 0.15  1.61  elxg101vsn122mr35s 1,500 25.4  50 0.15  1.86  elxg101vsn152mq50s 1,500 30  40 0.15  1.87  elxg101vsn152mr40s 1,500 35  30 0.15  1.85  elxg101vsn152ma30s 1,800 35  35 0.15  2.07  elxg101vsn182ma35s 2,200 30  50 0.15  2.40  elxg101vsn222mr50s 2,200 35  40 0.15  2.39  elxg101vsn222ma40s 2,700 35  50 0.15  2.81  elxg101vsn272ma50s t a n   d  l(mm) (f)  maximum impedance  [m  /20  , 30khz] 10 to 63 100 80 22  25 22  30 22  35 22  40 22  50 25.4  25 25.4  30 25.4  35 25.4  40 25.4  50 30  25 30  30 30  35 30  40 30  50 35  25 35  30 35  35 35  40 35  50 case size   d  l(mm) v dc 120 100 80 70 50 90 70 60 50 40 70 50 40 35 25 65 45 38 30 23 150 120 95 80 60 110 85 70 60 45 80 60 50 40 30 70 50 40 30 25 254  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001n large capacitance aluminum electrolytic capacitors
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