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		  Datasheet File OCR Text:


		  digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  mc5610-mc5619               fast  recovery silicon rectifiers    maximum ratings  parameter  mc5610-mc5612  mc5613-mc5616  MC5617-mc5619  operating temperature range  -55 to 150c  -65 to +150c  -65 to +125c  storage temperature range  -65 to +175c  thermal resistance  38c/w junction to lead at 3/8? lead length from body  solder temperature  260c for 10 s maximum    electrical characteristics   maximum  forward  voltage  maximum  reverse  current  maximum  reverse  current  maximum  forward  surge  working  peak  reverse  voltage  rms  voltage  maximum  reverse  recovery  time (1)   average rectified  current (2)   i r  @ v rwm  i r  @ v rwm   v rwm  v r(rms)   @ t l  =  55c  @ t l  =  100c  v f  @ 100ma  25c 100c  @ 8.3 ms  t rr   part  number  volts volts  ma  ma  volts  a  a  amps  ns  mc5610  1500 1050  790  415  3.0  1.0  25  8  300  mc5611  2000 1400  630  330  4.0  1.0  25  6  300  mc5612  2500 1750  530  280  5.0  1.0  25  5  300  mc5613  1500 1050  975  515  3.0  1.0  20  8  300  mc5614  2000 1400  790  415  4.0  1.0  20  6  300  mc5615  2500 1750  665  350  5.0  1.0  20  5  300  mc5616  3000 2100  570  300  6.0  1.0  20  4  300  MC5617  4000 2800  330  120  8.0  2.5  50  3  300  mc5618  4500 3150  300  110  9.0  2.5  50  2.7  300  mc5619  5000 3500  275  100  10.0  2.5  50  2.5  300  note 1: i f  = 50ma, i rm  = 100ma, i r(rec)  = 25ma.  note 2: heat sink 3/8? from body.    mechanical characteristics    case  digi l  marking  body painted, alpha-numeric  polarity  cathode band      available non-rohs (standard) or rohs compliant (add pbf suffix).  available as ?hr? (high reliability) screened per mil-prf- 19500, jantx level. add ?hr?  suffix to base part number.     fax +1.908.245-0555  sales@digitroncorp.com   www.digitroncorp.com      rev. 20121128 
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