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		  Datasheet File OCR Text:


		  75 fox electronics          5570 enterprise parkway          fort myers, florida 33905          usa +1.239.693.0099          fax +1.239.693.1554 an integrated device technology, inc. company           fox online . com rev. 5/28/2010 32.768 khz FXA135 model number part number 739a-frequency-xxxxx   ? part number frequency range (mhz) features ?  aec-q200 qualified ?  ultra low profile ?  0.9mm height   ?  long term stability ?  tape and reel (3,000 pcs. std) max   (unless otherwise noted) 32.768 khz 20 ppm -0.04 ppm / (?oc) 2 +20oc ~ +30oc -40oc ~ +125oc -40oc ~ +125oc 80 k? 12.5pf (standard)* 500 m? min 0.5 w 0.1 w typ. 3 ppm 260oc / 10 seconds 1   au over ni parameters frequency frequency tolerance @ 25oc frequency stability, ref @ 25oc       (temperature coefficient) temperature range   turnover (t o)   operating  (t opr )   storage  (t stg ) equivalent series resistance (r s ) load capacitance  (c l ) insulation resistance @ 100v dc drive level aging per year   maximum soldering temp / time   moisture sensitivity level (msl) termination finish ? standard specifications note: dimensional drawing is for reference to critical specifications defined by size measurements.   certain non-critical visual attributes, such as side castellations, etc. may vary. the above specifications, having been carefully prepared and checked, are believed to be accurate at the time  of publication; however, no responsibility is assumed by fox electronics for inaccuracies. *  other cls available with conditions. contact fox technical support for specific requirements. rev. 1/29/2014 http://www.foxonline.com/need_a_sample.htm model: FXA135 page 1 of  2 ceramic automotive grade smd tuning fork rohs compliant / pb free / reach compliant all dimensions are in millimeters.

 fox electronics          5570 enterprise parkway          fort myers, florida 33905          usa +1.239.693.0099          fax +1.239.693.1554 an integrated device technology, inc. company           fox online . com ? tape specifications  (millimeters) model FXA135 a ? 1.5 b 4.0 c 4.0 d 5.5 e 12.0 f 1.0 std reel qty 3,000 ? reel specifications  (millimeters) g 2.0 h ? 13 i ? 21 j ? 60 k ? 180 l 13.0 m 1.2 model FXA135 rev. 1/29/2014 http://www.foxonline.com/need_a_sample.htm model: FXA135 3djhri rohs compliant / pb free / reach compliant ceramic automotive grade smd tuning fork
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