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		  Datasheet File OCR Text:


		  (v)tpl75 series from 2.0ppm stability over -30c to 85c  low jitter specification esd sensitive device, moisture sensitive level - 1                                    parameters                                                                                        specification                                                                          remarks  frequency range  f_nom  12.0mhz ~ 800.0mhz    supply voltage vcc   3.3v    initial frequency tolerance   f_tol  vcc*0.45)  active  disable ( tcxo part number generation tpl75 2600 m b x n m x x h l -pf act series code frequency (mhz) eg. 26.00mhz temp.  stability  (ppm) supply  voltage (v) operating  temp. range  (c) frequency  tuning         (ppm) output  waveform mechanical  tuning    (ppm) polarity duty  cycle (%/%) tape  &  reel rohs tpl75 < 100mhz first 4 digit of  frequency > 100mhz  first 5 digit of  frequency 1.0 = p 2.0 = n 2.5 = m 3.0 = l 4.0 = j 5.0 = f 3.3v = b     0 ~ +50  = d -10 ~ +60 = f -20 ~ +70 = b -30 ~ +75 = w -30 ~ +85 = x -40 ~ +85 = k none  = n lvpecl = m none =  x none = x 45/55 = h loose  = l 1000  = c 2000  = e -pf note: it is important to suffix the above part numb er with full frequency required to give a completed  part number as illustrated below. full example part number :  tpl752600mbxnmxxhl-pf [26mhz], tpl751474mbxnmxxhl-p f [14.7456mhz] vc-tcxo part number generation vtp75 1474 m b x e m x d p e h l -pf act series code frequency (mhz) eg.  14.7456mhz temp.  stability  (ppm) supply  voltage (v) operating  temp. range  (c) frequency  tuning         (ppm) output  waveform mechanical  tuning    (ppm) electrical  tuning (ppm) polarity linearity duty cycle tape  &  reel rohs  code vtp75 < 100mhz first 4 digit  of frequency > 100mhz  first 5 digit  of frequency 1.0 = p 2.0 = n 2.5 = m 3.0 = l 4.0 = j 5.0 = f 3.3v = b    0 ~ 50   = d -10 ~ +60 = f -20 ~ +70 = b -30~ +75 = w -30 ~ +85 = x -40 ~ +85 = k voltage  control  only   =  e lvpecl = m none  =   x 5.0  =   d positive  =p 10%  = e 45/55 = h loose = l 1000  = c 2000  = d -pf note: it is important to suffix the above part numb er with full frequency required to give a completed  part number as illustrated below. full example part number :   vtp751474mbxemxdpehl-pf (14.7456mhz) (v)tpl75 series tcxo/vc-tcxo, 7.0 x 5.0mm, lvpecl output advanced crystal technology (a wholly owned acal bf i company) tel: +44 (0) 118 978 8878  email info@actcrystals.c om / www.actcrystals.com  iso9001 registered  specifications subject to change without notificati on 

 (v)tpl75 series tcxo/vc-tcxo, 7.0 x 5.0mm, lvpecl output advanced crystal technology (a wholly owned acal bf i company) tel: +44 (0) 118 978 8878  email info@actcrystals.c om / www.actcrystals.com  iso9001 registered  specifications subject to change without notificati on  solder reflow profile test circuit test waveform temp.( c) time (sec.) 180  10c 90~120 sec. max 0.45 in  260  5c 10 sec. max 3 00 250 200 150 100 50 0 220  10c 30~40 sec. max      vcc  2v 50 vcc  2v 50 127 82.5 127 82.5 tr tf t t 80%50% 20% vol voh d u t y   c y c l e   =   ( t / t )   x   1 0 0 % drawing control: (internal use only) commodity code: 854370 90 99  issue number : 1 date : 25042016 internal reference : m6
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