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		  Datasheet File OCR Text:


		  103 mil-prf-55681/chips part number example cdr01 thru cdr06 t w l d t military designation per mil-prf-55681 part number example cdr01 bp 101 b k s m mil style voltage-temperature limits capacitance rated voltage capacitance tolerance termination finish failure rate mil style: cdr01, cdr02, cdr03, cdr04, cdr05, cdr06 voltage temperature limits: bp = 0  30 ppm/c without voltage; 0  30 ppm/c with rated voltage from -55c to +125c bx = 15% without voltage; +15 C25% with rated voltage from -55c to +125c capacitance:  two digit figures followed by multiplier (number of zeros to be added) e.g., 101 = 100 pf rated voltage:  a = 50v, b = 100v capacitance tolerance: j  5%, k  10%, m  20% termination finish: m = palladium silver  n = silver-nickel-gold s = solder coated final with a minimum of 4 percent lead t = silver u = base metallization-barrier metal-solder coated (tin/lead alloy, with a minimum of 4 percent lead) w = base metallization-barrier metal-tinned  (tin or tin/lead alloy) y = base metallization-barrier metal-tin (100 percent) z = base metallization-barrier metal-tinned  (tin/lead alloy, with a minimum of 4 percent lead) *see mil-prf-55681 specification for more details failure rate level: m = 1.0%, p = .1%, r = .01%, s = .001% packaging:  bulk is standard packaging. tape and reel per rs481 is available upon request. cross reference: avx/mil-prf-55681/cdr01 thru cdr06* per avx length (l) width (w) thickness (t) d termination band (t) mil-prf-55681 style min. max. min. max. min. max. cdr01 0805 .080  .015 .050  .015 .022 .055 .030  .010  cdr02 1805 .180  .015 .050  .015 .022 .055   .010 .030 cdr03 1808 .180  .015 .080  .018 .022 .080   .010 .030 cdr04 1812 .180  .015 .125  .015 .022 .080   .010 .030 cdr05 1825 .180 +.020 .250 +.020 .020 .080   .010 .030 -.015 -.015 cdr06 2225 .225  .020 .250  .020 .020 .080   .010 .030 *for cdr11, 12, 13, and 14 see avx microwave chip capacitor catalog note: contact factory for availability of termination and tolerance options for  specific part numbers. not rohs compliant

 104 mil-prf-55681/chips military part number identification cdr01 thru cdr06 cdr01 thru cdr06 to mil-prf-55681 military rated temperature wvdc type capacitance capacitance and voltage- designation in pf tolerance temperature limits avx style 0805/cdr01 cdr01bp100b--- 10 j,k bp 100 cdr01bp120b--- 12 j bp 100 cdr01bp150b--- 15 j,k bp 100 cdr01bp180b--- 18 j bp 100 cdr01bp220b--- 22 j,k bp 100 cdr01bp270b--- 27 j bp 100 cdr01bp330b--- 33 j,k bp 100 cdr01bp390b--- 39 j bp 100 cdr01bp470b--- 47 j,k bp 100 cdr01bp560b--- 56 j bp 100 cdr01bp680b--- 68 j,k bp 100 cdr01bp820b--- 82 j bp 100 cdr01bp101b--- 100 j,k bp 100 cdr01b--121b--- 120 j,k bp,bx 100 cdr01b--151b--- 150 j,k bp,bx 100 cdr01b--181b--- 180 j,k bp,bx 100 cdr01bx221b--- 220 k,m bx 100 cdr01bx271b--- 270 k bx 100 cdr01bx331b--- 330 k,m bx 100 cdr01bx391b--- 390 k bx 100 cdr01bx471b--- 470 k,m bx 100  cdr01bx561b--- 560 k bx 100  cdr01bx681b--- 680 k,m bx 100  cdr01bx821b--- 820 k bx 100  cdr01bx102b--- 1000 k,m bx 100 cdr01bx122b--- 1200 k bx 100  cdr01bx152b--- 1500 k,m bx 100  cdr01bx182b--- 1800 k bx 100  cdr01bx222b--- 2200 k,m bx 100  cdr01bx272b--- 2700 k bx 100 cdr01bx332b--- 3300 k,m bx 100  cdr01bx392a--- 3900 k bx 50  cdr01bx472a--- 4700 k,m bx 50 avx style 1805/cdr02 cdr02bp221b--- 220 j,k bp 100 cdr02bp271b--- 270 j bp 100  cdr02bx392b--- 3900 k bx 100  cdr02bx472b--- 4700 k,m bx 100  cdr02bx562b--- 5600 k bx 100 cdr02bx682b--- 6800 k,m bx 100  cdr02bx822b--- 8200 k bx 100  cdr02bx103b--- 10,000 k,m bx 100  cdr02bx123a--- 12,000 k bx 50  cdr02bx153a--- 15,000 k,m bx 50 cdr02bx183a--- 18,000 k bx 50 cdr02bx223a--- 22,000 k,m bx 50 add appropriate failure rate add appropriate termination finish capacitance tolerance military rated temperature wvdc type capacitance capacitance and voltage- designation in pf tolerance temperature limits avx style 1808/cdr03 cdr03bp331b--- 330 j,k bp 100 cdr03bp391b--- 390 j bp 100  cdr03bp471b--- 470 j,k bp 100  cdr03bp561b--- 560 j bp 100  cdr03bp681b--- 680 j,k bp 100 cdr03bp821b-- 820 j bp 100  cdr03bp102b--- 1000 j,k bp 100  cdr03bx123b-- 12,000 k bx 100  cdr03bx153b--- 15,000 k,m bx 100  cdr03bx183b--- 18,000 k bx 100 cdr03bx223b--- 22,000 k,m bx 100  cdr03bx273b--- 27,000 k bx 100  cdr03bx333b--- 33,000 k,m bx 100  cdr03bx393a--- 39,000 k bx 50  cdr03bx473a--- 47,000 k,m bx 50 cdr03bx563a--- 56,000 k bx 50  cdr03bx683a--- 68,000 k,m bx 50 avx style 1812/cdr04 cdr04bp122b--- 1200 j bp 100  cdr04bp152b--- 1500 j,k bp 100  cdr04bp182b--- 1800 j bp 100  cdr04bp222b--- 2200 j,k bp 100  cdr04bp272b--- 2700 j bp 100 cdr04bp332b--- 3300 j,k bp 100  cdr04bx393b--- 39,000 k bx 100  cdr04bx473b--- 47,000 k,m bx 100  cdr04bx563b--- 56,000 k bx 100  cdr04bx823a--- 82,000 k bx 50 cdr04bx104a--- 100,000 k,m bx 50  cdr04bx124a--- 120,000 k bx 50  cdr04bx154a--- 150,000 k,m bx 50  cdr04bx184a--- 180,000 k bx 50 avx style 1825/cdr05 cdr05bp392b--- 3900 j,k bp 100  cdr05bp472b--- 4700 j,k bp 100  cdr05bp562b--- 5600 j,k bp 100  cdr05bx683b--- 68,000 k,m bx 100  cdr05bx823b--- 82,000 k bx 100 cdr05bx104b--- 100,000 k,m bx 100  cdr05bx124b--- 120,000 k bx 100  cdr05bx154b--- 150,000 k,m bx 100  cdr05bx224a--- 220,000 k,m bx 50  cdr05bx274a--- 270,000 k bx 50 cdr05bx334a--- 330,000 k,m bx 50  avx style 2225/cdr06 cdr06bp682b--- 6800 j,k bp 100  cdr06bp822b--- 8200 j,k bp 100  cdr06bp103b--- 10,000 j,k bp 100  cdr06bx394a--- 390,000 k bx 50  cdr06bx474a--- 470,000 k,m bx 50 add appropriate failure rate add appropriate termination finish capacitance tolerance
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