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		  Datasheet File OCR Text:


		  dp40 40 watts total power:   40 watts input voltage:   90 - 264 vac   127 - 300 vdc # of outputs:   single special features   ? medical and ite safeties   ? universal ac input   ? fully regulated output   ? overload and short circuit protection   ? constant voltage   ? high effciency   ? high mtbf   ? iec320 ac input receptacle     3 pin (type c14) class i   2 pin (type c8) class ii   ? built in emi flter (cispr 22 class b)   ? led power good indicator   ? input power  550,000 hours at full load and 25 c ambient conditions data sheet   power

 dp40-ds 09jul2015   ordering information model   number output voltage maximum load peak load 1 regulation 2 ripple   p/p (pard) 3 DP4009N2M 9 v 4.44 a 5.4 a  8% 90 mv dp4009n3m 9 v 4.44 a 5.4 a  8% 90 mv dp4012n2m 12 v 3.33 a 4.4 a  5% 120 mv dp4012n3m 12 v 3.33 a 4.4 a  5% 120 mv dp4015n2m 15 v 2.67 a 3.5 a  5% 150 mv dp4015n3m 15 v 2.67 a 3.5 a  5% 150 mv dp4018n2m 18 v 2.22 a 3.0 a  5% 150 mv dp4018n3m 18 v 2.22 a 3.0 a  5% 150 mv dp4024n2m 24 v 1.67 a 2.2 a  5% 240 mv dp4024n3m 24 v 1.67 a 2.2 a  5% 240 mv dp4048n2m 48 v 0.84 a 1.2 a  5% 480 mv dp4048n3m 48 v 0.84 a 1.2 a  5% 480 mv 1. peak current lasting < 15 seconds with a maximum 10% duty cycle. 2. at 25 oc including initial tolerance, line voltage, load currents and output voltages adjusted to factory settings. 3. peak-to-peak with 20 mhz bandwidth and 10 f (tantalum capacitor) in parallel with a 0.1 f capacitor at rated line voltage and load ranges. notes: 1.  specifcations subject to change without notice. 2.  all dimensions in inches (mm), tolerance is  0.02 ( 0.5 mm) 3.  warranty: 2 year 4.  weight: 0.55 lb./.25 kg 5.  ac input power cord sold separately. 6.  specifcations are for convection rating at factory settings at 115 vac input, 25 c  unless otherwise stated mechanical drawing 48" (1219  20) 4.88" (124.0) 2.4" (61.0) 1.55" (39.5) 48" (1219  20) 4.88" (124.0) 2.4" (61.0) 1.55" (39.5)  dp40 data sheet                            worldwide offices   americas  2900 s.diablo way tempe, az 85282 usa +1 888 412 7832 europe (uk) waterfront business park merry hill, dudley west midlands, dy5 1lx united kingdom +44 (0) 1384 842 211 asia (hk) 14/f, lu plaza 2 wing yip street kwun tong, kowloon hong kong +852 2176 3333  for more information:  www.artesyn.com/power   for support:  productsupport.ep@artesyn.com while every precaution has been taken to ensure accuracy and completeness in this literature, artesyn  embedded technologies assumes no responsibility, and disclaims all liability for damages resulting from use of  this information or for any errors or omissions.  artesyn embedded technologies, artesyn and the artesyn  embedded technologies logo are trademarks and service marks of artesyn embedded technologies, inc. all other  names  and logos referred to are trade names, trademarks, or registered trademarks of their respective owners.    ? 2015 artesyn embedded technologies, inc. www.artesyn.com
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