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		  Datasheet File OCR Text:


		  PC9600M xecom PC9600M features  full compatibility with hayes ?t?modem control and configuration commands.   small size 3.6?x 3.8?x 0.6?  fcc part 68 registered, for direct connection to the telephone line;  9600bps data transfer with fallback rates of 4800, 2400, 1200 & 300bps;  cmos design includes low  power auto standby mode; description the PC9600M provides a 9600 bps data modem  on a standard pc/104 stack-through module.  the PC9600M includes fcc part 68 registration permitting it to be connected directly to the telephone network. the PC9600M uses the industry standard hayes "at" command set for control and configuration.  this insures compatibility with virtually all software drivers and applications software designed for modem communications. xecom brings 10 years of modem expertise to the pc/104 market.  in addition to the PC9600M, xecom offers a complete line of fax and data modems for  pc/104 sockets. xecom, inc.    374 turquoise street, milpitas, ca. 95035    phone (408)945-6640   fax (408)942-1346

 xecom, inc.    374 turquoise street, milpitas, ca. 95035    phone (408)945-6640   fax (408)942-1346 electrical  data rates : 300, 1200, 2400, 4800, 7200, and 9600 bits per second;  modem standards:  bell 103 and 212, ccitt v.17, v.21,  v.22, v.22bis, v.27ter, v.29, and v.32;  data transmit level:  -10  + 1 dbm;  receive sensitivity: -10 to -45 dbm  power requirements:  5 volts  + 5%, maximum current 230 milliamps; sleep mode current 12 milliamps;  fcc part 68 registered  xecom PC9600M 09-07-94 mechanical  size:  length 3.6 in. (90 mm) width 3.8 in. (96mm) height 0.6 in (15mm) [add .3 inches (8 mm) for stackthrough  pins.]  weight:  3.5 oz. (100 gm) environmental  operating conditions: temperature - 0 o to 70 o c relative humidity - 5% to 95% non-condensing  storage temperature -  -25 o to 85 o c  contact xecom for information regarding extended temperature ranges; system interface  modem configuration and control using hayes "at" command set;  i/o addresses: (selected by jumpers) 3f8h (com1), 2f8h (com2), 3e8h (com3), and 2e8h (com4);  interupts:  (selected by jumpers) irq2, irq3, irq4, or irq7; ordering information when ordering, please refer to the following model numbers. * PC9600M - 9600 bps data only modem, 8-bit stackthrough bus * pc/104cr - rj11 phone line adapter cable specifications
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