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		  Datasheet File OCR Text:


		  357 ico310 new features robust din-rail fanless embedded system  with intel? celeron? processor n3060/ n3160, 2 com, 4 usb, 2 gigabit lan  (1 poe pd), dio and rtc   fanless design   supports intel? celeron? processor n3060 (1.6 ghz/2-core)     or n3160 (1.6 ghz/4-core)    2 rs-232/422/485 ports   4 usb ports   2 isolated 10/100/1000mbps ethernet ports    1 poe pd is compliant with ieee 802.3at standard through lan 1   1 dio port   2 wireless (3g/gprs & wi-fi)   supports 1 msata & sata ssd (or hdd)   wide range 12-24v dc-in specifications standard color white construction extruded aluminum and heavy-duty steel, ip40 cpu intel? celeron? processor n3060 (1.6 ghz/2-core) or  n3160 (1.6 ghz/4-core) system board sbc87887 system memory ddr3l so-dimm max. up to 8 gb bios ami uefi bios system i/o outlet   serial port 2 x rs-232/422/485 (com 1/2) with db9  connectors interface select by bios supports auto flow control in rs-485 mode led indicator (tx/rx) for com 1/2 usb  2 x usb 3.0  2 x usb 2.0 rtc battery onboard storage 1 x msata 1 x sata ssd (or hdd) lan 2 x 10/100/1000 mbps ethernet  1 x poe pd compliant with ieee 802.3at  standard through lan 1 (ico310-n3060- pd-dc, ico310-n3160-pd-dc)  power input   dc terminal block: 12-24v dc-in poe: ieee 802.3at display      vga  wireless       2 x full-size miin card slot 1 x sim socket 3 x antenna (ps: one of mini card slot co-lay msata, so msata with wireless can be either one) dio    1 x dio - db9 8-bit programming connector - the voltage of ttl is 5v.  - without isolation function  - the programming is as follow:    1. i/o sink current is 8~10ma        (output drive current 50 ma)     2. input/output can programming  watchdog timer 255 levels, 1~255 sec. system indicator power, active, coms (tx/rx) power supply power input range: 12-24vdc power input rating: 12-24vdc, 2.09-1.09a power protection: dc version                                ovp, reverse protection operating temperature -20c ~ +60c (-4f ~ +140f) *the frequency of cpu will down when system operating  temperature over 55c (ico310-n3060, ico310-n3060-pd, ico310-n3160) or over 50c (ico310-n3160-pd) storage temperature -40c ~ +85c (-49f ~ +185f) humidity 10% ~ 95% vibration endurance 2g @ 5 ~ 500hz, amplitude 0.35 mm  (operation/storage/transport) weight 1.0 kg (2.2 lb)/1.50 kg (3.3 lb) certification ce, fcc dimensions 48 mm (1.88") (w) x 110 mm (4.33") (d) x 155 mm (6.1") (h) mounting din-rail mounting wall mounting os support windows? 7 embedded windows? 8 embedded windows? 8, windows? 10 linux support package   remote management software axview 2.0 intelligent remote management solution for iot * msata and wireless can be either one. front view rear view top view led indicators (power, active, tx/rx) 1 x vga 2 x com 1 x pd + 10/100/1000mbps lan 1 x dio power dc-in ip40 en60950 fanless low power ext. temp updated march 04, 2016.   * all specifications and photos are subject to change without notice.                       

 3 overview embedded  systems embedded  systems for  transportation embedded  field  controllers industrial  firewall digital signage  solutions 3 358 ordering information standard ICO310-N3060-DC robust din-rail fanless embedded system with intel?  celeron? processor n3060 (1.6 ghz/2-core), 2 com,    2 lans (-20c ~ +60c) ico310-n3060-pd-dc robust din-rail fanless embedded system with intel?  celeron? processor n3060 (1.6 ghz/2 core), 2 com, 1 lan,  1 poe pd+lan (-20c ~ +60c) ico310-n3160-dc robust din-rail fanless embedded system with intel?  celeron? processor n3160 (1.6 ghz/4-core), 4 com,  2 lans  (-20c ~ +60c) ico310-n3160-pd-dc    robust din-rail fanless embedded system with intel?  celeron? processor n3160 (1.6 ghz/4 core), 2 com, 1 lan,  1 poe pd+lan (-20c ~ +60c) optional 2.5" sata ssd or hdd (with w.t. ssd or hdd) msata 16 gb ~ 512 gb (with w.t. msata) ddr3l so-dimm 2 gb ~ 8 gb (with w.t. memory) wall mounting kit wireless (3g/gprs or wi-fi) module *specifications and certifications are based on options and may vary. dimensions updated march 04 2016.   axiomtek.com ? 2016 axiomtek co., ltd. all rights reserved. * all specifications and photos are subject to change without notice. embedded  microboxes industrial  barebone  systems industrial  chassis backplanes   power supplies peripherals &  accessories  
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