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		  Datasheet File OCR Text:


		  ce01  series  is  compatible  with  jis-b  6015,japanese  industrial  standards,  and  is  superior  in  waterproof  and dustproof connector which has a ground contact  to protect a circuit.  this  connector  is  ideal  for  use  under  the  external  condition such as industrial equipment which needs to  withstand moisture, oil, and dust. ce01 series waterproof connectors with crimp contacts comptatible with jis-b-6015 3p)4 $pnqmjbou 3p)4 $pnqmjbou 170214 lock type bayonet   outline   features   specifications   material / finish rated current contact size #20 #16 #12 #8 maximum rating per contact 5a 13a 23a 46a rated voltage service   rating inst a d ac(r.m.s.) 200 500 900 dc 250 700 1,250 dielectric withstanding voltage ac(r.m.s.)/1minute 1,000 2,000 2,800 insulation resistance 5,000m  min. at 500vdc contact resistance contact size #20 #16 #12 #8 m  max. 8 4 2 0.6 operating temperature -55 to +125 humidity 95%  max. item  material / finish shell aluminum alloy / zinc plating, black trivalent chromium  treatment coupling ring aluminum alloy / zinc plating, black trivalent chromium  treatment insert polyester resin (ul94v-0) gray contact copper alloy / silver plating o ring nitrile rubber ground clip copper alloy / silver plating gasket polychloroprene or ethylenepropylene rubber  conforming standard jis b 6015 ip67 wa t e r p r o o f  five-key position prevents cross-plugging problems and  one  touch  lock  design  is  capable  to  lock  surely  with click note. (bayonet coupling)  receptacle  connector  has  an  o-ring  which  conforms  to  meet  ip67  to  prevent  moisture,  oil  and  dust  when the connectors are mated. besides, when the plug connector uses a conduit with an o-ring, both  plug and receptacle can be waterproof.  connectors  are  provided  with  a  premating  and  ground  contact  having  conductivity  with  the  shell  to  protect a circuit. the premating contact is mated frst before the other contacts and dismated last when  dismating the connector.  contact is crimp type and easy to terminate. also it is easy to extract the contact from the insert by  the extraction tool.   ul approved (file no. e72124)   http://www.ddknet.co.jp  specifcations and/or dimensions in this catalog are subject to change without notice.  your checking the latest specifcations with our drawings would be highly appreciated.

 2  insert arrangement list number of contact 4 5 7 8 insert arrangement insert number 22-22 18-11 20-15 24-10 22-23 contact size #8 #12 #12 #8 #12 service rating a a a a d(4), a(others) number of contact 10 17 19 24 insert arrangement insert number 18-1 20-29 18-19a 22-14 24-28 contact size #16 #16 #20 #16 #16 service rating a(3,5,6,8,)  /  inst(others) a inst a inst number of contact 30 37 52 73 insert arrangement insert number 20-30a 28-21 24-52a 28-73a contact size #20 #16 #20 #20 service rating inst a inst inst front view of pin insert or rear view of socket insert ? u J O?  ? ? C ?    g  ? ? ? ce01-18-1pi  ?   ? g-102518(1/2) d 2:1 mm 30 0.2 ce01 ? '90.9.13 g '90.9.13 x '90.9.13  '90.9.13 1 2 3 4 5 6 7 8 9 1 2 3 4 ? u J O?  ? ? C ?    g  ? ? ? ce01-18-11pi  ?   ? k-107115(1/2) d 2:1 mm 30 0.2 ce01  '91.3.6 g '90.12.14 x '91.3.8 ? '91.3.8   ? ? | I ?   ?9   ?9 ? u J O?  ? ? C ?    g  ? ? ? ce01-18-19api  ?   ? k-107010(1/2) d 2:1 mm 30 0.2 ce01 ? '90.9.14 g '90.9.14 ?u '90.9.14  '90.9.14 1 4 8 13 17 5 2 9 14 18 6 3 10 15 7 11 16 12 1 2 5 4 3 6 ? u J O?  ? ? C ?    g  ? ? ? ce01-20-15pi  ?   ? k-107158(1/2) d 2:1 mm 30' 0.2 ce01  '91.3.6 g '90.12.14 x '91.3.8 ? '91.3.8 ? u J O?  ? ? C ?    g  ? ? ? ce01-20-29pi  ?   ? g-102519(1/2) g 2:1 mm 30 0.2 ce01 ? '90.9.10 g '90.9.10  '90.9.12  '90.9.12 1 2 4 5 8 7 9 13 11 16 15 3 6 10 12 14   ? ? | I ?   ?10?   ?10? 1 6 12 19 25 20 13 7 2 26 27 3 8 14 21 22 15 9 4 28 29 5 10 16 23 24 17 11 18 ce01-20-30api  ?   ? k-107117(1/2) 17 3 4 5 6 7 12 11 10 9 8 13 14 15 16 18 2 1 ce01-22-14pi  ?   ? k-106701(1/2) 7 1 2 3 ? u J O?  ? ? C ?    g  ? ? ? ce01-22-22pi  ?   ? k-107120(1/2) d 2:1 mm 30 0.2 ce01  '91.3.6 g '90.12.14 x '91.3.8 ? '91.3.8 1 2 5 4 3 6 7 ce01-22-23pi  ?   ? k-107160(1/2) d 1 2 3 4 5 6 ? u J O?  ? ? C ?    g  ? ? ? ce01-24-10pi  ?   ? k-107126(1/2) e 2:1 mm 30' 0.2 ce01  '91.3.6 g '90.12.14 x '91.3.8 ? '91.3.8 ? u J O?  ? ? C ?    g  ? ? ? ce01-24-52api  ?   ? k-107128(1/2) d 2:1 mm 30' 0.2 ce01  '91.3.6 g '90.12.14 x '91.3.8 ? '91.3.8 1 2 3 4 5 69 70 71 72 6 7 8 9 10 11 12 13 61 62 63 64 65 66 67 68 14 15 16 17 18 19 20 21 22 33 34 35 36 37 38 39 40 41 52 53 54 55 56 57 58 59 60 23 24 25 26 27 28 29 30 31 32 42 43 44 45 46 47 48 49 50 51 2 1 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 ? u J O?  ? ? C ?    g  ? ? ? ce01-24-28pi  ?   ? k-107127(1/2) f 2:1 mm 30' 0.2 ce01  '91.3.6 g '90.12.14 x '91.3.8 ? '91.3.8 ? u J O?  ? ? C ?    g  ? ? ? ce01-28-21pi  ?   ? g-102600(1/2) e 2:1 mm 30  ce01 ? '91.3.8 g '90.12.14 x '91.3.8 ? '91.3.8   ? ? | I ?   ?9?   ?9? 1 2 3 4 5 6 7 8 10 11 12 13 16 17 18 19 23 24 25 26 29 30 31 32 34 35 36 9 14 15 22 21 20 27 28 33 ce01-28-73api  ?   ? g-102891 mm 30 | I ? 51 50 49 48 47 46 45 44 43 42 41 40 39 38 37 36 35 34 33 32 31 30 29 28 27 16 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 note: normal key position illustrated. number of  contact insert no w x y z 4 22-22  160  300 5 18-11  170 265  7 20-15 80   280 24-10 80   280 8 22-23 85    10 18-1 70 145 260 290 17 20-29 80   280 19 18-19a 80 110 250 280 22-14 75 150  285 24 24-28 80 110 250 280 30 20-30 80 110 250 280 37 28-21 80 110 250 280 52 24-52a 80 110 250 280 73 28-73a 80 110 250 280  alternate insert positions to avoid cross-plugging problems in applications requiring  the use of more than one connector of the same size  and arrangement, alternate insert positions are available as indicated in the chart.  front view of pin insert front view of socket insert k.ishii j.hiratsuka nov.7.2005 nov.7.2005 ??   a3 4 5 drawing no. part name material finish rev. title drawing no. dimension angle tolerance scale unit projection designed drawn by approved checked a  ??????? ?  mm    ?    ??  ??   c  c                   ? ?         http://www.ddknet.co.jp ce01 series   specifcations and/or dimensions in this catalog are subject to change without notice.  your checking the latest specifcations with our drawings would be highly appreciated.

 3  cable receptacle   diagram note: cover insert is available for socket insert with #16 or #20 contacts only. receptacle plug pin contact  socket contact plug shell coupling ring cover insert socket insert gronud clip  o ring  receptacle shell  retaining ring retaining ring pin insert receptacle plug ulp  connector style 1a : cable receptacle  shell size 18, 20, 22, 24 and 28  insert  arrangement refer to page 2.  contact style ppin contact s socket contact  contact type  c : crimp contact  alternate insert      position omit : standard position w, x, y, z : refer to page 3.  plating /finish d zinc plating /  black  trivelent chromium treatment  contact 0 : less contact (available separately) ce01-1a22-14pcw-d0         shell size number of  contact part number a v contact  size l  min. pin  insert socket  insert 18 5  ce01-1a18-11  c-d0 28.87 1-20unef-2a  12 46  43.0 10  ce01-1a18-1  c-d0  16 43 38.0  19  ce01-1a18-19a  c-d0  20 40 36.5  20 7  ce01-1a20-15  c-d0 33.95 1 1/8-18unef-2a  12 46 43.0 17  ce01-1a20-29  c-d0  16 43 38.0 30  ce01-1a20-30a  c-d0  20 40 36.5 22 4  ce01-1a22-22  c-d0 35.22 1 1/4-18unef-2a 8 48 48.0 8  ce01-1a22-23  c-d0  12 46 43.0 19  ce01-1a22-14  c-d0  16 43 38.0 24 7  ce01-1a24-10  c-d0 38.39 1 3/8-18unef-2a 8 48 48.0 24  ce01-1a24-28  c-d0  16 43 38.0 52  ce01-1a24-52a  c-d0  20 40 36.5 28 37  ce01-1a28-21  c-d0 44.74 1 5/8-18unef-2a  16 43 38.0 73  ce01-1a28-73a  c-d0  20 40 36.5 36 l a pre-mating  contact position symbol master keyway  thread  unitmm http://www.ddknet.co.jp $&4fsjft  ? 4qfdjpdbujpotboepsejnfotjpotjouijtdbubmphbsftvckfduupdibohfxjuipvuopujdf y:pvsdifdljohuifmbuftutqfdjpdbujpotxjuipvsesbxjohtxpvmecfijhimzbqqsfdjbufe

 4  box mount receptacle shell size number of  contact part number a b s r contact  size l  min. pin  insert socket  insert 18 5 ce01-2a18-11  c-d0 24.9 3.2 35.0 26.97  12 46 43.0 10 ce01-2a18-1  c-d0  16 43 38.0 19 ce01-2a18-19a  c-d0  20 40 36.5 20 7 ce01-2a20-15  c-d0 29.6 3.2 38.1 29.36  12 46 43.0 17 ce01-2a20-29  c-d0  16 43 38.0 30 ce01-2a20-30a  c-d0  20 40 36.5 22 4 ce01-2a22-22  c-d0 31.8 3.2 41.3 31.75  8 48 48.0 8 ce01-2a22-23  c-d0  12 46 43.0 19 ce01-2a22-14  c-d0  16 43 38.0 24 7 ce01-2a24-10  c-d0 35.0 4.2 44.3 34.92  8 48 48.0 24 ce01-2a24-28  c-d0  16 43 38.0 52 ce01-2a24-52a  c-d0  20 40 36.5 28 37 ce01-2a28-21  c-d0 41.3 4.2 50.8 39.67  16 43 38.0 73 ce01-2a28-73a  c-d0  20 40 36.5  connector style 2a : box mount receptacle  shell size 18, 20, 22, 24 and 28  insert  arrangement refer to page 2.  contact style ppin contact s socket contact  contact type  c : crimp contact  alternate insert      position omit : standard position w, x, y, z : refer to page 3.  plating /finish d zinc plating /  black  trivelent chromium treatment  contact 0 : less contact (available separately)  gasket omit : less gasket s   : with gasket note: gasket is applicable to box receptacle only.       place a gasket on the rear of the fange. (thickness 1.6mm) ce01-2a22-14pcw-d 0s           36 19.9 2.7 ? 1.6 s 0.5 r 0.13  0 -0.5 +0.3 -0.1 4-?b   pre-mating  contact position symbol master keyway gasket  6oju�nn iuuqxxxeelofudpkq $&4fsjft  ? 4qfdjpdbujpotboepsejnfotjpotjouijtdbubmphbsftvckfduupdibohfxjuipvuopujdf y:pvsdifdljohuifmbuftutqfdjpdbujpotxjuipvsesbxjohtxpvmecfijhimzbqqsfdjbufe

 5 shell  size number of  contact part number a b v contact  size l  max. pin  insert socket  insert 18 5 ce01-6a18-11  c-d0 35.9 23.5 1-20unef-2a  12 46 43.0 10 ce01-6a18-1  c-d0  16 43 38.0 19 ce01-6a18-19a  c-d0  20 40 37.5 20 7 ce01-6a20-15  c-d0 40.6 26.9 1 1/8-18unef-2a  12 46 43.0 17 ce01-6a20-29  c-d0  16 43 38.0 30 ce01-6a20-30a  c-d0  20 40 37.5 22 4 ce01-6a22-22  c-d0 42.2 29.6 1 1/4-18unef-2a  8 48 48.0 8 ce01-6a22-23  c-d0  12 46 43.0 19 ce01-6a22-14  c-d0  16 43 38.0 24 7 ce01-6a24-10  c-d0 45.4 32.8 1 3/8-18unef-2a  8 48 48.0 24 ce01-6a24-28  c-d0  16 43 38.0 52 ce01-6a24-52a  c-d0  20 40 37.5 28 37 ce01-6a28-21  c-d0 51.7 39.0 1 5/8-18unef-2a  16 43 38.0 73 ce01-6a28-73a  c-d0  20 40 37.5   straight plug  connector style 6a : straight plug  shell size 18, 20, 22, 24 and 28  insert arrangement  refer to page 2.  contact style ppin contact s socket contact  contact type  c : crimp contact  alternate insert position  omit : standard position w, x, y, z : refer to page 3.  plating / finish d zinc plating /  black trivelent chromium treatment  contact 0  : less contact  available separately ce01-6a22-14pcw-d 0          37.5 12 1.6 ?a 0.8 ?b 0.2 11 max.  thread pre-mating contact  position symbol master keyway (conduit fitting    dimension) ce01-22   b   s   l   -   d s        shell size 18, 20, 22, 24 and 28  part b : backshell  style s : straight  shell type omit : standard backshell      l long backshell  finish d   black  trivalent chromium treatment  waterproof s : waterproof  12.5 7.85 max.        thread o ring   thread (gripping surfaces for wrench) (complete thread length) the straight backshell retains the cable when the conduit is not used. two kinds of backshells in diferent length are availabe for the shell  size of 22, 24 and 28. use the waterproof backshell with the waterproof cable clamp. aluminum alloy/black   trivalent chromium  treatment note : use the long backshell in the case of insert arrangements with the contact size #12 and #8. shell size part number a b c v w l 18 ce01-18bs-ds 29.3 16.3 26.73 1-20unef-2b 1-20unef-2a 55 20 ce01-20bs-ds 33.8 17.8 31.6 1 1/8-18unef-2b 1 3/16-18unef-2a 55 22 ce01-22bs-ds 35.3 17.8 32.4 1 1/4-18unef-2b 1 3/16-18unef-2a 55 ce01-22bsl-ds 75 24 ce01-24bs-ds 38.8 21.0 36.6 1 3/8-18unef-2b 1 7/16-18unef-2a 55 ce01-24bsl-ds 75 28 ce01-28bs-ds 44.8 21.0 40.0 1 5/8-18unef-2b 1 7/16-18unef-2a 55 ce01-28bsl-ds 75 material / finish   waterproof straight backshell  unitmm http://www.ddknet.co.jp $&4fsjft  ? 4qfdjpdbujpotboepsejnfotjpotjouijtdbubmphbsftvckfduupdibohfxjuipvuopujdf y:pvsdifdljohuifmbuftutqfdjpdbujpotxjuipvsesbxjohtxpvmecfijhimzbqqsfdjbufe

 6 ce01-22bsl-d       shell size 18, 20, 22, 24 and 28  part b : backshell  style s : straight  shell type omit : standard backshell      l long backshell  finish d    black  trivelent chromium treatment l 12.5  a  b 2.4 9.5min. 1.6   thread   thread  (gripping surfaces for wrench) shell  size part number a b c v w l 18 ce01-18bs-d 29.3 19.5 26.73 1-20unef-2b 1-20unef-2a 50 20 ce01-20bs-d 33.8 24.5 31.6 1 1/8-18unef-2b 1 3/16-18unef-2a 50 22 ce01-22bs-d 35.3 24.5 32.4 1 1/4-18unef-2b 1 3/16-18unef-2a 50 ce01-22bsl-d 70 24 ce01-24bs-d 38.8 30.5 36.6 1 3/8-18unef-2b 1 7/16-18unef-2a 50 ce01-24bsl-d 70 28 ce01-28bs-d 44.8 30.5 40.0 1 5/8-18unef-2b 1 7/16-18unef-2a 50 ce01-28bsl-d 70 note : use the long backshell in the case of insert arrangements with the contact size #12 and #8.   waterproof angle backshell   straight backshell ce-18ba-s-d       shell size 18, 20, 22, 24 and 28  part bbackshell  style a : angle  waterproof s : waterproof  finish d black trivalent chromium treatment shell size part number l1 l2 c d r u (s) v w y 18 ce-18ba-s-d 44.6 34.0 32.4 30.0 13.2 30.2 (43.4) 1-20unef-2b 1-20unef-2a 7.5 20 ce-20ba-s-d 50.5 39.6 36.0 33.6 15.0 33.3 (48.3) 1 1/8-18unef-2b 1 3/16-18unef-2a 7.5 22 ce-22ba-s-d 50.5 39.6 38.6 36.2 16.3 33.3 (49.6) 1 1/4-18unef-2b 1 3/16-18unef-2a 7.5 24 ce-24ba-s-d 60.1 47.9 42.4 40.0 18.2 36.5 (54.7) 1 3/8-18unef-2b 1 7/16-18unef-2a 7.5 28 ce-28ba-s-d 60.9 47.9 49.5 46.4 21.3 36.5 (57.8) 1 5/8-16un-2b 1 7/16-18unef-2a 7.5 ?the waterproof angle backshell retains the cable when the conduit is not used. u r (s)  c y v  ? w  ? ? ? d ? ??? ??? `     ?  ? ?   ?  ?    ?  ?? ?    ?? ?`?\ l1  l 2   o u r (s)  c y min. v  thread w thread l1 max. l 2   max. o ring  0.2 (gripping surfaces for wrench) aluminum alloy/black   trivalent chromium  treatment material / finish aluminum alloy/black   trivalent chromium  treatment material / finish the straight backshell retains the cable when the conduit is not used. two kinds of back shells in diferent length are availabe fo rthe shell size of 22, 24 and 28. use the waterproof backshell with the waterproof cable clamp.  6oju�nn iuuqxxxeelofudpkq $&4fsjft  ? 4qfdjpdbujpotboepsejnfotjpotjouijtdbubmphbsftvckfduupdibohfxjuipvuopujdf y:pvsdifdljohuifmbuftutqfdjpdbujpotxjuipvsesbxjohtxpvmecfijhimzbqqsfdjbufe

 7   waterproof cable clamp ce3057-  a-  - d     clamp size   10, 12 and 16  bushing size rubber bushing (refer to the applicable  cable size.)  finish d : black trivalent chromium  treatment  ce3057-  a-  -d is a waterproof cable clamp for use with d/ms(d190), ce01 and ce02 plugs.     the main body is the same as d/ms3057a-  . the cable clamp has a waterproof rubber bushing.      make sure to use a cabtyre cable meeting one of the applicable cable size ranges as shown in the chart.      the cable clamp should be used together with the waterproof backshell. part number applicable  shell size a b c (d) e f g v bushing p/n applicable cable ce3057-10a-1-d 18 23.83 30.1 10.31 (41.3) 15.8 14.1 31.7 1-20unef-2b ce3420-10-1  10.5  14.1 ce3057-10a-2-d 11.0 ce3420-10-2  8.5  11 CE3057-10A-3-D 8.7 ce3420-10-3  6.5  8.7 ce3057-12a-1-d 20 22 23.83 35.0 10.31 (41.3) 19.0 16.0 37.3 1 3/16-18unef-2b ce3420-12-1  12.5  16 ce3057-12a-2-d 13.0 ce3420-12-2  9.5  13 ce3057-12a-3-d 10.0 ce3420-12-3  6.8  10 ce3057-12a-7-d 17.0 ce3420-12-7  14.5  17 ce3057-16a-1-d 24 28 26.19 42.1 10.31 (41.3) 23.8 19.1 42.9 1 7/16-18unef-2b ce3420-16-1  15  19.1 ce3057-16a-2-d 15.5 ce3420-16-2  13  15.5 ce3057-16a-4-d 21.5 czy005-gb-3  19.1  21.5 ce3057-16a-6-d 20.0 ce3420-16-6  18.5  20 ce3057-16a-7-d 13.5 ce3420-16-7  11.5  13.5 ce3057-16a-8-d 12.5 czy005-gb-6  10.5  12.5 material finish cable clamp body and metal fastener  aluminum alloy black  trivalent chromium treatment bushing synthetic rubber black (d) b ?f c 1.5   ?   thread ? ? ? ?  ?? 5  ? ? ???? (outer dimension of bushing) (inner dimension of bushing) d/ms3057-  a  part number applicable  shell size a b c d e g v bushing p/n d/ms3057-10a 18 23.83 30.1 10.3 15.9 14.3 31.7 1-20unef an3420-10 d/ms3057-12a 20, 22 23.83 35.0 10.3 19.0 15.9 37.3 1 3/16-18unef an3420-12 d/ms3057-16a 24, 28 26.19 42.1 10.3 23.8 19.1 42.9 1 7/16-18unef an3420-16  clamp size   10, 12 and 16 b a g c ?d   thread e ??I? ? u  ? ?    g  ? ?    ? ? ? ? (inner dimension  of bushing) (inner dimension  of cable clamp) material finish cable clamp body and metal fastener  aluminum alloy black  trivalent chromium treatment bushing synthetic rubber black   cable clamp material / finish d/ms3057-  a is an accessory which is used together with a backshell to fasten the cable. the cable is fxed in the center of the cable clamp for sure since the cable is fxed from both directions  with two pieces of the metal clamps and the screws.  the jacket ed cable can be used with this cable clamp  as well because a rubber bushing shown on the table above is inserted.  material / finish  unitmm http://www.ddknet.co.jp $&4fsjft  ? 4qfdjpdbujpotboepsejnfotjpotjouijtdbubmphbsftvckfduupdibohfxjuipvuopujdf y:pvsdifdljohuifmbuftutqfdjpdbujpotxjuipvsesbxjohtxpvmecfijhimzbqqsfdjbufe

 8  waterproof rubber bushing an3420-   part number a b c d 0.7 e an3420-10 14.3 15.6 23.7 60.3 2.3 an3420-12 15.9 18.8 28.2 57.2 2.3 an3420-16 19.1 23.6 35.0 54.0 2.9  cable clamp size 10, 12 and 16  rubber bushing b d e c a  cable clamp size  10, 12 and 16  bushing size   refer to table 1.   purchase a friction washer separately. ce3420-  -     a  b  c d part number a b c d friction washer ce3420-10-1 14.1 15.5 22.2 38.5 ms3057-10w ce3420-10-2 11.0 15.5 22.2 38.5 ce3420-10-3 8.7 15.5 22.2 38.5 ce3420-12-1 16.0 18.6 26.9 39.3 ms3057-12w ce3420-12-2 13.0 18.6 26.9 39.3 ce3420-12-3 10.0 18.6 26.9 39.3 ce3420-16-1 19.1 23.4 33.2 40.0 ms3057-16w ce3420-16-2 15.5 23.4 33.2 40.0 synthetic rubber(black) material synthetic rubber(black) material table 1 ce3420-  -  is a rubber bushing which is inserted into the cable clamp, ce3057-  -a-  ,to constrict the cable to meet the waterproof reguirement.  6oju�nn iuuqxxxeelofudpkq $&4fsjft  ? 4qfdjpdbujpotboepsejnfotjpotjouijtdbubmphbsftvckfduupdibohfxjuipvuopujdf y:pvsdifdljohuifmbuftutqfdjpdbujpotxjuipvsesbxjohtxpvmecfijhimzbqqsfdjbufe

 9  rubber protection cap for receptacle   metal protection cap for receptacle shell size part number a b c l 18 ce01rc-18ra 37.5 33.1 3.2 80 20 ce01rc-20ra 42.6 38.2 3.2 100 22 ce01rc-22ra 43.8 39.4 3.2 110 24 ce01rc-24ra 47.0 42.6 4.3 130 28 ce01rc-28ra 53.3 49.0 4.3 150     20  c +0.2  0 ddk ce01rc-20ra   shell size  18, 20, 22, 24 and 28 ce01rc-  ra  synthetic rubber(black) material  shell size  18, 20 and  28  finish d black trivalent chromium  treatment ce01rc-  -d   aluminum alloy/black  trivalent chromium treatment material / finish shell size part number a b l 18 ce01rc-18-d 35.9 3.2 80 20 ce01rc-20-d 40.6 3.2 100 28 ce01rc-28-d 51.7 4.3 150 ? ? b 27 0.5 l 10 a 0.8  unitmm http://www.ddknet.co.jp $&4fsjft  ? 4qfdjpdbujpotboepsejnfotjpotjouijtdbubmphbsftvckfduupdibohfxjuipvuopujdf y:pvsdifdljohuifmbuftutqfdjpdbujpotxjuipvsesbxjohtxpvmecfijhimzbqqsfdjbufe

 10   semi-automatic crimping machine  contact(crimp type) part number contact type applicable cable(twisted wire) package pin contact socket contact press awg# sectional area(mm 2  ) jacket dia. separate (100pcs/bag) ce01-  20p-c2-100 ce01-  20s-c2-100  26  24 0.13  0.2  1.2  1.5  22 0.3  1.4  1.7 ce01-  20p-c1-100 ce01-  20s-c1-100  22  18 0.3  0.75  2.3 max. reel (10,000pcs/reel) ce01-  20p-c2-10000 ce01-  20s-c2-10000  26  24 0.13  0.2  1.2  1.5  22 0.3  1.4  1.7 ce01-  20p-c1-10000 ce01-  20s-c1-10000  22  18 0.3  0.75  2.3 max. separate (100pcs/bag) ce01-  16p-2024-100 ce01-  16s-2024-100  24  20 0.2  0.5  3.8 max. ce01-  16p-1620-100 ce01-  16s-1620-100  20  16 0.5  1.25 ce01-  16p-1416-100 ce01-  16s-1416-100  14 2.0 reel (3,500pcs/reel) ce01-  16p-2024-3500 ce01-  16s-2024-3500  24  20 0.2  0.5 ce01-  16p-1620-3500 ce01-  16s-1620-3500  20  16 0.5  1.25 ce01-  16p-1416-3500 ce01-  16s-1416-3500  14 2.0 separate (10pcs/bag) ce01-  12p-c1m-10 ce01-  12s-c1m-10 machine  16  12 1.25  3.5  4.65 max.  ce01-  08p-c2m-10 ce01-  08s-c2m-10  12  10 3.5  5.5  7.25 max. ce01-  08p-c1m-10 ce01-  08s-c1m-10 108 5.5  8 contact part number applicable cable tool kit part number crimping tool locator stopper inspection  gauge extraction  tool awg  sectional area ce01-  08p-c1m ce01-  08s-c1m 810 5.5  8.0mm 2 357j-12605 (note1) 357j-12606 357j-12607 357j-12724 357j-12609 ce01-  08p-c2m ce01-  08s-c2m 10  12 3.5  5.5mm 2 357j-12608 ce01-  12p-c1m ce01-  12s-c1m 12  16 1.25  3.5mm 2 357j-12725 (note2) 357j-12611 357j-12723  (note3) 357j-12612 ce01-  16p-1416 ce01-  16s-1416 14 2.0mm 2 357j-13426 357j-12615 ce01-  16p-1620  ce01-  16s-1620 16  20 0.5  1.25mm 2 357j-13411 ce01-  16p-2024 ce01-  16s-2024 20  24 0.2  0.5mm 2 357j-13412 ce01-  20p-c1 ce01-  20s-c1 18  22 0.3  0.75mm 2 357j-13413 357j-13979 ce01-  20p-c2 ce01-  20s-c2 22  26 0.15  0.3mm 2 357j-13414 note 1 : 357j-12605 is a tool kit part number which includes the crimping tool, 357j-12606, 357j-12607, 357j-12608 and 357j-12724.              the crimping tool can not be sold alone separately. note 2 : 357j-12725 is a tool kit part number which includes the crimping tool, the locator and the inspection gauge. note 3 : 357j-12723 is a part number which contains 3 pieces of the inspection gauges.  note 4 : the tool instruction manuals are available.  contact t he nearest sales ofce or distributor.  note    1.  #20 contacts are quite smaller in outer diameter than #16 contacts.  insert #20 contacts into the insert with care so as not to damage         or deform the contacts.    2.  make sure that all contacts remain fxed in the insert completely.  around the last 2 or 3 pieces of contacts should be taken care in         particular for a larger number of the contact arrangements.  it is relatively harder to insert the contacts after installing a large number         of contacts into the insert since there are many wires on the wiring side.         3.  use the mating half of ce01 series pin contacts when you test the electrical continuity of the socket contacts.  in case of mating the         other conductors such like a clip it causes the trouble s of electrical continuity, contact retaining force or contact surface damage. contact part number crimping machine kit press applicator ce01-  16p-1416 ce01-  16s-1416 ap-a13607 lpc220s ap-a13607-1 ce01-  16p-1620 ce01-  16s-1620 ap-a11216 lpc220s ap-a11216-1 ce01-  16p-2024 ce01-  16s-2024 ap-a13609 lpc220s ap-a13609-1 ce01-  20p-c1 ce01-  20s-c1 ap-a13611 lpc220s ap-a13611-1 ce01-  20p-c2 ce01-  20s-c2 ap-a13614 lpc220s ap-a13614-1   hand crimping tools  http://www.ddknet.co.jp ce01 series   specifcations and/or dimensions in this catalog are subject to change without notice.  your checking the latest specifcations with our drawings would be highly appreciated.
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