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		  Datasheet File OCR Text:


		  this document is ? copyright 2014 nec australia all rights reserved in favour of their respective owners. all hardware and software names are brand names and/or registered tra demarks of the respective manufacturers.  all speci?cations are subject to change without notice. errors and omissions are expected. please consult with your nec represe ntative. nec multisync   V552 order code: V552 nec lcd 55" large format display multisync? V552 is one of the ?rst public displays to feature a professional lcd panel with edge led backlights. thanks to this new backlight technology, power consumption, weight and depth could be further reduced from the mark set by its predecessor. this generation of v series features nec stv2 slot (ops compatible) and allows for the seamless integration of various pc boards, hdsdi interfaces and other ops compatible products. ideal for cost e?cient retail signage, conferencing applications and lobby or reception installations not exceeding 16/7 operation time. delivering genuine benefits programmable ambient light sensor -  for reduced power consumption and eye pleasing brightness levels. dicom support-  for medical applications. free displaynote presenter licence -  present, share, collaborate with multiple participants across multiple devices free download of multi-display management software -  with naviset administrator 2 you can manage all your connected outstanding performance nec unique thermal monitoring and control . nec pioneered advanced thermal control and monitoring for public displays which is still unmatched. it secures longevity and reliability even in very demanding installations.  nec? stv2 slot technology  which was developed in cooperation with intel enables the user to integrate various option boards enhancing ?exibility and future functionality.  peace of mind  thanks to full control of the display via lan with free nec software and alert emails in the unlikely event of a problem such as no signal, overheating, back light failure etc.  integrated speakers  save installation costs and preserve the clean look of the display.  daisy chaining via dvi  (max. 9 pieces) offering high ?exibility at no extra cost if the signal needs to be passed on for videowalls or back-to-back installations.  copy settings  feature via rs232 to reduce installation cost for larger role outs.  (limited availability). display devices from a centralised location.

 document name:  document revision:  document date: nec multisync?V552 version 1 april 2014 nec multisync ?  V552 1. rgb/hv in [r, g, b, h, v] (bnc) 2. displayport connector 3. hdmi connector 4. dvi connector (dvi-d) 5. vga in (mini d-sub 15 pin) 6. video1 in connector (bnc) 7. lan port (rj-45) 8. rs-232c (d-sub 9 pin) 9. remote in (black) 10. audio out (blue) 11. audio in 1 (blue) 12. external speaker terminal 13. internal/external speaker switch special characteristics advanced fan control, automatic alarm e-mails, copy display settings through rs232, dicom support, free displaynote presenter, hardware colour calibration possible, input name adjustment, matrix memory, naviset administrator 2, osd rotation for portrait mode, scheduler, screen saver functions, tilematrix (10 x 10), user input priority de?ition, various picture in picture options energy e?ciency ambient light sensor; carbon savings meter; ecomode ecological materials optional feet; manuals on cd technical speci?cation nec multisync ?  V552 display panel technology amva3 with edge led backlights active screen area (w x h) [mm] 1,209.6 x 680.4 screen size [inch/cm] 54.5 / 138.8 aspect ratio 16:9 brightness (shipping) [cd/m 2 ] 320, (450 max) contrast ratio (typ.) 4000:1 viewing angle [] 178 horizontal / 178 vertical (typ. at contrast ratio 10:1) response time (typ.) [ms] 6.5 (grey-to-grey) panel refresh rate [hz] 60 synchronisation rate horizontal frequency [khz] 31.5 - 91.1 (analog and digital) vertical frequency [hz] 25.2 - 85 resolution native resolution 1920 x 1080 at 60 hz supported on digital and analogue inputs (pc) 1920 x 1080; 1680 x 1050; 1600 x 1200; 1400 x 1050; 1366 x 786; 1280 x 1024; 1280 x 960; 1280 x 800; 1280 x 768; 1280 x 720; 1140 x 900; 1024 x 768; 800 x 600; 720 x 576; 720 x 480; 720 x 400; 640 x 480 supported on digital inputs (video) 1920 x 1080i (59.94/60)16:9; 1920 x 1080p (59.94/60)16:9; 1920 x 1080p (50) 16:9; 1920 x 1080p (23.97/24)16:9; 1920 x 1080p (25)16:9; 1920 x 1080p (29.97/30)16:9; 1280 x 720p (50)16:9; 720 x 576p (50)16:9; 720 x 480p (59.94/60)16:9 connectivity input video analogue 1 x d-sub 15 pin; composite (bnc); rgbhv for pc and component/composite (bnc) input video digital 1 x dvi-d (with hdcp); 1 x hdmi 1.3; 1 x displayport input audio analogue 1 x 3,5 mm jack input audio digital displayport; 1 x hdmi input control lan 100mbit; remote control wire (3,5mm jack); rs232 output video digital [value1] x dvi-d output audio analogue 3,5mm jack output control rs232 remote control lan with snmp; rs-232c (9-pin d-sub) input and output; remote control ir (internal/external (optional) sensor) option slot slot technology stv2 (compatible with intel / nec ops standard) inrush current [a] max. 10 power consumption [w] max. 61 voltage / current [v/a] 16/4 electrical power consumption on mode [w] 100 shipping; 235 (max.) power savings mode [w] < 0.5 (eco standby); < 1 power management vesa dpms environmental conditions operating temperature [?] +0 to +40 operating humidity [%] 20 to 80 storage humidity [%] 10 to 90 storage temperature [?] -20 to +60 mechanical dimensions (w x h x d) [mm] without stand: 1,249.7 x 720.5 x 63.5 weight [kg] without stand: 26.5 bezel width [mm] 18.3 (left and right); 18.3 (top and bottom) vesa mounting [mm] 300 x 300 (fdmi); 4 holes; m6 available options accessories option slot hd-sdi 1.5 and 3g; intel atom, celeron and core cpus additional features colour versions black front bezel, black back cabinet safety and ergonomics c-tick; ce; fcc class b; psb; t?v gs; ul/c-ul or csa; vcci; rohs plug and play vesa ddc2bi audio integrated speakers (10 w + 10 w); optional speakers (15 w + 15 w) shipping content display; dvi-d cable; power cable; free lan control software (download); remote control warranty 3 year conditional warranty incl. backlight feet (st-4620); speaker (sp-rm1); wall mounts (lsmu, ltmu, ltapu)   __________________________________________________________________________________________________________  for more information, visit   www.nec.com.au , email   contactus@nec.com.au   or call   131 632 
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