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		  Datasheet File OCR Text:


		  trek-674 compact in-vehicle computing box    for surveillance & fleet management   ? intel ?  atom? e3827 soc     ? easily paired with trek in-vehicle smart displays (trek-303/306) via a    single-cable connection   ? embedded stretch s7 video encoder supports up to 8 analog video inputs and  4 audio inputs   ? accessible external ssd tray with key-lock protection   ? vehicle diagnostics interface with confgurable can (j1939, obd-ii/iso 15765)  and j1708 (j1587) protocols   ? built-in gnss, wlan, bluetooth, and wwan (with dual sim cards) modules   ? intelligent vehicle power management system supports ignition on/off/delay  functions, wake-up event control, and system health monitoring and diagnostics   ? wide working temperature range (-30 c ~ 70 c), supports 12/24v vehicle  power (iso 7637-2) and shock and vibration tolerant (mil-std-810g and 5m3) introduction trek-674 is a compact vehicle-grade, dual-core computing box designed to provide high-quality video surveillance and feet management for police car, ambulance, fre engine  and buses. trek-674 delivers tracking and positioning which allows a truck to be traced even if the driver is in a tunnel. it supports several vehicle protocols (e.g. j1939, obd-ii/  iso 15765) for vehicle diagnostics and driver behavior management, and it supports up to 8 channel camera inputs for high-quality h.264 d1/30fps/ch recording to improve driver/ passenger safety and security. front side usb 3.0 port, dual sim cards and cfast slots are designed for ease of maintanence. a single ssd tray is swappable and designed for video  data backup. the trek-674 provides reliable on-road recording and can transmit images or alarms for remote monitoring over wireless, gprs, 3g, or hsdpa network connections.  specifcations core processor intel atom e3827 (dual core, 1.75 ghz) memory 1 x so-dimm socket up to 4gb ddr3l-1066/1333 non-ecc memory module; (default confguration: 2gb) graphic integrated 2d/3d graphic engine video hw encoder stretch s7, support h.264, mjpeg format; resolution up to d1, 30fps per channel o.s wes7, we8s (32-bit) linux fedora 18 remix (kernel 3.8.0) (32-bit) storage cfast 1 x external accessible cfast slot with cover, support system boot up    default confguration: 16gb, slc sqflash cfast card ssd 1 x external accessible 2.5" ssd tray with key-lock protection, support system boot up   default confguration: 64gb, umlc sqflash ssd display smart display port  (*1) 12v/2a power output for trek-30x 1 x 18-bits lvds (resolution: 800 x 480 or 1024 x 768, auto-detection) 1 x line-out  (*2)  (for speakers on trek-30x) 2 x uart (tx/rx, tx/rx/rts) (for t/s, hot keys, brightness, light sensor control) 1 x usb 2.0 type a 1 x pwr button signal 1 x reset button signal vga 1 x db15 (resolution up to 2560 x 1600) i/o vehicle i/o port  2 x can bus (support raw can, j1939, obd-ii/iso 15765; fw confgurable) 1 x j1708 (support j1587) generic i/o port  1 x rs-485 with auto fow control 1 x 4-wire rs-232 4 x isolated di (dry contact) 2 x isolated do (open collector output, driving by relay) 1 x line-out  (*2) 1 x mic-in standard i/o port 1 x usb 3.0 type a (front side) 2 x usb 2.0 type a (rear side, with cable clip) 1 x high speed full rs-232, db-9 (pin 9 = ring, 12v / 5v @0.5a is bom optional by jumper setting) 2 x giga lan, with locked type rj45 connector  video / audio input  (av in, via dvi-i connector) 8-ch video inputs, video compression: support h.264, mjpeg format; resolution up to d1, 30fps per channel 4-ch mono audio inputs, audio compression: g.711 led 5 x leds. (power (red), storage (yellow), wlan (green), wwan (green)  ,gps (yellow))  power button via trek-30x (in-vehicle smart display); system is powered on by ignition in default reset button 1 x reset button (front side) rf wlan + bluetooth ieee 802.11a/b/g/n + bluetooth v4.0 combo module via full mini-pcie slot (optionl: high power wlan / wlan for roaming, by project-based) wwan hspa+, gsm/gprs/edge: sierra wireless airprime mc809x via full mini-pcie slot (default: mc8090 for us / mc8092 for eu) (optional: cdma 1xrtt/ev-do rev.a: sierra wireless airprime mc9090, by project-based) (optional: 4g (lte,hspa+,gsm/gprs/edge, ev-do rev a1, 1xrtt): sierra wireless mc73xx, by project-based)  2 x external accessible mini-sim card socket (user selectable) with cover gnss build-in u-blox lea-6s gps module, support agps (optional: gps/glonass/beidou 3-in-1 module, by project-based) antenna 5 x sma type antenna hole for gps, wifi+ bt mimo, wwan/lte mimo.  (*3) all product specifications are subject to change without notice  last updated : 8-jan-2015  http://www.advantech-dlog.com regional contact: features

 trek-674 power voltage input supports 12/24 v car power system. (9v ~ 32v wide dc input, iso 7637-2 & sae j1113 compliant.) intelligent vehicle power  management (ivpm 2.0) system power on/off/hibernate management (e.g. programmable ignition on/off  time delay) support wake up events:  - alarm (rtc) wake up. - wake up by call/sms. - wake up by g-sensor. system power protection (e.g.car battery low voltage protection) system monitoring and diagnostic mechanical  dimensions (w x h x d) 294 x 73 x 184 mm weight 3.5 kg environment ip rating ip30 vibration/shock mil-std-810g, en60721-3(5m3) emc  ce, fcc, ccc safety ul/cul, cb vehicle regulation e-mark (e13), sae j1455 class c, iso 7637-2, sae j1113 rf regulation ce (r&tte), fcc id operating temperature -30 c ~ 70 c storage temperature -40 c ~ 80 c *1:  to be paired with trek-303/306 directly. (single-cable connection) *2:  support dual independent audio streams. (i.e. the line-out interface in "smart display port" and "generic i/o port" are driven by different audio codecs.) *3:  the connector type on box side is female rp-sma connector. (i.e. female connector body (outside threads) with a male inner pin contact.) dimensions unit: mm ordering information part number description TREK-674-HWB7A0E trek-674 w/hspa+(eu)/gps/wlan/bt/ssd/wes7    trek-674-hwb7b0e trek-674 w/hspa+(us)/gps/wlan/bt/ssd/wes7    trek-674-hwb8a0e trek-674 w/hspa+(eu)/gps/wlan/bt/ssd/we8s    trek-674-hwb8b0e trek-674 w/hspa+(us)/gps/wlan/bt/ssd/we8s  remark: linux o.s. image is by project-based. i/o connectors reset button gps led 2.5" ssd tray with key-lock wwan led cfast /dual sim sockets / usb 3.0 storage led wlan led power led wlan 1 lan 2 lan 1 usb port 1 & port 2 smart display port generic i/o port wwan 1 gps ant. wwan 2 wlan 2 power in vehicle i/o port av in rs-232 vga 294 283.80 ?5.80 184 80 73 *  wlan 1= wlan main, wlan 2= wlan aux;     wwan 1=wwan main, wwan 2= wwan aux  http://www.advantech-dlog.com regional contact:
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