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		  Datasheet File OCR Text:


		  LT582X 582xfa linear technology  corporation 1630 mccarthy blvd., milpitas, ca 95035-7417   ?  linear technology corporation 2008 lt 0113 rev a ? printed in usa information furnished by linear technology corporation is believed to be accurate and reliable.    however, no responsibility is assumed for its use. linear technology corporation makes no representa - tion that the interconnection of its circuits as described herein will not infringe on existing patent rights. features 200c voltage reference n   100% tested at 200c n   absolute maximum operating temperature: 225c n   guaranteed temperature coeffcient electrical characteristics v in  = 15v, (note 1)   symbol   parameter   conditions min/max  25c typ   150c typ   175c min/max  200c   units v r output voltage  min   max 4.985  5.015 5.010 5.016 4.950  5.050 v  v tc temperature coeffcient C55c  t a   125c  125c to 150c  150c to 175c  125c to 200c 10   25     90       150* ppm/c  ppm/c  ppm/c  ppm/c ?v out  ?v in line regulation 10v  v in   30v  8v  v in   10v 2  1 6  2 8  3 30  5 mv  mv ?v out  ?i out load regulation (sourcing) 0ma  i out   5ma 0.4 0.6 5 30* mv/ma i q quiescent current 1.0 1.5 1.8 2.5 ma *not tested note 1: devices are 100% tested at 200c 3 to the limits shown. since  parameters change rapidly with temperature, devices are guaranteed at  190c 3c and qa testing is done at 190c 3.  input gnd output bottom view 1 3 2 h package 3-lead to-39 metal can   t jmax  = 225c,  ja  = 150c/w pin configuration order information order part number part marking package description temperature range LT582Xh lt582uh 3-lead to-39 metal can C55c to 200c these parts are only available in snpb fnish.  this product is only offered in trays. for more information go to:  http://www.linear.com/packaging/ (408) 432-1900      fax : (408) 434-0507         www.linear.com/582x l , lt, ltc, ltm, linear technology and the linear logo are registered trademarks of linear  technology corporation. all other trademarks are the property of their respective owners.   
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