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		  Datasheet File OCR Text:


		                                                                                                                                        the revision status of all sheets of  this drawing is the same as sheet 1  ltr  -  a  description  released  updated to unified design  date  8/15/97  10/2/06  by  jcl  jcl  unless otherwise spec- ified, dimensions are in  inches.  tolerances are  applicable when spec-  ified.    these drawings and  specifications contain  proprietary information  which is the property of  times microwave  systems.        EZ-400-NMH-PL-D  type n male (plug) ? non-solder pin  for lmr-400 cable type(s)  size a  cage code  68999     drawing no.:           3190-602    scale:  na    rev.  (a)       sheet:  1  of   1    approvals       drawn      check      prj. mgr.      prd. mgr.      qa mgr.      jcl      8/15/97                                                                                                    times microwave systems      wallingford, ct 06492              (203) 949-8400; (203) 949-8423.fax                                        www.timesmicrowave.com                    i.  materials & finishes                   center contact:  gold plated beryllium copper        outer contact: alballoy plated brass              body:  alballoy plated brass      coupling nut: alballoy plated brass      crimp sleeve: alballoy plated copper      dielectric: teflon ?  ptfe      gasket: silicone rubber      shrink sleeve: adhesive lined polyolefin      crimp size:  .429? hex     ii.  electrical properties      impedance:  50 ohms      working voltage:  1000 vrms (max)      vswr:  1.25:1 (max) up to 3ghz      insertion loss:   0.1 x   fghz 
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