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		  Datasheet File OCR Text:


		    revision  9/20/2016   www.phihong.com                                                   36  watt  usb   power deliver y   3 .0  adapter   with usb -c                                             features     ?   usb - c   ?   ovp , ocp,   otp   and short circ uit   protection   ?  class b emi   ?  limited power source (lps)     ?  doe  level vi, coc v5 tier 2     applications     ?   mobile phone   ?   networking devices   ?  tablet   ?  notebook   ?  monitor       safety approvals   (preliminary)     ?  ul /cul   ?  cb     ?  ce   mechanical characteristics     ?   length: 67mm (2.64in)   ?   height: 29mm (1.41in)   ?   width: 48mm (1.89 in)   ?   weight:  130 g ( .2 9 lbs )     output specifications       notes: (1) measured by using a 12 inch twisted pair terminated with a 10uf & 0.1uf ceramic in parallel. oscilloscope is set t o 20mhz.             phihong  is not responsible for any error, and reserves the right to make changes without notice. please visit our website at www.phih ong.com for the  most up - to - date specifications and contact information.   model   prong   style   dc output  voltage   current rating   ripple   (1)   efficiency   p - p (max.)   level   aq36a - 5 9f a   us   5v/ 9v/15 v   3a/ 3a /2.4a   200mv     aq36e - 5 9f a   eu   5v/9v/15v   3a/3a /2.4a   200mv        

       aq 36x - 59f a   characteristics     www.phihong.com   input:   ac input voltage rating   100 to 240v ac     ac input voltage range   90 to 264v ac     ac input frequency   50 to 60 hz     input current   < 0. 9 a (rms) maximum at 9 0v ac @max load     leakage current   0.25ma max.     inrush current   90a max @ 240vac/50hz  (c old start )     input power saving   .075w max    @230vac /50hz     output:   efficiency   us doe level vi   coc   v5 tier 2      environmental:   temperature   operat ion     0 c   to +45 c   non - operation     - 40 c   to + 8 5c   humidity     90%   rh max     dc  output connector   usb type c                           emissions   fcc class b   en55022 class b     immunity   iec 61000- 4 - 2 :     level 2, contact 4kv, criteria b     level 3, air 8kv, criteria b     level 4, contact 8kv, criteria c     level 4, air 15kv, criteria c   iec61000 - 4 - 3, level   2, criteria a   iec61000 - 4 - 4, level 2, criteria b   iec 61000- 4 - 5 , level 3, criteria b   iec61000 - 4 - 6, level 2, criteria a   iec61000 - 4 - 8, level 1, criteria a     hold - up time   10.3 ms minimum at  110v/60hz, output 20v/2.25a     over - voltage protection              aq36a - 59f a  dimension diagram unit: mm (inch)   aq36e - 59f a  dimension diagram unit: mm (inch)      
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