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		  Datasheet File OCR Text:


		  699 front bezel ip65, nema 4 rugged protection, plastic front bezel lcd panel display type      10.4" svga tft lcd with led  backlight brightness (cd/m 2 ) 400 nits resolution 800 x 600 viewing angle (h/v) 140/120 main system cpu intel? atom? processor n2600   dual-core @1.6 ghz chipset intel? nm10 system memory 1 x 204-pin ddr3-800/1066 mhz   so-dimm, up to 2gb bios ami uefi bios storage 1 x half-slim sata ssd 1 x cfast? watchdog timer 255 levels, 0~255 sec. onboard graphics integrated in intel? gfx introduction specifications the mpc102-832 is a 10.4" intel? atom?-based medical fanless grade touch panel  computer which is well-suited for applications like medical image processing and medical  measuring instrument. especially designed for the medical environment, it adopts whole  system ipx1 and front ip65 waterproof design which protects the entire system from  outside liquid, preventing system from crashing. the cost-effective panel pc supports  intel? atom? processor n2600 1.6 ghz. super slim & ultra lightweight design the mpc102-832 is a super slim touch panel computer for space-limited environment  with the thickness of 45.8 mm and weight of 1.8 kg. besides, it provides two types of  power input. one is medical grade ac medical power adapter with screw type connector,  and the other is dc power input (10~30 vdc) with terminal block connector (optional). built-in  internal wlan antenna  the mpc102-832 provides a pci express mini card slot and a built-in wlan antenna for  wireless network connections. by simply plugging in the wireless lan card, customers  can use the mpc102-832 in a wireless lan/gprs/ gsm/4g environments. certifications this 10.4-inch medical panel platform complies with ul 60601-1, en 60601-1, ce, fcc  class b certifications to ensure medical operation safety. side view 10 1. power switch (atx) 2. screw conn. w/ ac power adapter  or 3. terminal block for dc power input 4. isolation com 3 (rs-232) 5. com 1 (rs-232/422/485) 6. displayport 7. ethernet x2 8. usb 2.0 x 2 9. audio (line-out) 10. touch on/off button 2 3 1 4 5 6 7 8 9 mpc102-832 10.4" svga tft medical grade fanless touch panel computer with intel? atom?  processor n2600 features   10.4" svga tft lcd display with led backlight   fanless cooling system with intel? atom? processor n2600    ul 60601-1, en 60601-1, ce and fcc certified    ip65 front bezel and ipx1 full enclosure water/dust proof     design   one on/off touch key   ultra slim thickness of 45.8 mm   super light weight of 1.8 kg   supports optional panel mount/wall mount/vesa arm/       desktop stand ipx1 fanless ddr3 ddr3 ddr3 ip65 low power aird en/ul60601-1  * all specifications and photos are subject to change without notice.                                          

 700 standard mpc102-832-j 10.4" svga medical fanless touch panel computer with  intel? atom? processor n2600, 5-wire resistive touch  screen, ac-dc 60 w medical grade power adapter (screw  type connector), emi class b, ul 60601-1 and en 60601-1  certified mpc102-832-dc 10.4" svga medical fanless touch panel computer with  intel? atom? processor n2600, 5-wire resistive touch  screen, 10~30 vdc power input (terminal block connector),    ul 60601-1 and en 60601-1 certified optional wi-fi + bluetooth kit      panel mount kit * specification and certifications are based on requirement and may vary. i/o connector 1 x rs-232 (com 3 w/4kv isolation)  1 x rs-232/422/485 (com 1)  1 x displayport 1 x audio (line-out)   2 x usb 2.0  2 x 10/100/1000 mbps ethernet (intel? i210it) expansion interface 1 x pci express mini card slot touch screen resistive type power supply  1. ac version: medical grade 100-240 v ac-dc, 60 w power        adapter 2. dc version: 10~30 vdc with terminal block dimensions 292.5 mm (11.52") (w) x 45.8 mm (1.80") (d) x 235.8 mm  (9.28") (h) packing dimensions 415 mm (16.34") (w) x 100 mm (3.94") (d) x 315 mm (12.4") (h) weight(net/gross) 1.8 kg (3.96 lb)/3 kg (6.61 lb) environment operating temperature: 0c ~ +40c (+32f ~ +104f)  operation vibration: 2g, 5 ~ 500hz, random for cfast? certificate ce, fcc class b, ul 60601-1, en 60601-1  * the dc power source to be used with mpc102-832 must be galvanically isolated      according to iec60601-1 safety of medical devices! specifications optional os installation optional eos installation dimensions windows? 7  windows? xp wes7 wes terminal block for dc version din-jack for ac version  ordering information  axiomtek.com ? 2017 axiomtek co., ltd. all rights reserved. * all specifications and photos are subject to change without notice. medical  panel  computers 2 3 4 6 7 5 8 9 1 0
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