

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						93C56			1E220			0D108			SBL1630			MMBT5551			LD1086D			2SC4256			GP10NC60			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BT138-600 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  triacs                                                   inchange                                                   BT138-600                                                                                                                      ?   features                                             ? with to-220ab package  ?glass passivated triacs in a  plastic envelope, intended for    use in applications requiring hi gh bidirectional transient      and blocking voltage capability  and high thermal cycling    performance.typical applicati ons include motor control,  industrial and domestic lighting, heating and static switching.    ?   quick reference data  symbol parameter  value unit  v drm  repetitive peak off-state voltage      600  v  v rrm  repetitive peak off-state voltage      600  v  i t(av)  average on-state current    12  a  i tsm  non-repetitive peak on-state current  95  a  t stg  storage temperature  -45?? 150  ??  t j  operating junction temperature  110  ??    to-220ab    ?   electrical characteristics  (tj = 25c, unless otherwise specified)   symbol parameter  conditions min max unit  v drm  repetitive peak off-state voltage    i d =0.1ma   600   v  v rrm  repetitive peak reverse voltage    i d =0.5ma   600   v  v d  =12v; r l  = 100 |?   t2+ g+  30  t2+ g-    30  t2- g-    30  i gt  gate trigger current   t2- g+    100  ma  v t  on-state voltage   i t =15a   1.7  v  i h  holding current  i t =0.2a ; i gt  = 50m a   50 ma  v d  =12v; r l  = 100 |?   t2+ g+  1.5  t2+ g-    1.5  t2- g-    1.5  v gt  gate trigger voltage   t2- g+    1.8  v    
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