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		  Datasheet File OCR Text:


		  lj nc. 2 0  ster n  ave . springfield ,  ne w  jerse y  0708 1 u.s.a . telephone :  (201 )  376-292 2 (212)227-600 5 fax :  (201 )  376-896 0 3n25 3  thr u  3n25 9 miniatur e  glas s  passivate d  singl e vol  tag  e  -50  to  1  0op  volts phas e  silico n  bridg e  rectifie r current  -  2.  0  amperes 6 .12 5  ?  45   *~~ ^ 6 0  hi m (15.2 ) .034(8.6 )  - ^~ - + i - .028(7.6 )  ' .20015.08 1  - ^ _ _ a r > mu5 - 60(14 , u r s rf t s \p j2 ; 24 )  ,  ,500(12.70 ) ti t ?-+? ? _ i y .46 0  (1 1   8  f 1 .460(11.68 ) .420(10.67 ) 1 .5 0  hi m (12.7 ) ? i  ,160(4.1 ) ' "  .140(3.6 ) t .  105(2.67 ) .095(2.16 ) dimensions  in  inches and (millimeters) mechanical  data case:  reliabl e  lo w  cos t  constructio n  utilizin g molde d  plasti c  techniqu e terminals:  plate d  lea d  solderabl e  pe r mil-std-202 ,  metho d  20 8 mounting  post  it  ion:  an y weight:  0.0 6  ounce ,  1.7 0  gram s maximum  ratings  and  electrical  characteristics rating s  a t  26'c  ambien t  temperatur e  unles s  otherwis e  specified . 6 0  h z  resistiv e  o r  inductiv e  load . symbols intm  will  ihkt  wk7  wilt  inttl  (juts '  maximu m  recurren t  pea k  rsvers s  voltag e '  maximum  rm s  voltag e '  maximu m  d c  blockin g  voltage '  maximu m  averag e  forwar d  outpu t  rectifie d  curran t a t  t a  -  55 '  c '  pea k  forwar d  surg e  currentsingl e  sine-wav e superimpose d  onrate d  loa d  (jede c  method ) ratin g  lo r  fusin g  (u8.35ms ) ?  maximu m  instantaneou s  forwar d  voltag e  dro p pa r  elemen t  a t  3.14 a '  maximu m  d c  revers e  curren t  t a  ?  25' c a t  rate d  d c  blockin g  voltag e  pe r  elemen t  ta-125' c typica l  junctio n  capacitanc e  pa r  elemen t  (not e  1  ) typica l  therma l  resistanc e  (not e  2 ) 'operatin g  an d  storag e  temperatur e  range , vrr m vrm s vo c i(av ) ifs m ft v f i r c j r8j a tjjst g 5 0  10 0  20 0  40 0 3 5  7 0  14 0  28 0 5 0  10 0  20 0  40 0 60 0 42 0 60 0 8. 0 eo o 56 0 80 0 100 0 70 0 100 0 eo. o 15. 0 1. 1 10. 0 50 0 25. 0 30. 0 -5 5  t o  +16 5 volt s volt s volt s amp s amp s a-' s volt s jia _ "  p f ?c/ w ' c qualit y  semi-conductor s downloaded from:  http:///
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